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EXECUTIVE SUMMARY

The purposes of this document are to define, descnbe, and evaluate the groundwater
protection and monitoring program at the Rocky Flats Plant (RFP) and to comply with
Department of Energy (DOE) Order 5400 1 The specific requirement of this Order which
this plan addresses is the preparation of a Groundwater Protection Management Program
that includes a groundwater monitonng plan, Chapter Ill, Section 4 a and Chapter IV,
Section 9 of the Order, respectively, for each DOE faciity at which the Order s
applicable  Sections 4 0 through 6 0 of this document focus on the groundwater
monitoring plan aspect of the Order In essence, this document constitutes the
Groundwater Protection and Monitoring Program Plan (GPMPP) for RFP

The definition of groundwater protection at RFP 1s the prevention, monitonng, and
remediation of contaminated groundwater near and in the vicinity of the Plant and the
protection of groundwater resources from over-development Protection is achieved
through ongoing monitoring activittes The analyses denved from this monitoring provide
the means for evaluating the impact that certain plant operations may have on
groundwater and limiting those activities that may adversely affect the quality of the

groundwater in the area

The groundwater monitoring program will be kept current and modified as requirements
and program needs change This document Is to be reviewed annually and updated
every three years In addition, the "Environmental Protection Implementation Plan
Guidance for DOE Order 5400 1" also states the groundwater monitonng plan component
can be used to satisfy the requirements for an environmental monitonng plan as
described in Section Il F, Environmental Monitoning Programs, of the guidance document

Groundwater Protection and FINAL
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Section 1 0 of the GPMPP 1s an introduction to the vanous groundwater monitoring
activities at RFP It describes the RFP physical setting as well as the senes of events
that relate to the groundwater monitonng program

Section 2 0 1s a review of the geology, hydrogeology, major aquifers, rates of movement
of groundwater, analytes for chemical characterization of the water, identified
contamination, and interactions of groundwater with surface-water resources at RFP

Section 3 0 presents an analysis of the requirements contained in both the State and
Federal regulations, DOE orders, Inter-Agency Agreement (IAG), and other agreements
and evaluates their impact on the RFP groundwater monitoring program

Section 4 0 describes the Groundwater Protection and Monitoring Program  Specifically,
this section of the Plan details the DOE and EG&G program organization and the present

groundwater monitoring, protection, and remediation programs

Section 5§ 0 evaluates the Groundwater Protection and Monitonng Program and how it
complies with the technical and regulatory requirements

Section 60 descnbes an introspective study that has led to a number of self-

improvements that will aid the groundwater monitoring program and ensure its continued
compliance with DOE requirements

Section 7 0 bnefly descnbes future decontamination and decommissioning plans that are
expected to impact RFP groundwater programs and identifies the amount of time required
to accomplish these activities

Section 8 0 descnbes the funding and budgeting proccedures at RFP  Included in the text
are details about the Activity Data Sheets (ADSs) that are used to prepare the DOE Five-

Grounawater Protection and FINAL
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Year Plan This section also details the interactions between RFP and the surrounding

communities

MAJOR FACTORS GOVERNING GROUNDWATER MONITORING AT RFP

Included in the State and Federal environmental regulations pertaining to groundwater
protection are the Colorado Hazardous Waste Act, the Resource Conservation and
Recovery Act (RCRA) and the Comprehensive Environmental Response, Compensation,
and Liability Act (CERCLA) In general, groundwater monitoring under RCRA is similar
to that under CERCLA in that the pnmary objective Is to assess the impact of a facility
or site on the groundwater beneath the site, although CERCLA monitorning is generally
directly related to site remediaton RCRA requires that a hazardous waste treatment,

storage, and disposal facility be treated as either an Intenm Status or a Fully Permitted
facility

According to the RCRA Intenm Status regulations, the facihty’s groundwater monitonng
program must, at all imes, comply with the requirements of one of at least the following
types of groundwater monitoring systems Initial Groundwater Monitoring System,
Groundwater Qualty Assessment Program, or an Alternate Groundwater Monitoring
System

RFP GROUNDWATER PROTECTION AND MONITORING PLAN

Three hundred seventy-cne wells and piezometers are included in the groundwater
monitoring program at the RFP (Plate 1) Of these, two hundred fifty-nine are sampled
The program has been designed to measure the concentration of hazardous constituents,
assess the rate of movement, and determine the extent of contaminant plumes in the
uppermost aquifer within the RFP boundanes The "uppermost aquifer” i1s descrnbed in
Section 2 2 of this document Three Individual Hazardous Substance Sites (IHSSs), the

Groundwater Protection and FINAL
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Solar Evaporation Ponds (IHSS 101), the Present Landfill (IHSS 114), and the West
Spray Field (IHSS 168) at the RFP are subject to Intenm Status groundwater monitoring
requirements under RCRA The remainder of the RFP IHSSs are either subject to
groundwater monitoring regulations under CERCLA or do not require a groundwater
monitoring system

The groundwater protection component of the program invoives interpretation of quarterly
groundwater data and subsequent treatment of groundwater that i1s found to be
contaminated This component of the plan has focused on evaluating the impact of past
and present Plant operations on groundwater quality at the RFP  Any activity that could
have an adverse effect on groundwater qualty must be reviewed by the RFP
hydrogeology staff as well as other groups and assessed against the National
Environmental Policy Act (NEPA) regulations The project can begin only after it has
been found that the activity will not have a significant negative impact Projects that
involve excavations or other intrusive work are of particular concern, because these
activities could adversely impact groundwater by introducing contamination into the
uppermost aquifer and other hydrostratigraphic units

The RFP also has a specially tramned hazardous materals response team that can
respond quickly to hazardous or mixed waste spills that, if not cleaned up in a timely

fashion, could pose a threat to groundwater resources in the area

The existing Groundwater Protection and Monitoring Program in use at the RFP includes
a Groundwater Quality Assessment Program and an Alternate Groundwater Monitonng
System that comply with the RCRA requirements of 40 CFR 265 90 (d) and 265 93 and
the State regulatory requirements of 6 CCR 1007-3, 265 90(d) and 265 93, and with the
CERCLA regulations of 40 CFR 300 430 Included in the RFP monitoring program are

- A network of background wells,

Groundwater Protection and FINAL
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- A network of monitonng wells,

- A monthly measurement of water elevations,
- A quanerly sampling and analysis program,
- An assessment program,

- A program for reporting information to the appropnate regulatory agencies
on a quarterly and annual basis,

- A well abandonment and replacement program,
- An annual evaluation program,
- A protection program, and

- A special projects program

Following quarterly groundwater sampling and laboratory analyses, analytical results
undergo data validation and then are entered into the Rocky Flats Environmental
Database System (RFEDS) for future retnieval and evaluation

The RFP groundwater monitoring program has been evaluated and every effort 1s being
made to ensure it 1s in compliance with both the State and Federal regulatory
requirements Each quarter, following receipt of the RCRA data, these data are evaluated
using appropriate assessment techniques The results of these assessments are reported
to the Colorado Department of Health (CDH) and the Environmental Protection Agency
(EPA) on an annual basis by March 1 of the following calendar year Any changes in the
monitoring program or in the Operable Unit (OU) workplans will be approved by the lead
regulatory agency

Groundwater Protection and FINAL
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SELF-IMPROVEMENTS

The following improvements are considered to be self-improvements that are needed in
the RFP groundwater program These self-improvements have been identified dunng
preparation of this document and during other groundwater program activities

- At the current time, procedures are being developed to effectively track
water-quality data from point of ongination (field sample collection) until
these data are entered into RFEDS By effectively tracking the samples
from collection to entry into RFEDS, the turnaround time of the data can be
reduced to a maximum of 90 days This is considered a reasonable length
of time for data to be incorporated into the quarterly assessments

- The required documentation for the RCRA quarterly groundwater analysis
reports will be specified and a set of guidelines established Streamiining
the format of RFEDS reports and subsequent statistical analyses will aid in
timely completion of data evaluations for possible groundwater concerns
The development of these reports will be performed by a subcontractor until
the RFP has added the necessary staff to prepare them

- Incorporation of hydrologic and geochemical data on a routine basis into the
site’s hydrogeologic model will ensure that the groundwater monitoring
program is in compliance with RCRA requirements and that the rate and
extent of contaminant migration are adequately charactenzed Observed
changes can then be evaluated to assess if installation of additional
monitoring wells or intiation of other investigations 1s necessary

- An analytical evaluation of data sources to reduce redundant data collection
will result in major cost savings Wells in close proximity momitoring the
same hydrogeologic unit resulting In replicated data will be eliminated to
avold duplication A shortened analyte list will be established to monitor
known contaminants in order to avoid sampling for insignificant constituents
at specific locales

- A self-audit of the groundwater monitoning program will be held on an
annual basis The self audit will include inspecting the groundwater
monitoring system for compliance to all regulatory requirements, proposed
requirements, and guidance applicable to groundwater monitoring
Following this study, there wili be a detailed inspection and tour of
groundwater monitoring sites to look for possible compliance issues or
determine the need for program improvements The tindings then will be

Groundwater Protection and FINAL
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evaluated to determine whether or not a need exists to implement changes
. and/or improvements to the existing program

BUDGETARY REQUIREMENTS

At least $8 6 million are necessary in fiscal year (FY) 1992 in order to effectively
administer and implement the Groundwater Protection and Monitoring Program Plan
These funds will be used to sample, analyze, assess, and report the groundwater
monitoring data They will also be used to evaluate the existing monitoring wells to select

which ones should be abandoned, possibly replaced, or sampled less frequently

Future budgetary needs are estimated to be as follows

e e | B | S 000
. 1992 259 8.603
1993 500 14,000
1994-1997~ 475 14,500

L

sampling as RFI/RI charactenzation wells

. Groundwater Protection and

Monitonng Program Plan

Xil

Includes wells that will be transferred to Plant and Support after one year of
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GROUNDWATER PROTECTION & MONITORING PROGRAM PLAN

10 INTRODUCTION

11 Purpose

The purposes of this document are to define, describe, and evaluate the Groundwater
Protection and Monitonng Program at Rocky Flats Plant (RFP') and to comply with
Department of Energy (DOE) Order 5400 1 (DOE, 1988a) which requires the preparation
of a Groundwater Protection Management Program that includes a groundwater
monitoring plan (Chapter Ill, Section 4 a and Chapter IV, Section 9 of the Order,
respectively) for each DOE facility at which the Order i1s applicable These sections are
addressed and together they constitute the Groundwater Protection and Monitonng
Program Plan (GPMPP) for the RFP The monitoring program will be kept current and
revised as processes change This document Is to be reviewed annually and updated
every three years In addition, the "Environmental Protection Implementation Plan
Guidance for DOE Order 5400 1" states the groundwater monitoring plan can be used to
satisfy the requirements for an Environmental Monitoring Plan as described in Section I

F, Environmental Monitonng Programs, of the guidance document

This document descnbes the vanous management practices of groundwater at the RFP
ensunng that groundwater monitonng i1s providing the information necessary to properly
manage and protect the groundwater resources of the area A summary of the
hydrogeology of the site, major aquifers, movement of groundwater, potential sources of
groundwater pollution, and uses of groundwater in the vicinity of the RFP site 1s provided
Also presented are the groundwater protection and monitonng programs, as well as a
review of the number of monitoring wells, sampling methods, sampling frequency,
analyses performed, and a summary of results of these analyses In addition, this

' A list of acronyms used in this document 1s presented in Appendix A
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document presents an analysis of the requirements of the regulations, agreements, and
DOE orders and evaluates their impact on the groundwater monitoning program It then
descnbes improvements that need to be made in order to better comply with the

requirements or the technical intent of the groundwater monitonng program

1.2  Rocky Flats Plant Description

The RFP, located 16 miles northwest of the Denver metropolitan area in Jefferson
County, Colorado, encompasses approximately 6,550 acres of Federally-owned land
(Figure 1-1) The RFP i1s a government-owned and contractor-operated facility that was
both constructed and began operations in 1951

The RFP 1s part of the nationwide nuclear weapons research, development, and
production complex The Plant produces metal components for nuclear weapons from
plutonium, uranium, berylium, and stainless steel Other production activities include
chemical recovery and punfication of recyclable transuranic radionuclides, metal
fabncation and assembly, and related quality control functions The Plant conducts
research and development programs in metallurgy, machining, non-destructive testing,
coatings, remote engineenng, chemistry, and physics Parts manufactured at the Plant
are shipped off-site for final assembly

Major Plant structures, including all production buildings, are located within a 400-acre
controlled area of the RFP facility (Figure 1-2) A 6,150-acre buffer zone i1s present
around the penmeter of the controlled area

The RFP operations generate solid and liquid nonhazardous, hazardous, radioactive, and
mixed radioactive waste streams These wastes are handled and disposed of In a vanety

of ways Solid nonhazardous/nonradioactive wastes are disposed of in an on-site landfill

Groundwater Protection and FINAL
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Hazardous and mixed radioactive wastes are treated on-site, recycled, stored on-site, or
shipped off-site for disposal

1.3 Environmental History of the Rocky Flats Plant

1.3.1 Definition and ldentification of Solid Waste Management Units

The RFP has existed with various levels of operational capabilities since 1951 Since that
time, levels of environmental protection were provided that, at the time, seemed
consistent with prudent environmental management However, some activittes have
resulted In environmental contamination of portions of the RFP  The existence of these
areas has been documented a number of imes dunng the operating history of the RFP
In particular, most older areas of contamination were identified in reports generated during
the transition from Dow Chemical management of the RFP to Rockwell International
management of the RFP in the mid-1970s

One of the requirements of the RCRA regulations that became applicable to the RFP with
the signing of a Compliance Agreement, on July 31, 1986 (Compliance Agreement, 1986)
was that all Solid Waste Management Units (SWMUs) be identified as required by Section
3004(u) of the RCRA code

In 1986, the exact definition of SWMUs had not been formalized Therefore, the RFP
used guidance supplied by the State of Colorado and the regional office of the US
Environmental Protection Agency (EPA) (EPA, 1985) This guidance required the
identification of all areas where any environmental release may have occurred Waste-
and non-waste-related releases were included in this definition, as were areas where only
a single release occurred Also included were areas where long-term management of
waste may have occurred SWMUs at the RFP have been renamed Individual Hazardous
Substance Sites (IHSSs) in the Inter-Agency Agreement (IAG) (EPA, 1991)

Groundwater Protection and FINAL
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The first iIdentification of the RFP SWMUs, consistent with the guidance provided at the
time by the State of Colorado and the regional EPA, was presented as an appendix to
the November 1986 RCRA Part B Permit Application (Rockwell International, 1986a)
SWMUs were intially identified in the Draft Comprehensive Environmental Assessment
and Response Program Phase | Installation Assessment (DOE, 1985) which
Incorporated records search, open literature survey, and interviews with the RFP
empioyees SWMUs consist of inactive waste disposal sites, accidentally contaminated
sites, and sites found to pose environmental concern due to past or current waste
management practices Inspections were conducted on each site and further

characternzation through field investigations and data-collection programs are ongoing

As discussed in RCRA guidance (EPA, 1989) and RCRA proposed regulations (Federal
Register, 1990a), SWMUs are defined as locations where waste management occurred
and where a long-term release may have occurred A release of non-waste matenals or
a one-time spill of waste does not qualify an area as a SWMU under this defimition
IHSSs are defined in the IAG (see Section 3 2 8) of this report as " locations associated
with a release or threat of release of hazardous substances which may cause harm to
human health and/or the environment " IHSS 1s a term specific to the RFP as a result
of the IAG All previously identified SWMUs at the RFP became IHSSs due to the
negotiations for the IAG These IHSSs will be investigated according to schedules
presented in the 1AG

New IHSSs have been identified as a result of ongoing environmental activities and the
list of IHSSs has been updated a number of imes Each IHSS identihed at the RFP 1s
considered a potential source of environmental contamination and therefore also i1s a
potential source of groundwater contamination A comprehensive list of all IHSSs is given
mn Table 1-1 Each of the IHSSs has been assigned to one of sixteen Operable Units
(OUs) (Appendix B) Table 1-2 1s a list of each OU and its related IHSSs Plate 1 1s a
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Table 1-1

INDIVIDUAL HAZARDOUS SUBSTANCE SITES

IHSS No Site Name
1 101 207 Solar Evaporation Ponds
2 102 Oil Sludge Ptt
3 103 Chemical Bunal
4 104 Liquid Dumping
105 Out-of-service Fuel Tanks
5 1051 Westernmost Tank
6 1052 Easternmost Tank
7 106 Qutfall
8 107 Hillside Qil Leak
9 108 Trench T-1
10 109 Trench T-2
11 110 Trench T-3
111 Trenches T-4 to T-11
12 1111 Trench T-4
13 1112 Trench T-5
14 1113 Trench T7-6
15 1114 Trench T-7
16 1115 Trench T-8
17 1116 Trench T-9
18 1117 Trench T-10
19 1118 Trench T-11
20 112 903 Drum Storage Area
21 113 Mound Area
22 114 Present Landtill
23 115 Onginal Landfill
116 Multiple Solvent Spilis
24 1161 West Loading Dock Area
25 1162 South Loading Dock Area
117 Chemucai Storage
26 117 1 North Site
27 1172 Middle Site
28 117 3 South Site
118 Muitiple Solvent Spills
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Table 1-1 - Continued

INDIVIDUAL HAZARDOUS SUBSTANCE SITES

IHSS No Site Name

29
30

K}
32

33
34
35
36

37
38

39
40
41
42

43
44
45
46
47
48

49
50

51
52
53
54
55

119

120

121
122
123

124

125
126

127
128
129
130
131
132
133

1181 West of Building 730

118 2 South End of Building 776
Multiple Solvent Spills

1191 West Area

1192 East Area

Fiberglassing Areas

1201 North of Building 664

120 2 West of Building 664

Onginal Process Waste Lines
Underground Concrete Tank

Valve Vault 7

1231 Valve Vault 7

1232 Valve Vault West of Buiiding 707
Radioactive Liquid Waste Storage Tank

1241 30,000 Gallon Tank (T-68, Unit 55 14)
124 2 14 000 Gallon Tank (T-66, Unit 55 15)
1243 14,000 Gallon Tank (T-67, Unit 55 16)

Holding Tank

Out-of-Service Process Waste Tanks
1261 Westernmost Tank

1262 Easternmost Tank
Low-level Radioactive Waste Leak
Oil Burn Pit No 1

Oil Leak

Radioactive Site - 800 Area Site #1
Radioactive Site - 700 Area Site #1
Radioactive Site - 700 Area Site #4
Ash Pits

1331 Ash Pit 1-1

1332 Ash Pit 1-2

1333 Ash Pit 1-3

1334 Ash Pit 1-4

1335 Incinerator
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Table 1-1 - Continued

INDIVIDUAL HAZARDOUS SUBSTANCE SITES

IHSS No Site Name
56 1336 Concrete Wash Pad
57 134 Lithium Metal Destruction Site
58 135 Cooling Tower Blowdown
136 Cooling Tower Ponds
59 1361 Northeast Corner of Buillding 460
60 1362 West of Building 460
61 1363 S of Bildg 460, W of Bidg 444
62 137 Cooling Tower Blowdown - Bldg 774
63 138 Cooling Tower Blowdown - Bldg 779
139 Caustic/acid Spills
64 1391 Hydroxide Tank Area
65 139 2 Hydrofluonc Acid Tanks
66 140 Reactive Metal Destruction Site
67 141 Sludge Dispersal
142 Retention Ponds (A, B, C-seres)
68 1421 A-1 Pond
69 1422 A-2 Pond
70 1423 A-3 Pond
71 1424 A-4 Pond
72 1425 B-1 Pond
73 1426 B-2 Pond
74 1427 B-3 Pond
75 1428 B-4 Pond
76 1429 B-5 Pond
77 14210 C-1 Pond
78 14211 C-2 Pond
79 14212 Newly Identified A-5 Pond
80 143 Old Quttall
81 144 Sewer Line Break
82 145 Sanitary Waste Line Leak
146 Concrete Process Waste Tanks
83 1461 7,500 Gallon Tank (#31)
84 1462 7,500 Gallon Tank (#32)
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Table 1-1 - Continued

INDIVIDUAL HAZARDOUS SUBSTANCE SITES

IHSS No Site Name

85 1463 7,500 Gallon Tank (#34w)
86 1464 7,500 Gallon Tank (#34e)
87 1465 7,500 Gallon Tank (#30)
88 1466 7,500 Gallon Tank (#33)

147 Process Waste Leaks
89 1471 Maas Area
90 1472 Owen Area
N 148 Waste Spills
92 149 Effluent Pipe

150 Radiocactive Liquid Leaks (8)
93 150 1 North of Building 771
94 1502 West of Building 771
95 1503 Between Buildings 771 and 774
96 150 4 East of Buiiding 750
97 1505 West of Building 707
98 1506 South of Building 779
99 1507 South of Bullding 776
100 150 8 Northeast of Building 779
101 151 Fuel OIl Leak
102 152 Fuel Oil Tank
103 153 Cil Burn Pt No 2
104 154 Pallet Burn Site
105 155 903 Lip Area

156 Radwactive Soil Bunal
106 156 1 Building 334 Parking Lot
107 1562 Soil Dump Area

157 Radioactive Site
108 1571 North Area
109 157 2 South Area
110 158 Radioactive Site - Bldg 551
111 159 Radioactive Site - Bldg 559
112 160 Radioactive site - Bldg 444 Parking [ot
113 161 Radioactive site - Bldg 664
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Table 1-1 - Continued

INDIVIDUAL HAZARDOUS SUBSTANCE SITES

IHSS No Site Name
114 162 Radioactive Site - 700 Area Site #2
163 Radioactive Site - 700 Area Site #3
115 163 1 - Wash Area
116 163 2 - Buned Slab
164 Radioactive Site - 800 Area Site #2
17 164 1 Concrete Slab
118 164 2 Building 886 Spills
119 164 3 Building 889 Storage Pad
165 Tnangle Area
120 166 Trenches
121 1661 Trench A
122 1662 Trench B
123 1663 Trench C
167 Spray Fields - Three Sites
124 167 1 North Area
. 125 1672 Pond Area
126 1673 South Area
127 168 West Spray Field
128 169 Waste Drum Peroxide Bunal
129 170 PU & D Storage Yard - Waste Spilis
130 171 Solvent Burning Ground
131 172 Central Avenue Waste Spill
132 173 Radioactive Site - 800 Area
133 174 P U & D Container Storage Facilities (2)
134 175 S&W Bidg 980 Container Storage Facility
135 176 S&W Contractor Storage Yard
136 177 Building 885 Drum Storage Area
137 178 Building 881 Drum Storage Area
138 179 Building 865 Drum Storage Area
139 180 Building 883 Drum Storage Area
140 181 Bullding 334 Cargo Container Area
141 182 Building 444/453 Drum Storage Ared
142 183 Gas Detoxification Area
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Tabie 1-1 - Continued

INDIVIDUAL HAZARDOUS SUBSTANCE SITES

IHSS No Site Name
143 184 Buiiding 991 Steam Cleaning Area
144 185 Solvent Spill
145 186 Valve Vault 12
146 187 Acid Leaks (2)
147 188 Acid Leak
148 189 Multiple Acid Spills
149 190 Caustic Leak
150 191 Hydrogen Peroxide Spill
151 192 Antifreeze Discharge
152 193 Steam Condensate Leak
153 194 Steam Condensate Leak
154 195 Nickel Carbonyl Disposal
155 196 Water Treatment Plant Backwash Pond
156 197 Scrap Metal Sites
157 198 (Deieted)
158 199 Contamination of the Land Surtace
159 200 Great Western Reservorr
160 201 Standley Reservorr
161 202 Mower Reservoir
162 203 Inactive Hazardous Waste Storage Area
163 204 Onginal Uranium Chip Roaster
164 205 Bldg 460 Sump #3 Acid Side
165 206 lnactive D-836 Hazardous Waste Tank
166 207 Inactive 444 Acid Dumpster
167 208 Inactive 444/447 Waste Storage Area
168 209 Surface Disturbance Southeast of Bldg 881
169 210 Unit 16, Buillding 980 Cargo Container
170 211 Unit 26, Bullding 881 Drum Storage
171 212 Unit 63, Buillding 371 Drum Storage
172 213 Unit 15, 904 Pad Pondcrete Storage
173 214 Unit 25, 750 Pad Pondcrete and Saltcrete Storage
174 215 Unit 55 13 - Tank T-40
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Table 1-1 - Continued

INDIVIDUAL HAZARDOUS SUBSTANCE SITES

IHSS No Site Name
216 East Spray Fields
175 2161 North Area
176 2162 Center Area
177 2163 South Area
178 217 Unit 32, Bullding 881, CN Bench Scale Treatment
Source EPA, 1991
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Table 1-2

ORGANIZATION OF INDIVIDUAL SITES INTO OPERABLE UNITS (OUs)

OPERABLE | OPERABLE UNIT | \\nviDUAL HAZARDOUS SUBSTANCE SITES
UNIT NAME
1 881 Hiliside 102, 103, 104, 105 1, 105 2, 106, 107, 119 1, 119 2, 130,
145
2 903 Pad, Mound & 108, 109, 110, 1111, 1112, 1113, 1114, 1115, 111 6,
East Trenches 1117, 111 8, 112, 113, 140, 153, 154, 155, 183, 216 2,
2163
3 Offsite Areas 199, 200, 201, 202
4 Solar Ponds 101
5 Woman Creek 115,133 1, 133 2, 133 3, 133 4, 133 5, 133 6, 142 10,
Drainage 142 11, 209
6 Walnut Creek 141, 1421, 142 2, 142 3, 142 4, 142 5, 142 6, 142 7,
Drainage 142 8, 142 9, 142 12, 143, 165, 166 1, 166 2, 166 3,
167 1, 167 2, 167 3, 216 1
7 Present Landfil! 114, 203
8 700 Area 1181, 118 2, 123 1, 123 2, 125, 126 1, 126 2, 127, 132,
. 135, 137, 138, 139 1, 139 2, 144, 1461, 146 2, 146 3,
146 4, 146 5, 146 6, 149, 1501, 150 2, 150 3, 150 4,
150 5, 150 6, 150 7, 150 8, 151, 159, 163 1, 163 2, 172,
173, 184, 188
g OPWL 121
10 Other Qutside 124 1, 124 2, 124 3, 129, 170, 174, 175, 176, 177, 181,
Closures 182, 205, 206, 207, 208, 210, 213, 214
11 West Spray Field 168
12 400/800 Area 1161, 1162, 1201, 1202, 136 1, 136 2, 136 3, 147 1,
147 2, 157 2, 187, 189
13 100 Area 1171, 117 2, 117 3, 122, 128, 134, 148, 152, 157 1, 158,
169, 171, 186, 190, 191
14 Radioactive Sites 131, 1561, 156 2, 160, 161, 162, 1641, 164 2, 164 3
15 inside Building 178, 179, 180, 204, 211, 212, 215, 217
Closures
16 Low Priority Sites 185, 192, 193, 194, 195, 186, 197

Source EPA, 1991
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topographic index map of the RFP that shows the IHSSs and their locations relative to
the monitoring wells at the RFP

132 Groundwater Reports

Routine reports related to groundwater at the RFP are the Annual Environmental
Monitoring Report required by DOE and the Annual RCRA Groundwater Monitonng
Report for Regulated Units  The Annual Environmental Monitoring Report has been
published for approximately 20 years The Annual RCRA Groundwater Monitoring Report
addresses those specific to RCRA Interrm Status regulated units for which groundwater
monitoring 1s required (Solar Evaporation Ponds, OU4, Present Landfill, OU7, and West
Spray Field, QU11)

A large amount of groundwater information also 1s available in the remediation-related
reports that have and will accompany all remedial activities and investigations, regardless
of whether these activittes are RCRA or CERCLA related The remediation-related
reports typically present avallable information that can be used to charactenze the
hydrogeologic and contamination conditions of a site  This type of information s
presented to identify what remedial actions may be needed to comply with regulatory
requirements as well as to 1dentify available information needed to formulate a remedial
action plan A list of the remediation-related reports that have already been produced on
behalf of the RFP 1s provided in Table 1-3 A schedule for the preparation of future
remediation-related reports can be found in the schedules attached to the IAG (see
Section 3 2 8 of this report for more details on the 1AG)
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Table 1-3

Remediation- and Characterization-Related Reports

Monitonng Program Plan 1-16

Regulatory
Report Driver Date
Solar Evaporation Ponds Closure Plan RCRA 11-86
Solar Evaporation Ponds Closure Plan RCRA 3-87
Solar Evaporation Ponds Closure Plan RCRA 7-88
Draft, Solar Evaporation Ponds Phase | RFI/Rl Work Plan, RCRA/ 6-90
Operable Unit #3 CERCLA
Present Landfill Closure Plan RCRA 11-86
Present Landfill Closure Plan RCRA 7-88
Draft Final, Phase { RFI/RI Work Plan Present Landfill, SWMUs 114 RCRA/ 6-90
and 203, Operable Unit #3 CERCLA
West Spray Field Closure Plan RCRA 11-86
West Spray Field Charactenzation Report RCRA 10-88
West Spray Field Closure Plan RCRA 10-88
Draft, West Spray Field Phase | RFI/RI Work Plan, Operable Unit #3 RCRA/ 6-90
CERCLA
Remedial Investigation Report - 881 Hillside CERCLA 7-87
Remedial Investigation Report - 881 Hiliside CERCLA 3-88
Internm Measures/Intenm Remedial Action Plan and Decision RCRA/ 1-90
Document, 881 Hillside CERCLA
Response to EPA and CDH Comments on the Draft Phase Iil RI/FS RCRA/ 10-90
Work Plan, 881 Hillside Area, Operable Unit #1 CERCLA
Final Phase It RFI/RI Workplan 881 Hillside Area QU1 RCRA/ 10-80
CERLA
Responsiveness Summary of IM/IRAP and Decision Document 881 RCRA/ 1-80
Hillside QU1 CERLA
881 Hillside RI/FS Responses to EPA Comments CERLA 2-89
Feasibilty Study Report for High Prionty Sites 881 Hillside Area CERLA 3-88
Final Phase 1l RFI/RlI Work Plan, 881 Hillside Area, Operable RCRA/ 3-91
Unit #1, Revision 1 CERCLA
Groundwater Protection and FINAL
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Table 1-3 - Continued

Remediation- and Characterization-Related Reports

Regulatory
Report Driver Date
Remedial Investigation Report 903 Pad, Mound and East Trenches CERCLA 12-87
Remedial Investigation Report 903 Pad, Mound and East Trenches CERCLA 9-89
Phase Il RI/FS Work Plan, 303 Pad, Mound and East Trenches RCRA/ 12-89
Areas, Operable Unit #2 CERCLA
Comments and the Draft Surface Water Intenm Measures/Intenm RCRA/ 9-90
Remedial Action Plan and Decision Document, 903 CERCLA
Pad, Mound, and East Trenches Areas, Operable
Unit #2
Intenm Measures/intenm Remedial Action Plan and Decision RCRA/ 1-90
Document, 903 Pad, Mound, and East Trenches Areas, CERCLA
Median Priorty Sites
Final, Phase il RFI/RI Work Plan (Alluvial), Revision 1, 903 Pad, RCRA/ 11-90
Mound, and East Trenches Areas, Operable Unit #2 CERCLA
Draft Final, Phase Il RFI/RI Work Plan (Bedrock), Revision 1, 903 RCRA/ 1-91
Pad, Mound, and East Trenches Areas, Operable CERCLA
Unit #2
Final Proposed Surface Water Interim Measures/Intenm Remedial RCRA/ 1-91
Action Plan and Decision Document, 903 Pad, CERCLA
Mound, and East Trenches Areas, Operable Unit #2
Final Proposed Surface Water intenm Measures/Intenim Remedial RCRA/ 3-91
Action PlarvEnvironmental Assessment and Decision CERCLA
Document for South Walnut Creek Basin, Operable
Unit #2
Final Surface Water IM/IRAP/EA and Decision Document for South RCRA/ 3-91
Walnut Creek Basin - Public Comment CERCLA
Responsiveness Study 002
Draft Surtace Water IM/IRAP/EA and Decision Document S03 Pad, RCRA/ 6-90
Mound, and East Trenches Areas QU2 CERCLA
Prehminary Draft IRAP 803 Pad, Mound, and East Trenches RCRA/ 9-89
CERCLA
Draft Rl Plan 903 Pad, Mound, and East Trenches Phase |l - CERCLA 6-88
Sampling Plan
Groundwater Protection and FINAL
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14 History of Groundwater-Related Activities at the RFP

141 Activities and Actions

Groundwater monitonng for radionuclide and other constituents has been conducted at
the RFP since the first monitonng wells were installed near the Solal Evaporation Ponds
in 1960 These wells were Installed to investigate leakage of water from the Solar
Evaporation Ponds Additional groundwater monitoring wells were added in 1971, 1974,
1980, 1981, and 1982, resulting in a total of 56 wells at the RFP by 1986 These wells
were nstalled to collect groundwater samples and evaluate groundwater quality through
analyses of those samples These wells were sampled at least annually until 1974, then
twice per year until 1980 when sampling was increased to three times per year Since
1982, monitoring wells have been sampled quarterly Groundwater samples from
monitoring wells have always been analyzed for radionuclides and additional chemical
constituents were added to the routine analyte list in 1974, 1979, 1981, and 1985
Beginning in 1985, the wells were sampled for volatile organic compounds (VOCs), trace
metals, and major ions Major changes in the groundwater monitoring program occurred

in 1986, and are discussed in greater detail later in this document

Well-completion details for most wells installed pnor to 1986 are not known to exist
Those details that were available were included in the Hydrogeologic Charactenzation of
the RFP (Hydro-Search, 1985) Although these early wells provided information on
groundwater occurrence and quality, they did not meet the more stringent requirements
of RCRA and CERCLA which were implemented at the RFP in 1986 as the result of the
1986 RFP Compliance Agreement (Compliance Agreement, 1986) Signatories to the
Compliance Agreement were DOE, CDH, and EPA

One significant requirement of the Compliance Agreement of interest to the GPMPP was

completion of Task 3 6, Revised Groundwater Monitonng and Protection Submittal This
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task required the submittal of a revised, comprehensive groundwater monitoring and
protection program for the RFP to address the State and Federal RCRA requirements
This task identiied the need for an expanded and upgraded groundwater monitonng
program

Compliance with the requirements of the Compliance Agreement was to be attained
through the implementation of a comprehensive program of site characterizations,
remedial investigations (Rls), feasibility studies (FSs), and remedial/corrective actions
These actions at the RFP were part of the DOE Comprehensive Environmental
Assessment and Response Program (CEARP) (DOE, 1985, 1987a, 1987b) This DOE
program was intended to ensure protection of human health and the environment and to
implement an environmental mitigation program similar to RCRA/CERCLA

The CEARP program was to identify, assess, and correct existing or potential
environmental problems, based on a review of not only RCRA and CERCLA
environmental regulations, but also the National Environmental Policy Act (NEPA), Clean
Air Act (CAA), Safe Dnnking Water Act (SDWA), Toxic Substances Control Act (TSCA),
and the Federal Insecticide, Fungicide, and Rodenticide Act (FIFRA) The CEARP
program has now been superseded at the RFP by the Environmental Management (EM)
Program The intent of both programs i1s the same

In 1986, an additional 70 monitonng wells were installed to provide a more detailed
charactenzation of the hydrogeology and groundwater quality of the entire RFP and to
satisfy RCRA/CERCLA requirements identified in the Compliance Agreement (1986) The
work plan for installation, sampling, and analyses of these wells 1s presented in the
Geological and Hydrological Site Characternzation Draft Work Plan for the RFP (Rockwell
International, 1986b) Initial well installation activities took place at the RFP boundanes
and along expected major flow paths near surface drainages which extend beyond the

RFP boundanes The imitial concern of this program was the identification of groundwater
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plumes that might extend beyond the RFP boundaries Following instailation of the
boundary and drainage wells, wells were installed near the 881 Hillside, 903 Pad, Mound,
East Trenches, Solar Evaporation Ponds, West Spray Field, and Present Landfill as pan
of the RFP-wide characterization program to delineate contaminant plumes

An additional 67 wells were installed plant-wide at the RFP in 1987 to charactenze
groundwater quality and flow at vanous IHSSs and at RCRA-regulated units  The work
plans for installation, sampling, and analysis of these wells are presented in the Dratft
CEARP Phase 2 Installation Generic Monitonng Plan and the Draft CEARP Phase 2
Site-Specific Monitoring Plan (DOE, 1987a and DOE, 1987b)

In 1989, 160 additional wells and piezometers were installed at the RFP to further
characterize groundwater quality and flow These installations were spectfically related
to one or more of the following programs groundwater monitoring requirements at RCRA
closure units (Solar Evaporation Ponds, West Spray Field, and Present Landfill), RI/FS
CERCLA activities (881 Hillside and 903 Pad, Mound, and East Trenches), background
geochemical charactenization activities, and/or geologic charactenzation activites The
groundwater monitoring program at each site has been modified as additional site
information has been collected and analyzed Public reperts prepared for IHSSs and OUs
are ncluded in the reference st for this report Al groundwater monitoring and
characternzation activities undertaken since 1986 have been pnmanly concerned with
collection of data necessary to comply with RCRA and CERCLA regulations The location

of wells in the groundwater monitoring program at the RFP is provided in Figure 1-3

During 1990, 18 alluvial wells and piezometers were installed at the RFP  Thirteen wells
and one piezometer were installed in the west Buffer Zone during a new landfill siting
investigation (Mernick, 1991) The wells have been developed and will be sampled as
part of the groundwater monitonng program starting in 1992
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Four piezometers were installed in OU1 as part of the French drain geotechnical
investigation (EG&G, 1990a) These wells may be abandoned or removed during the

construction of the French drain

142 Regulatory History and Issues

This section descrnbes the major RFP plans that address groundwater monitoring and
identify those documents received from the regulatory agencies that addressed problems
with the groundwater monitoring program at the RFP  The majonty of these documents,
both from the RFP and the regulatory agencies, have addressed groundwater monitonng
at RCRA-regulated units It should be understood that RCRA groundwater monitonng
must meet certain technical requirements (such as technical requirements concerning
minimum numbers and placement of monitonng wells) which are identified in the RCRA
regulations The CERCLA regulations do not state any specific technical requirements
for groundwater monitoring so long as the monitonng system i1s adequate for site
charactenzation Adequacy of the monitoring systems is reviewed by the lead agency In
the workplans and reports required by the IAG Groundwater monitoring at the RFP has
consisted of both RCRA and CERCLA programs since 1986, as well as other programs
that were and are needed due to overall site charactenzation needs The groundwater
monitoring programs other than the RCRA and CERCLA programs have largely been
defined and implemented since 1989

Pnor to November 1981, the groundwater monitoring program at the RFP was voluntary
and had been implemented and conducted to protect human health and the environment
However, in November 1981, the groundwater monitoring program became subject to
RCRA regulations Per regulatory requirements, a Groundwater Monitoring Program Plan
was submitted to the EPA by DOE in November 1981 (Rockwell International, 1981)

This 1981 Plan addressed groundwater monitoring in the Solar Evaporation Pond area,
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and near the A- and B-series ponds The groundwater monitoring program outhined 1n

this Plan governed groundwater monitoring at the RFP until November 1986

In November 1986, a new groundwater monitonng plan was submitted by DOE for the
RFP in Section E of the RCRA Part B Permit Application This groundwater monitonng
plan represented a significant change in the groundwater monitonng program at the RFP,
and had been required by the 1986 Compliance Agreement signed by EPA, CDH, and
DOE This 1986 groundwater monitoring program was supplemented and updated by the
submission of an Installation Genenc Monitoring Plan (IGMP) and a Site-Specific
Monitoring Plan (SSMP) under the DOE CEARP Program in February 1987 (DOE, 19874,
1987b) Some changes occurred in the groundwater monitonng program in 1987 and

early 1988, but the basic program remained essentially unchanged

The groundwater monitoring program was revised in the fall of 1988 These changes In
the monitonng program were prompted by the receipt of comments concerning the
groundwater monitoring program from CDH on July 19, 1988 These CDH comments
concerned RCRA groundwater monitoring and the annual RCRA groundwater monitoring
report that had been submitted in the spnng of 1988 The revised groundwater
monitoring program was submutted to the regulatory agencies in October 1988 as a

portion of the RCRA Post Closure Care Permit Application

A Compliance Order was received from CDH on June 7, 1983 Sections of this
Comphance Order addressed deficiencies in the RCRA groundwater monitonng program
In response to these comments, a RCRA Groundwater Assessment Plan was submitted
to COH in September 1989 (Rockwell International, 1989a) CDH subsequently delivered
a Notice of Violation concerning groundwater monitoring and deficiencies identified in the
September 1989 Groundwater Assessment Plan on March 28, 1980 (CDH, 1990) In
response to these comments the RFP submitted to CDH an Addendum to the
Groundwater Assessment Plan in May 1990 (EG&G, 1990b) This Addendum and the
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September 1989 Groundwater Assessment Plan stll govern RCRA groundwater
monitoring at the RFP The CDH provided the RFP comments on the May 1990
Addendum to the Groundwater Assessment Plan and on the 1989 and 18990 Annual
RCRA Groundwater Monitoring Reports (EG&G, 1990c and EG&G, 1991a) on September
5, 1991 These comments are under review by the RFP Responses to these comments
will either be prepared and submitted to the CDH in a separate document or they will be

submited as a new section of the Annual RCRA Groundwater Monitonng Reports

From 1988 forward, the CERCLA groundwater monitonng programs at the vanous
CERCLA units have largely been identified and defined in the work plans and reports
written for each of these units  The regulatory agencies and the public are provided the
opportunity to review and comment on these documents Beyond the requirements and
needs identified in these documents, no overall technical requirements apply to the
CERCLA groundwater monitoring conducted at CERCLA-regulated units

The authonty for regulatory administration of the groundwater monitoring program rested
with the EPA untif November 1984 when CDH was delegated interm and final RCRA
authorzation After that date, CDH has administered a RCRA-equivalent program for the
RFP The authonty for regulatory administration of any required CERCLA groundwater
at the RFP monitoring rests with the EPA

1 4 3 National Enforcement Investigations Center (NEIC) Inspecticns

Durning March 31 to Apnl 2, 1987, and from Apnl 6 to Apnl 16, 1987, the EPA’s National
Enforcement Investigations Center (NEIC), in conjunction with CDH, conducted an
inspection of groundwater monitoring activities at the RFP  This inspection applied to
groundwater monitonng conducted at the RFP from November 1981, until Apnl 1987
The objectives of this inspection (EPA, 1988) were to
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- Determine the facility’s compliance with the intenm status ground-water
monitoring requirements of 40 CFR Part 265 and Part 265 of the Colorado
hazardous waste regulations (6 CC 1007-3),

- Evaluate the ground-water monitoring program descnbed in the RCRA Part
B permit application submitted by the facility, for comphance with 40 CFR
Part 270 14 (c) and Part 100 41(c) of the Colorado hazardous waste
regulations (6 CC 1007-3),

- Determine if the ground water at the facility contains hazardous waste
and/or hazardous constituents "

The results of this investigation were published by EPA in August 1988 Bnefly, the
results of this investigation are stated below

- The RFP’s 1981 Groundwater Monitoring Program Plan did not comply with
the regulatory requirements pnmanly because

. sampling and analysis procedures were omitted,

. a detection monitoring program was Instituted at the solar ponds,
whereas, a groundwater quality assessment program should have
been implemented, and

. the outline of the required genenc groundwater quality assessment
program was inadequate because it was essentially a recitation of
the regulations

- Although improvements in the groundwater monitoring program had been
made since the signing of the Compliance Agreement in 1986, the
groundwater monitoring program at the regulated units as proposed in the
1986 RCRA Part B Permit application was still inadequate The prnmary
deficiencies of the 1987 program were

. the point of compliance had been improperly located and did not
comply with the regulations,

. the monitoring program at the solar ponds was inadequate because
releases had been detected at that unit and the unit should not have
been in a detection monitoring program,
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. construction documentation for new wells was found to be
Inadequate, contradictory, incomplete, or inaccurate,

. the rationale presented of the selection of monitonng parameters
was deficient, and

. improvements were required in sampling and analysis procedures

- Hazardous constituents were present in the groundwater at the Solar
Evaporation Ponds (now designated OU4) and at 881 Hillside (now
designated OU1)

The results of this investigation and the comments received from CDH were considered
In revising the groundwater monitoring program in the fall of 1988 for the RCRA Post-
Closure Care Permit Application This permit application and the procedures outlined in
It were superseded by the requirements of the IAG and the documents required by this
Agreement
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20 BACKGROUND

2.1 Geology

The RFP 1s located four miles east of the Front Range section of the Southern Rocky
Mountain province and along the western margin of the Colorado Piedmont section of the
Great Plains physiographic province (Spencer, 1961) The RFP is located on a pediment
that dips approximately one degree to the east and is dissected by several small streams
that flow eastward with their headwaters either on the RFP, or one to two miles to the
west of the RFP

211 Stratigraphy

The stratigraphic model i1s based upon the RFP Draft Final Geologic Charactenzation
Report (EG&G, 1991b) and researched and published information The model will be
evaluated with additional data produced from current and future studies The stratigraphic
section in the vicinity of the RFP extends from the Precambnan to the Quaternary Figure
2-1 depicts a generalized stratigraphic section of the area, whereas, Figure 2-2 illustrates
a site-specific stratigraphic section of the geology beneath the RFP West of the plant,
rocks from the Pennsylvanian/Permian to Late Cretaceous age are exposed along the
western limb of a prominent monoclinal fold The strata are progressively older toward
the west, with the Fountain Formation resting unconformably on Precambnan rocks of the
Front Range

The Pierre Shale, Fox Hills Sandstone, Laramie Formation, and Arapahoe Formation,
which comprise the uppermost portion of the bedrock stratigraphic section, represent a
progradational fluvial-deltaic-marine sequence The general stratigraphic and facies
relationships are depicted in Figures 2-3 and 2-4 and are summanzed in Table 2-1 For
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Table 2-1

. Summary of Formations at Rocky Flats Plant
‘ %
Approximate
Formation Thickness Facies
Rocky Flats Alluvium Absent - 100’ Alluvial Fan
Arapahoe Formation 150 Fluvial
(meanders at top, braided at base)
Laramie Formation 800’ Deltaic
(Distnbutary and paludal)
Fox Hills Sandstone 75- 125’ Delta - Front
Pierre Shale >8,000’ Manne

II

Source EG&G, 1991b
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clanfication, these Upper Cretaceous formations and the overlying Quaternary Rocky
Flats Alluvium and Recent coliuvial and alluvial deposits are descnbed bnefly below.

Pierre Shale (Upper Cretaceous)

The Pierre Shale 1s over 8,000 feet (ft) thick and i1s predominantly a medium to dark gray,
non-calcareous shale It contains fossils, including foraminifera and an ammonite,
Baculites chnolobatus, which Iindicate that the formation was deposited in a manne
environment (Weimer, 1973) The contact between the Pierre Shale and the Fox Hills
Sandstone 1s complex because it represents the transition between manne and
continental disposition

Fox Hills Sandstone (Upper Cretaceous)

The Fox Hills Sandstone 1s 75 to 125 ft thick and 1s a grayish-orange to light gray color.
The dominant lithology 1s a calcareous, fine-grained, subrounded, fnable, glauconitic,
feldspathic sandstone with thin beds of siltstone and claystone Weimer (1976)
interpreted the formation as a delta-front sandstone in facies relationship with the
underlying Pierre Shale and the overlying Laramie Formation (Figures 2-3 and 2-4)

Laramie Formation (Upper Cretaceous)

The Laramie Formation 1s about 800 ft thick and 1s composed of two intervals: a lower
300 ft sandstone and coal interval and a 500 ft upper claystone interval The sandstones
are hght to medium gray, fine- to coarse-grained, poorly sorted, subanguiar, siity,
quartzitic, and containing grains of black chert Clay, mica, and carbonaceous matenal
are also present (Van Horn, 1957, Weimer, 1976). The claystones are dominantly light
to medium gray and kaolinttic, however, dark gray to black carbonaceous claystones are
also present (Van Horn, 1957, Weimer, 1976)

Groundwater Protection and FINAL
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Arapahoe Formation (Upper Cretaceous)

The Arapahoe Formation is the uppermost bedrock unit underlying the RFP and,
therefore, more site-specific information is available for the Arapahoe Formation than any
of the deeper formations Unless otherwise noted, descnptions provided in this report are
the result of the RFP’s ongoing geologic charactenzation efforts

The Arapahoe Formation is approximately 150 ft thick in the central portion of the RFP
and consists mainly of claystones and silty claystones In addition, it contains at least five
mappable sandstone intervals Due to the lenticular geometries of the sandstones, they
are not present in all of the boreholes or areas beneath the plant The sandstones and
stratigraphic distances between them are given in Table 2-2.

Most of the Arapahoe sandstones are poorly to moderately sorted, subangular to
subrounded, silty, clayey, and quartzitic, and very fine- to medium-grained, however,
some are coarse-grained to conglomeratic Trough and planar cross-stratification are
common sedimentary structures The median sandstone grain size (D50 value) ranges
from 006 to 0 09 mm Commonly, the Arapahoe sandstones occurnng within 30 to 40
ft of the base of the alluvium are oxidized and are pale orange, yellowish-gray, and dark
yelliowish-orange The sandstones that are not in the weathered zone are light gray and
olive gray

The claystones and silty claystones are light to medium olive gray In the weathered
intervals below the base of the alluvium, claystones are sometimes dark yellowish-orange
and yellowish-brown as the result of iron-oxide staining

Groundwater Protection and FINAL
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Table 2-2

Arapahoe Sandstones: Thickness and Vertical Separation

Approximate
Vertical Separation
between Sandstones,
Thickness
Sandstone (ft) Depending on Sandstone Thickness

Sandstone #1 Absent - 28’

35' - 40’
Sandstone #2 Absent - 10’

15- 23’
Sandstone #3 Absent - 16’

7 -18
Sandstone #4 Absent - 15

2'-8

Sandstone #5 Absent - 9'+

Source EG&G, 1991b
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Rocky Flats Alluvium (Quaternary)

The Rocky Flats Alluvium 1s a gravelly pediment cover of Nebraskan or Aftonian age
(Scott, 1975) This alluvial fan deposit ranges up to 100 ft in thickness and occurs about
250 ft to 380 ft above modern streams (Scott, 1965) It iIs composed of poorly sorted,
angular to rounded, coarse gravel, sand, and gravelly clays Caliche amounts vary from
trace to abundant Colors of the Rocky Flats Alluvium include light brown to dark
yellowish-orange, grayish-orange, and dark gray

Colluvial and Alluvial Deposits (Recent)

Colluvial deposits commonly contain a thin soil with occastonal mixed composition which
results from mass-wasting along valley slopes The dominant texture is siity clay and
clayey silt with some gravel and sand The Valley Fill alluvial deposits are represented
by poor to well graded mixtures of reworked Rocky Flats Alluvium, colluvium, and
weathered bedrock found in drainages throughout the area. Both of these types of
deposits range from only a few inches to tens of feet in thickness.

2 1 2 Structure and Tectonics

Structurally the RFP 1s located along the western margin of the Denver Basin, an
asymmetric downwarp possessing a steeply dipping western flank and a broad gentle
eastern flank The Front Range uplift, approximately four miles west of Rocky Flats, is
the most easterly range of mountains in the Southern Rocky Mountain province. Its
structural history 1s complex, and interpretations regarding structural styles and the
sequence of events are varied

The Laramide Orogeny, which occurred from approximately 67 5 to 45 millionyears(my )
ago, produced large scale Front Range deformation In a penod of 1 5 my, uplft and

Groundwater Protection and FINAL
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erosion resulted in the removal of 3,000 ft of sedimentary rocks and exposure of the
Precambnan core (Tweto, 1975) Recent investigations of the Front Range Laramide
tectonic structures suggest that the Laramide uplifts are bounded by thrust faults which
dip at rates of 22 to 35 degrees beneath the uplifts (Bieber, 1983 and Gnes, 1983.)

Figure 2-5 1s a generalized east-west structural cross section of the RFP. The most
conspicuous structural feature of the Rocky Flats area is a monoclinal fold, which formed
west of the plant during the Laramide Orogeny According to Tweto (1975), the fold
developed at the juncture where sedimentary rocks contact the Front Range border
thrust Dunng the Miocene and Pliocene, the fold was probably modified by additional
faulting The axial plane of the fold stnkes roughly north-south and plunges at
approximately 58 degrees to the west near borehole 52-86 in the West Spray Field
(EG&G, 1991b)

The west imb of the monoclinal fold 1s compnsed of strata which dip to the east at
roughly 50 degrees In contrast, strata forming the east imb of the fold dip 1 to 2
degrees to the east Along the west imb of the fold an angular discordance exists
between the Late Cretaceous section and the base of the Quaternary Rocky Flats
Alluvium (EG&G, 1991b)

No active faults are known to exist along the Front Range in the area from Golden to
Boulder, Colorado (Figure 2-6) The Eggleston fault, which was mapped by Spencer
(1961) and later projected onto the RFP (Hurr, 1976) was investigated in great detail in
1981 and 1s now believed not to exist at the RFP (Dames and Moore, 1981) A thrust
fault with a maximum throw of about 80 ft at a depth of approximately 3,600 ft has been
mapped In the Pierre Shale directly beneath the RFP (Figure 2-7) This fault was
identified in reprocessed seismic data onginally acquired in 1975-1976 by the Geophysics
Department at the Colorado School of Mines and later reprocessed and evaluated by the
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RFP in the Draft Geologic Charactenzation Report (EG&G, 1990d). The thrust formed
over 45 my ago during the Laramide Orogeny and is no longer active (EG&G, 1990d).

Fractures related to the development of the extensive folding and faulting along the Front
Range are generally healed and exhibit slickensides when the rock 1s broken. The
current sitewide dniling program for the Phase Il Geologic Charactenzation has
encountered intervals in the bedrock that have open fractures Further investigation of
the current and past data I1s needed to determine the extent and nature of these fractures.

2 1 3 Depositional Model - Arapahoe Formation

The Arapahoe Formation 1s a fluvial deposit composed of channel, point-bar, and
overbank deposits Figure 2-8 presents an idealized model of the fluvial system for the
Arapahoe Formation, in which the channel geometnes of the Arapahoe sandstones
beneath the RFP are vanable Most of the sandstones of the Arapahoe Formation at the
RFP are very fine- to medium-grained and represent deposition from meandernng
streams Qccasional conglomeratic sandstones have been documented and represent
higher energy flow regime conditions In contrast, the Arapahoe Formation south of the
RFP near Golden Is coarser-grained and appears to represent braided stream deposits
Figure 2-9 shows the sequence of events believed to have occurred from upper Laramie
through Arapahoe deposition

Figures 2-10 and 2-11 present two interpretations for the Arapahoe Sandstone No. 1 as
set forth in the Draft Final Geologic Charactenzation Repont, July 31, 1991 (EG&G,
1991b) and which are based on correlations, core descnptions, and high resolution
seismic data (EG&G, 1991c) Both interpretations support the idea that Sandstone No
1 was deposited by meandering streams The first interpretation shows a continuous
single channel system Channel and point-bar deposits are both recognized, however,
channel fill deposits are dominant The second interpretation depicts a muiltiple channel
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system containing migrated channel and point-bar deposits  In either interpretation, a
minimum of three fining upward sequences can be recognized in boreholes whers
penetration of Sandstone No 11s complete Itis also possible that individual sandstones
have lenticular geometries and may not be in hydraulic communication with one another.

Overbank deposits of lower permeability are known to separate the sandstones In
subsurface cores

2.2 Hydrogeology

221 Introduction

The RFP 1s located in a regional groundwater recharge area (EG&G, 1991b).
Groundwater recharge occurs as infiltration of precipitation, pnmanly where bedrock crops
out In the western portion of the RFP, along the west imb of the monoclinal fold (Figure
2-5) Recharge also occurs as a result of seepage from steams, ditches, and ponds At
the local level, there are areas of discharge as well as recharge Groundwater discharges
In streams and along slopes as seeps Much of the groundwater within the uppermost
hydrostratigraphic unit becomes surface water or evaporates as it is discharged from the
groundwater system at seeps along slopes and in drainage valleys

2 2 2 Hydrostratigraphic Units

Several hydrostratigraphic units exist at the RFP within the Arapahoe Formation and the
overlying unconsolidated matenals The uppermost hydrostratigraphic unit exists as a
water table (unconfined) aquifer The lower hydrostratigraphic units exist as confined
aquifers

The water-table (unconfined) aquifer at the RFP 1s pnmanly the unconsolidated alluvial
matenal It includes the Rocky Flats Alluvium, which 1s present on broad topographic
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highs, colluvium along valley slopes, and the Valley Fill Alluvium present in modemn
stream drainages In the western part of the RFP, where the thickness of the alluvial
matenal 1s greatest, the depth to the water table 1s 50 to 70 ft below the surface.
Although the water table depth is vanable, it becomes shallower from west to east as the
alluvial matenal thins In the stream drainages, seeps are common at the base of the
Rocky Flats Alluvium at the contact with claystones of the Arapahoe Formation and
Laramie Formation and where individual Arapahoe Formation sandstones crop out.

Generally, the groundwater flows along the contact of the unconsolidated matenal and
the Arapahoe Formation claystones in a downgradient direction to the east The
claystones have a low hydraulic conductivity, on the order of 1 x 107 centimeters per
second (cm/s), effectively constraining much of the flow within the water table aquifer to
the alluvial matenal above the alluvium/bedrock unconformity

Groundwater in the sandstone units of the Arapahoe Formation occurs under confined
conditions over most of the Plant site area The exception to this is the occurrence of
groundwater in the Arapahoe Formation sandstone units where they subcrop beneath the
alluvial matenal In this situation, there 1s a hydraulic connection between the bedrock
and the alluvial matenal allowing the bedrock groundwater to exist under unconfined
conditions, as part of the alluvial aquifer Arapahoe Sandstone No 1 subcrops frequently
throughout the RFP area and therefore, 1s part of the unconfined aquifer for a substantial
portion of its occurrence The lower sandstones of the Arapahoe Formation also subcrop
beneath alluvium and colluvium but in limited areas in the valleys and along valley siopes.

Subcropping Arapahoe Formation sandstones and the alluvial matenal form the
uppermost hydrostratigraphic unit at the RFP A water level map of this
hydrostratigraphic unit is presented as Figure 2-12 (EG&G, 1991b) This water level map
was created from water levels measured in wells dunng the month of Apnf 1990 The
wells do not uniformly penetrate either the alluvial matenal or the subcropping sandstone
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and therefore a true potentiometnc surface of the water table cannot be generated.
Instead, the measured water levels are used to represent the water table dunng the
penod of measurement for the uppermost hydrostratigraphic unit

Arapahoe Sandstones Nos 2, 3, 4 and 5 exist for the most part as confined aquifers at
the RFP The confining layers for the sandstones are the claystones and silty claystones
of the Arapahoe Formation

223 Hydraulic Conductivities

The Arapahoe and the ailuvial hydrostratigraphic units at the RFP have relatively iow
hydraulic conductivities and therefore, are not generally believed to be capable of
producing economical amounts of water Hydrauhc conductivity values are based on
packer tests performed in 1986 and 1989 The following hydraulic conductivities are for
the purposes of comparnson only and are not meant to be used in statistical calculations.

No conclusive data are available for the Recent alluvial and colluvial deposits, however
the Rocky Flats Alluvium of the uppermost hydrostratigraphic unit has a hydraulic
conductivity of roughly 6x10~° cm/sec (60 ft/yr) in Well 1-83 This value 1s comparable to
the hydraulic conductivity of 8x10° cm/sec (80 ft/yr) for the highly weathered and
unconsolidated subcropping Arapahoe sandstone which also forms a part of the
uppermost hydrostratigraphic unit in Well 3-86 Both of these values are much greater
than the hydraulic conductivities of the Arapahoe claystones which are approximately 107
to 10 cm/sec (0 1 to 0 01 ft/yr) for both weathered and unweathered claystone. In the
stream drainages surrounding the RFP, a similar alluvium/bedrock scenaro exists for the
uppermost aquifer, except it involves colluvium and valley fill alluvium overlying the lower
Arapahoe Sandstones Nos 3, 4, and 5
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In the subsurface, confined hydrostratigraphic units in the Arapahoe Sandstones Nos. 3,
4, and 5 have hydraulic conductivities of approximately 10® cm/sec (1 ft/yr) This value
Is intermediate to that of the hydrostratigraphic units in the Rocky Flats Alluvium and
weathered subcropping Arapahoe sandstones (10° cm/sec or 60 to 80 ft/yr) and the
Arapahoe claystones (107 to 10® cm/sec or 0 1 to 0 01 ft/yr)

The Laramie/Fox Hills aquifer crops out at the west end of the RFP and dips at 45 to 50
degrees to the east Gradually the dip decreases to less than 2 degrees beneath the
central part of the RFP where the Laramie/Fox Hills 1s separated from the RFP activities
by several hundred ft of claystone (Hurr, 1976 and EG&G, 1990d) (Figures 2-3 and 2-4)
The claystone I1s an aquitard which restricts the RFP activities from affecting the
Larame/Fox Hills aquifer

23 Groundwater Monitoring
231 Current Monitonng Well Network

Groundwater monitoring has been conducted at the RFP since the first groundwater
monitoring wells were instalied in 1960 In July 1986, when RCRA requirements were
first applied to mixed wastes at the RFP (Compliance Agreement, 1986), a total of 56
wells existed An additional 70 wells were completed in 1986 These were needed to
characterize the hydrogeology and groundwater quality of the RFP and to satisfy
requirements outlined in the compliance agreement In 1987, 67 additional wells were
completed in an effort to charactenze the groundwater quality and flow directions at
various IHSSs and at RCRA or CERCLA units No wells were installed dunng 1988

One hundred sixty wells and piezometers were installed dunng 1989, and 18 wells and
plezometers were installed in 1990, bnnging the total well count for the groundwater
monitoring program to 371 The 1989 wells were installed to provide data for RCRA
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closure units, remedial and feasibility studies for OUs, background geochemical studies;
and the geologic charactenzation project The 1990 wells were installed as part of on-
going characternization work at OU1 and in conjunction with a landfill siting study

The wells in the current program are distributed throughout the buffer zone, as well as
within the controlled area Figure 1-3 represents all the wells within the current
groundwater network, and includes those wells being sampled and analyzed for specific
constituents

Well Construction

Pre-1986 Wells

Fifty-six monitoring wells were installed during the penod of 1960 to 1982. Unfortunately,
there I1s very Iittle well-completion information available for these wells, therefore, all of
the pre-1986 wells are scheduled for abandonment beginning in fiscal year 1992 (see
Section 4 3) Table E-1 of the Resource Conservation and Recovery Act Post-Closure
Care permit Application (Rockwell International, 1986c¢) clearly indicates that the well-
construction details of the pre-1986 wells are unknown

1986 Wells

During 1986, a total of 53 alluvial and 17 bedrock wells were installed The wells were
constructed with two-inch diameter, 316 grade stainless steel casing, and wire-wrapped
stainless steel screen with a 0 020- or 0 010-inch opening Grade 12-20 Colorado Silica
Sand was used to fill the annulus between the well casing and the borehole walls when
using the 0 020-inch opening screen, while grade 16-40 or 32-42 Colorado Silica Sand
was used with the 0 010-inch screen No sumps were installed below the screen.

Groundwater Protection and FINAL
Monitoning Program Plan 2-25 November 27, 1991




Screens were cut to length and welded to the solid nser casing (Rockwell International,
1986d)

The alluvial wells were screened five ft above the static water level encountered at the
time of dnlling This was done to allow for seasonal vanations in the water table In both
alluvial and bedrock wells, the sand pack was extended approximately two ft above the
screened interval A bentonite pellet seal a minimum of one ft thick, was placed above
the sandpack, and the annular space above the bentonite seal was cemented to the
ground surface with cement grout containing five percent bentonite. A steel protective
casing with a locking cover was installed immediately subsequent to well installation. A
concrete surface pad designed to deflect surface water away from the well was installed
within two weeks following grouting operations (Rockwell International, 1986d)

Forty-one of the 70 monitoning wells installed in 1986 are currently being sampled The
remainder of these wells, which have been damaged and are not suitable for sampling,
are currently being evaluated for replacement or abandonment

1987 Wells

During 1987, 43 alluvial wells and 24 bedrock wells were installed. The wells were
constructed of two-inch diameter, 316 grade, stainless steel casing, and wire wrapped
stainless steel screen with a 0 010-inch opening Grade 32-42 Colorado Silica Sand was
used to fill the annulus between the well casing and the borehole wall All screen was
custom cut and welded to the solid nser casing No sumps were installed below the
screen Well design and dnlling methods were consistent with those used dunng well
Installation in 1986 (DOE, 1987c¢)
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1989 Wells

Dunng 1989, 112 alluvial wells and 48 bedrock wells were installed The alluvial wells
were constructed of four-inch diameter schedule 40 polyvinyichlonde (PVC), while the
piezometers and bedrock wells shallower than 100 ft were constructed of two-inch
diameter schedule 40 PVC Bedrock wells deeper than 100 ft were constructed of two-
Inch schedule 80 PVC Using PVC resulted in reduced well installation costs and allowed
iIncreased well casing diameter to facilitate sampling Both alluvial and bedrock wells
were constructed with 0 010-inch screens Grade 16-40 Colorado Silica Sand was used
to fill the annulus between the well casing and the borehole wall One-foot sumps were
Installed below the screen, and all casing and screen were threaded flush joint Waell
design and dniling methods were consistent with those used dunng well installation in
1986 and 1987 (Rockwell International, 1987)

1990 Wells

During 1990, 16 alluvial wells and ptezometers and two alluvial/bedrock piezometers were
installed Of these 18 well and pitezometers, 13 alluvial wells and one alluvial pilezometer
were Installed during the landfill siting investigation These 14 wells/piezometers were
completed with 2-inch diameter schedule 40 PVC casing and 0 010-inch screens Three
of the 14 wells were Installed with 16-40 grade filter packs and eleven were installed with
8-12 grade filter packs with pre-pack 16-40 sand (Mernck, 1991)

Four French drain geotechnical investigation piezometers were installed Two were
installed with 2-inch diameter schedule 40 PVC casing and two were installed with 2-inch
diameter schedule 80 PVC casing with 0 010-inch screens and 16-40 grade filter packs
(EG&G, 1990a) A summary of well constructions from 1986 through 1990 is listed in
Table 2-3
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Summary of Well Design from 1986-1990

Table 2-3

Screen
Opening Sandpack
Installation Year Casing Type (in) USGS Sieve Size
1986 Alluvial 2 inch 316 SS 0.010 16 - 40
32-42
0 020 12 - 20
1986 Bedrock 2 inch 316 SS 0010 16 - 40
32-42
0 020 12-20
1987 Alluvial 2 inch 316 SS 0010 32-42
1987 Bedrock 2 inch 316 SS 0010 32 -42
1989 Alluvial 4 inch SCH 40 PVC* 0010 32-42
1989 Piezometer 2 inch SCH 40 PVC* 0010 32-42
1989 Shallow 2 inch SCH 40 PVC* 0010 32-42
Bedrock
1989 Deep Bedrock | 2 inch SCH 40 PVC* 0010 32-42
1990 Landfill Siting | 2 inch SCH 40 PVC** 0010 16 - 40
8 -12 with Pre-
pack 16 - 40
1990 French Drain | 2 inch SCH 40 PVC*** 0010 16 - 40
2 inch SCH 80 PVC***

Notes  SS = Stainless Steel
SCH 20 PVC = Schedule 40 Polyvinyichlonde
* =1 ft Sump
** =5 ft Sump
*** = Varying Sump Lengths

Sources DOE, 1987a
EG&G, 1990a
Merrnick, 1991

Rockwell International, 1986¢
Rockwell International, 1386d
Rockwell International, 1987
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232 Impact of IHSSs on the Quality of Groundwater

Groundwater quality data are compiled as part of the Groundwater Protection and
Monitoring Program The primary tasks of this program are to identify hazardous
constituents, determine their concentrations, rate of migration, and delineate the honzontal
and vertical extent of contaminant plumes Contaminants released at the IHSSs migrate
at different rates through various parts of the hydrologic system Figure 1-3 shows the
general location of wells used to monitor groundwater quality at the RFP The geologic
framework of a specific area directly affects the movement and quality of groundwater.
Studies indicate that the subcropping Arapahoe sandstones are hydraulically connected
to the Rocky Flats Alluvium (Rockwell International, 1989a) The hydraulic conductivity
for alluvial and bedrock units varies but has generally been determined to be equal to or
less than 10° cm/sec for the Rocky Flats Alluvium and the subcropping sandstones and
107 to 10® cm/sec for claystones The claystones act as aquitards and restnct the
movement of groundwater from the alluvium and subcropping sandstones to deeper
permeable units The wells that are installed in claystones are generally dry or only yield

enough water for analysis of a partial suite of analytes

A total of 371 wells have been installed to monitor groundwater at the RFP Table 2-4
gives the locations of these wells Of the 371 wells at the RFP, only 259 are routinely
monitored The remaining 112 wells are damaged and cannot be accurately sampled or
they are completed at the same location in the same hydrologic unit and are redundant.
Table 2-5 lists the constituents for which analyses are regularly performed on
groundwater samples As more detalled statistical interpretations are completed,
histoncal values will be compared to future values to identify contamination and separate
local vanations in the background water chemistry as reported in the Annual Background
Geochemical Reports Data included in the Annual Background Geochemical Reports
are from areas unaffected by the Plant’s operations and included groundwater, surface
water, soils and sediments values Figure 2-13 shows the approximate outline of the
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Table 2-4

. Area and Year Groundwater Monitoring Wells Were Installed
Wells Installed  Wells Installed Total Number of |
Areal Location" Before 1989  In 1989 & 1990  Wells Installed
Solar Evaporation Ponds 33 32 65
Present Landfill 25 13 38
West Spray Field 18 8 26
Ornginal Process Waste Line 2 3 5
903 Pad 15 -- 15
Mound 14 -- 14
East Trenches 27 8 35
. 881 Hiliside 37 3 40
Piezometers - 44 44
Background 8 63 71
East Buffer Zone 14 4 18
TOTAL 193 178 371 l

1) See Plate 1
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Table 2-5

CHEMICAL CONSTITUENTS ANALYZED IN GROUNDWATER AT THE RFP

FIELD PARAMETERS

pH

Temperature
Specific conductance
Dissolved oxygen
Alkalinity

Turbidity

Water Level

TARGET COMPOUNDS LIST (TCL)
ORGANICS

Chloromethane
Bromomethane
Vinyl Chloride
Chloroethane
Methylene Chlonde

Acetone

Carbon Disulfide
1,1-Dichloroethene
1,1-Dichloroethane
1,2-Dichloroethene(Total)

Chloroform
1,2-Dichloroethane
2-Butanone
1,1,1-Trichloroethane
Carbon Tetrachlonde

Vinyl Acetate
Bromodichloromethane
1,2-Dichloropropane
cis-1,3-Dichloropropene
Trnichloroethene

Dibromochloromethane
1,1,2-Trichioroethane
Benzene
trans-1,3-Dichloropropene
Bromoform
4-Methyl-2-pentanone
2-Hexanone
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Table 2-5 (continued)

CHEMICAL CONSTITUENTS ANALYZED IN GROUNDWATER AT THE RFP

ORGANICS (cont)

Tetrachloroethene

Toluene

1,1,2,2-Tetrachloroethane

Chlorobenzene
Ethyl Benzene
Styrene

Xylenes (Total)

INORGANICS

Total Dissolved Solids (TDS)

Nitrate/Nitrite
Orthophosphate
Ammonia
Cyanide

MAJOR ANIONS

Chloride
Fluorde
Sulfate
Carbonate
Bicarbonate

MAJOR CATIONS

Calcium
Magnesium
Potassium
Sodium

TARGET ANALYTE LIST (TAL)

TRACE METALS

Aluminum
Antimony
Arsenic
Barium
Berylhum
Cadmium
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Table 2-5 (continued)
. CHEMICAL CONSTITUENTS ANALYZED IN GROUNDWATER AT THE RFP

METALS (cont)

Cesium
Chromium
Cobalit
Copper
Iron

Lead
Lithium
Manganese
Nickel
Selenium
Silver
Strontium
Thallium
Tin
Vanadium
Zinc

RADIOCHEMICAL PARAMETERS

Gross Alpha
Gross Beta

Tntium

Uran"Jm (233 234 235 238)
Plutonium % 240
Americium 2
Strontium 9 %9
Cesium ¥

Radium % 228
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contaminated groundwater plumes on the RFP Due to the local vanations in
groundwater, the impacts of contaminants identified in OU1, OU2, OU4, OU7, and OU11
are discussed separately

881 Hillside (OU1)

The 881 Hiliside is located at the south central portion of the RFP (Figures 2-13 and 2-
14) The area was selected as a High Pnonty Site because of the elevated
concentrations of volatile organic compounds (VOCs) detected in the alluvial groundwater,
the relatively permeable soils, and the proximity of the area to Woman Creek The Final
Phase Il RCRA Facility Investigation/Remedial Investigation (RFI/RI) Work Plan Revision
1, Rocky Flats Plant 881 Hillside Area Operable Unit No. 1 (EG&G, 1991d), as directed
by the IAG, outlines the activiies required to \dentify the extent of contamination.

Data collected from monitoring wells at 881 Hiliside in 1989 generally support conclusions
regarding the magnitude and extent of contamination presented in the 1988 Annual
Monitoring Report (Rockwell, 1989a) which revealed that VOC contamination exists in the
uppermost groundwater system at 881 Hiliside In samples collected dunng 1989,
concentrations of the most common organic contaminants at 881 Hillside, trichloroethene
(TCE), tetrachloroethene (PCE), and 1,1,1 tnchloroethane (1,1,1 TCA), were detected in
concentrations above 5,000 ug/L Concentrations of this magnitude are, however, very
imited in lateral and vertical extent (DOE, 1990a)

Maximum VOC values occur in IHSSs 119 1 and 119 2 (Figure 2-15) which were used
as barrel storage areas, indicating that VOCs have not travelled far in the groundwater
from the onginal storage site Concentrations of the VOCs diminish rapidly downgradient
of the two IHSSs to levels at or below detection hmits (5 pug/L)

Above-background total dissolved solids (TDSs) and major 1on concentrations also occur
in alluvial groundwater at 881 Hillside Some of these constituents have migrated farther
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downgradient than the VOCs and the impact to the environment is being investigated as
identified in the IAG  Certain metals, including strontium, selenium, and uranium also are
present above background concentrations and generally occur where major ton
concentrations also are elevated Uranium is the only radionuclide above background
levels in the alluvial groundwater downgradient of IHSSs 119 1 and 119 2 (Figure 2-15)

Unweathered bedrock groundwater at 881 Hillside does not appear to be impacted by
contaminated groundwater which Is transported in the alluvial groundwater system
Information on groundwater quality for 881 Hillside 1s reported in the Phase |l OU1 RFI/RI
Workplan This 1s a current study and more information will be gathered through
monitoring and remediation activities

903 Pad, Mound, and East Trenches (OU2)

The 903 Pad I1s located in the southeast corner of the RFP just inside the inner east gate
(Figures 2-13 and 2-16) The Mound Is located north of Central Avenue at the southeast
corner of the PA  The East Trenches straddle the East Access Road east of the inner
gate The 903 Pad and the Mound were histoncally used for the storage and bunal,
respectively, of radioactively contaminated wastes Radioactively contaminated sludge
and other matenals were buried in the trenches VOC contamination occurs in the alluvial
groundwater system at of this area and consists pnmarly of elevated values of TCE,
PCE, and carbon tetrachlonde (CCl,) Elevated values of TCE represent the highest
levels of contamination, which extends approximately 600 ft southeast of the 903 Pad to
Well 14-87 and approximately 1,500 ft to the northeast of the pad to Well 39-86

Tnchloroethene concentrations ranged up to 12,000 pg/L in contaminated monitoring well
water samples during 1989, but contamination of this magnitude is limited in the areal

extent The geometnc mean concentration for TCE dunng the second quarter 1989
sampling round for 10 wells with contaminated groundwater was 107 pg/L (Figure 2-17)
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Elevated PCE concentrations are more imited in areal extent than TCE The extent of
PCE contamination falls within the plume boundaries shown in Figure 2-13 Carbon

tetrachloride contamination in the groundwater ranges up to 1,100 ug/L with a geometnic
mean of 400 pg/L for the 9 wells with CCl, detection in the second quarter 1989

Volatile organic contamination occurs in the unconfined groundwater system at the 903
Pad where the subcropping Arapahoe Sandstone No 1 i1s in hydraulic connection with
overlying alluvium However, confined bedrock groundwater systems beneath Sandstone
No 1 show no indication of having been impacted

Certaininorganic constituents and radionuclides have elevated concentrations higher than
background values at the 903 Pad, but do not compnse a well-defined plume of
contamination Information on groundwater quality 1s reported in the Phase Il RI/FS Work
Plan, Rocky Flats Plant, 903 Pad, Mound, and East Trenches Areas, Operable Unit No
2 (Rockwell International, 1989b)

Solar Evaporation Ponds (QU4)

The Solar Evaporation Ponds are monitored under a Groundwater Quality Assessment
Program and are located in the northeast section of the Protected Area (PA) (Figures 2-
13 and 2-18) These ponds historically were used to temporanly store and treat by
evaporation varous process aqueous wastes Including those with low-level radioactivity,
high nitrates and acids, and sewage effluent The configuration of these ponds has
changed several times, since they were installed in 1953 Historically, the integnty of the
pond liners was found to pose a potential risk to the substratum (DOE, 1988b). Previous
hydrological investigations of the Solar Evaporation Pond area indicate that the
groundwater has been impacted by leakage from the ponds Appendix A of the 1989
Annual RCRA Groundwater Monitonng Report for Regulated Units at Rocky Flats Plant
(EG&G, 1990c) contains all the available 1988 and 1989 analytical data. Data are
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generally availlable for the second quarter 1988 through the second quarter 1989.
Appendix B of the same report shows concentrations for every detection above the upper
hmit of the background tolerance levels

Monitoring wells in the alluvial matenals show elevated concentrations of nitrate/nitnte,
uranium, tntium, dissolved solids (TDSs), sulfate, chlonde, strontum, sodium, and
magnesium Isopleths of nitrate/nitnte concentrations are shown on Figure 2-19 Some
of the observed contaminants, (nitrate, TDS, sulfate, chlonde, sodium and magnesium)
are very mobile in the groundwater system The mobility of other constituents, such as
uranium, are quite dependent upon pH and Eh conditions. Table 2-6 outhnes the number
of detections above background and the maximum value observed (Rockwell
International, 1989¢) The highest concentrations for TDS and nitrate/nitnte (1,900 and
4,800 mg/L, respectively) occurred at the north side of the Solar Evaporation Ponds from
wells completed in weathered claystone The highest concentrations of uranium and
tntium (250 and 9,000 pCi/L, respectively) occurred on the east side of the Solar
Evaporation Ponds in wells completed in alluvial matenals

Wells upgradient from the Solar Evaporation Ponds contain groundwater contaminated
with VOCs VOCs are not charactenstic of solar pond water It i1s suspected that the
source of the VOC contamination in OU4 was from the onginal pond or from the onginal
process waste lines in that area Both of these sources lie to the west of the current
Solar Evaporation Ponds  Groundwater in the confined flow system of deeper
sandstones, which do not subcrop within the operable unit, does not appear to be
impacted by the ponds because nitrate/nitrite, total dissolved uranmum, and tnitium
concentrations are below background levels

Groundwater contamination from the Solar Evaporation Ponds i1s mugratng in a
northeasterly direction within surficial matenals and weathered bedrock and has reached
the North Walnut Creek drainage Figure 2-19 shows nitrate/nitrite concentrations in the

Groundwater Protection and FINAL
Monitoring Program Plan 2-43 November 27, 1991



Table 2-6

. Solar Evaporation Pond
Summary of 1988-1989 Data
Above Site-wide Background Upper Tolerance Level*
Analyte Geologic Unit Background Values Maximum Value
mg/L mg/L
Metals —_T
Aluminum Qvf 02 0324
Kcl 02 0 466
Antimony Qrf 006 0.118
Qvf 006 0198
Kcl 006 0628
Kss(u) 006 0130
Arsenic Kcl 0 01 0154
Kss(u) 0019 0 021
Barium Qvf 02 04
Kel 02 03
Kss(u) 02 03
Cadmium Kcl 0 005 0011
. Chromium Qrf 001 0 020
Qvf 0 01 0040
Kel 001 0030
Kss(u) 001 0.045
Cobalt Qrf 005 0 050
Copper Qrf 0025 0158
Qc 0 025 0032
Kcl 0025 0038
Kss(u) 0 025 0112
Iron Qrf 027 0039
Qc 01 01
Qvf 01 10
Kcl 01 24
Kss(u) 01 22
Lead Qrt 0005 0 040
Qvf 0.005 0047
Kcl 0.005 023
Kss(u) 0.025 0099
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Table 2-6 (continued)

. Solar Evaporation Pond
Summary of 1988-1989 Data
Above Site-wide Background Upper Tolerance Level*
Analyte Geologic Unit Background Values Maximum Value
mg/L mg/L
Lithium Qrf 001 14
Qc 017 028
Qvf 017 027
Kel 0038 12
Kss(u) 01 04
Manganese Qrf 0 365 1242
Qc 0088 266
Qvf 0088 437
Kel 0.126 0 451
Kss(u) 9 41 0376
Mercury Qrt 0 0002 0 0003
Molybdenum Qrf 0 036 0 084
Nickel Qrf 00432 0394
Qvf 004 0121
Kcl 004 0174
. Kss(u) 004 0076
Selenium Qrf 0 005 0037
Qc 0005 0 498
Qvf 0005 0322
Kcl 0 005 0 455
Silver Kss(u) 0 01 0033
Strontium Qrf 016 444
Qc 1 5
Qvf 1 7
Kcl 1 20
Kss(u) 045 617
Tin Qrf 01 0.126
Qc 0t 0182
Kcl 01 0222
Kss(u) 01 0 106
Zinc Qrf 014 064
Qe 002 004
Qvf 002 013
Kcl 011 50
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Table 2-6 (continued)

. Solar Evaporation Pond
Summary of 1988-1989 Data
Above Site-wide Background Upper Tolerance Level*
Analyte Geologic Unit Background Values Maximum Value
mg/L mg/L
Inorganics

Calcium Qrf 85 480
Qc 74 516
Qvt 77 827
Kcl 73 1,700
Kss(u) 65 421
Chlonde Qrf 160 366
Qc 20 170
Qvf 40 152
Kcl 1 933
Kss(w) 15 93

Magnesium Qrf 58 716
Qc 15 165
Qvf 15 254
Kcl 45 553

. Kss(w) 94 16 8
Kss(u) 5.0 130
Nitrate/Nitrite Qrt 30 6600
Qc 018 480
Qvf 069 763
Kcl 058 48000
Kss(w) 16 387

Kss(u) 0 61 14
Potassium Qrf 773 435
Qvf 5 6
Kcl 5 188
Kss(u) 2189 7050
Sodium Qrf 13 1800
Qc 99 337
Qvf 99 369
Kcl 37 1390
Kss(w) 26 72
Kss(u) 600 761
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Table 2-6 (continued)

. Solar Evaporation Pond
Summary of 1988-1989 Data
Above Site-wide Background Upper Tolerance Level*
m

Analyte Geologic Unit Background Values Maximum Value
mg/L mg/L
Sulfate Qrt 45 340
Qc 86 640
Qvf 150 930
Kcl 44 8300
Kss(w) 48 120
Kss(u) 950 1360
Total Dissolved Qrt 352 12000
Solids Qc 520 4600
Qvf 947 5210
Kcl 320 19000
Kss(w) 220 3400
Kss(u) 1760 2337
HCO3- Qrf 436 5610
Qc 470 1000
Qvf 719 768
Kcl 400 500
. Kss(w) 230 380
Kss(u) 412 540

Cyanide Kss(w) 00025 00036
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Table 2-6 (continued)

' Solar Evaporation Pond
Summary of 1988-1989 Data
Above Site-wide Background Upper Tolerance Level*

Analyte Geologic Unit Background Values Maximum Value
(pCuL) (pCuL)
Dissolved Radiochemistry
Gross Alpha Qrf 12 543 773147
Qvf 13515 :13 3 8:%8
Kcl 12
Kss(w) 7 412489
Gross Beta Qrf 14 57 39248i208
vf .
gcl 1? >3 284+12
Kss(w) 2 15417
Uranium 2 24 Qrf 1647 238::&13 0
f 4
Qv S & 21020
Kss(w) 11 324134
. Uranium 2% Quf 0232 _} Aﬂ?
Kel 02
Kss(u) 0135 0371005
Uranium 2% Qrf 019 ZSgEO
f 508
Qv 32 14010
Strontium % %° Qrf 055 202
Kcl 01 5.6
Kss(w) -0 1 0 58+0.33
Plutonium 2% 240 Qrf 0009 8 (1) gig 88
f 0012
Qu 03 0 58+0 29
Americium ' Qi 0012 8 %'1/%8 (1)8
Kss(w) 001
Kss(u) 0019 0.111+0.05
Cesium Kss(w) 03 0 4610 67
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Table 2-6 (continued)

Solar Evaporation Pond
Summary of 1988-1989 Data
Above Site-wide Background Upper Tolerance Level*

Analyte Geologic Unit Background Values Maximum Value
(pCi/L) (pCvL)
Tritum Qrf 309 92050001:53706)
Qe o {200+100
8100+300
Kel 100 1700230
Kss(w) 100

Qvf = Valley Fill Alluvium
Qrf = Rocky Flats Alluvium

Qc = Colluvium

Kss(u) = Unweathered Sandstone
Kss(w) = Weathered Sandstone

Kcl = Bedrock Weathered Claystone

Source EG&G, 1990¢
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uppermost aquifer extending to the northeast approximately 1,100 feet from the northeast
corner of the Solar Evaporation Pond area

The extent of this plume also Is representative of the extent of elevated values for TDS,
inorganics, and some metals The analytical data indicate that the maximum
concentrations of all the contaminants occur in the immediate area of the Solar
Evaporation Pond and fall off rapidly downgradient

In response to nitrate/nitrite contamination detected in North Walnut Creek, a senes of
trenches and sumps were installed north of the Solar Evaporation Ponds dunng the
penod from 1971 to 1974 The trenches and sumps were replaced by a more extensive
French drain system in the early 1980s The purpose of this system is to intercept and
collect surface water and shallow groundwater in the immediate area and transter it to the
Solar Evaporation Ponds (AS|, 1991a) The 1989 alluvial groundwater data indicate that
contamination occurs downgradtent from the French drain system, thereby supporting the
recommendation for a more detailed evaluation of the French drain system as outlined
in the Hydrological Charactenzation Report (DOE, 1988b)

Results from 1989 do not seem to indicate groundwater contamination migration in non-
northerly directions, moreover, some monitoring wells may be influenced by other
contaminant sources (Rockwell International, 1989¢c) Specifically, VOCs were detected
upgradient from the ponds and in the South Walnut Creek alluvium These compounds
are not found as a source within the Solar Evaporation Ponds area and are believed to
be the result of other waste management practices prior to enforcement of stnngent
environmental guidelines governing DOE facilities

Present Landfill (QU7)

The Present Landfill i1s located in the buffer zone to the north of the Controlled Area
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(Figures 2-13 and 2-20) In addition to typical sanitary landfill wastes, imited quantities
of hazardous wastes were disposed of in the landfill, particularly in the early years of its
operation (1968 - 1970) Results from the second quarter 1988 through the quarter 1989
monitoring wells water quality analyses indicate that the alluvial groundwater beneath the
Present Landfill has been impacted Appendix E of the 1989 Annual RCRA Groundwater
Monitoring Report for Regulated Units at Rocky Flats Plant (EG&G, 1990c¢), lists all of the
results of the sampling completed for the second quarter 1988 through the fourth quarter
1989 Appendix F of the same report shows each detection above current background
in the Present Landfill area Elevated TDS, major 1ons, barnum, calciuum, iron,
magnesium, zinc, sulfate, manganese, chlorine, strontium, trntium, and uranium have been
detected in monitoring wells 1n the area Table 2-7 summanzes the maximum value
detected for each analyte VOCs have been detected within the Present Landfill (EG&G,
1991a)

Major 1ons, 1Iron, manganese, zinc, and other metals found in the monitonng wells at the
landfill are those generally typical of sanitary landfills Elevated concentrations of at least
strontium and chlonde are considered unrelated to the landfill and are due to
mineralogical differences between water-beanng units Figure 2-21 shows the TDS
concentrations in the unconfined groundwater flow system

Comparnsons were made of the concentrations of the analyzed constituents between
upgradient landfill momtonng well samples, the RFP background groundwater quality, and
well samples taken within and downgradient from the landfill The results show that the
groundwater contamination vanes with each locaton The comparisons are fully
described in the 1989 Annual RCRA Groundwater Monitonng Report (EG&G, 1990c),
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Table 2-7

Present Landfill

Summary of 1988-1989 Data

Above Sitewide Background Upper Tolerance Level*

Analyte Geologic Unit Background Maximum Value
Values mg/L
mg/L
Metals
Aluminum Qrf 02 04
Banum Qrf 02 08
Kss(u) 02 04
Berylium Qrf 0 005 0 007
Calcium Qrt 85 130
Qvf 138 270
Kcl 73 137
Kss(u) 65 114
Chromium Qrt 0 01 007
Qvf 0 01 001
Kss(u) 0 01 002
Copper Qrf 0025 063
Qvf 0025 052
Kss(u) 0 025 0 026
fron Qrt 0266 146
Kss(u) 01 032
Lead Qrf 0005 0 0053
Qvf 0028 005
Lithium Kcl 0 0381 02
Kss(u) 01 013
Magnesium Qrf 579 296
Qvf 26 57 319
Kss(u) 5 28
Manganese Qrf 0 365 508
Kcl 0126 0373
Kss(u) 00182 0194
Mercury Qrf 0 0002 0 001
Molybdenum Qrf 00136 0355
Kcl 0015 0111
Nickel Qrf 0 0432 0 287
Qvf 004 004
Potassium Qvf 5 940
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Table 2-7 (continued)

Present Landfill

Summary of 1988-1989 Data

Above Sitewide Background Upper Tolerance Level*

Analyte Geologic Unit Background Maximum Value
Values mg/L
mg/L

Selenium Qrf 0005 014
Kcl 0 005 0432

Silver Qrf 001 002

Sodium Qrf 134 947
Qvf 88 1100
Kcl 369 214 00

Strontium Qrf 0159 0900
Qvf 1 7 89
Kcl 1 120
Kss(u) 0 451 17

Vanadium Qrf 005 0100

Zinc Qrf 0 141 170
Qvf 00212 0035
Kcl 0107 0123

Inorganics

Nitrate/Nitrite Qrf 298 64
Kcl 058 32

Chionde Qrf 156 56 3
Qvf 40 271
Kcl 11 71
Kss(w) 15 460
Kss(u) 607 958

Sulfate Qrf 220
Qvf 4120
Kcl 451 590
Kss(w) 150 520

44
48

Total Dissolved Solids | Qrf 352 618
Qvi 947 7430
Kcl 320 1200
Kss(w) 220 1900
Kss(u) 1760 2012

Bicarbonate Qrt 436 499
Kss(w) 230 260

Carbonate Kss(u) 49 130
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Table 2-7 (continued)

Present Landfill
Summary of 1988-1989 Data
Above Sitewide Background Upper Tolerance Level*

Analyte Geologic Unit Background
Values Maximum Value
(pCVL) (pCwWL)
Dissolved Radiochemistry
Gross Alpha 89} ‘1|§ g 1‘113.-285
Kss(w) 7 38 1133
Gross Beta g\r,ff }g g 2348:‘:%% 4
Kss(w) 2 318133
o 3 % i
Kss(w) 11 308130
U Qvf 023 34104
% 0% s
Kss (w) 06 175322
py 2% 20 Qrf 0 009 0 0440 02
Am 24 Kss(w) 0 01 016710 48
Kss(u) 0019 084+ 044
Tritum Qrf 309 23004200
Sr 8 %0 Kss(w) -01 0 06410 33

Qvf = Valley Fill Alluvium

Qrf = Rocky Flats Alluvium

Qc = Colluvium

Kss(u) = Unweathered Sandstone
Kss(w) = Weathered Sandstone

Kct = Bedrock Weathered Claystone

* When no tolerance level, highest background value 1s shown

Source EG&G, 1990¢c
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which states that for some constituents above-background analyte concentrations are
within the Present Landfill boundaries

Bedrock water quality does not appear to have been impacted, based upon current
groundwater qualty analyses although some well samples showed slightly elevated
values for some metals, major ions, and TDS These values are attributed to background
water quality in the Present Landfill area (EG&G, 1990c)

West Spray Field (OU11)

The West Spray Field 1s located in the buffer zone near the West Access Road (Figures
2-13 and 2-22) Water from the Solar Evaporation Ponds was spray imgated at this site
dunng the penod from 1982 through 1985 The water which was spray imgated came
from the interceptor trench north of the Solar Evaporation Ponds and STP effluent. The
schedule of application volumes of these sources are summanzed on Tables 2-8 and 2-9
This water contained elevated concentrations of nitrate/nitrite, gross alpha activity, gross
beta activity, and trace levels of VOCs The potential source of contaminants to the
groundwater system 1s from infiltration of the applied effluent

Alluvial Wells (OU11)

The second quarter 1988 through the second quarter 1989 data (and some fourth quarter
1989 data for 1989 wells) for metals, inorganic matenal, and dissolved radiochemistry
show above-background concentrations Appendix C of the 1989 Annual RCRA
Groundwater Monitonng Report for Regulated Units at Rocky Flats Plant (EG&G, 1990c)
provides all of the available 1988 and 1989 analytical data Appendix D of the same
report shows concentrations for every detection above the upper limit of the background
tolerance intervals The results indicate that Well 49-86 within the West Spray Field
consistently showed nitrate/nitrite concentrations above 10 mg/L. Wells 10-81 and 51-86
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Application of Liquid from Pond 207-B North*

Table 2-8

to the West Spray Field

Volume Applied
Month/Year (gallons)
4/82 522,000
6/82 760,000
10/82 244,000
Yearly Subtotal 1,526,000
1/83 555,000
6/83 865,000
7/83 1,112,000
11/83 367,000
Yearly Subtotal 2,899,000
3/84 231,000
4/84 864,000
5/84 216,000
7/84 169,000
10/84 929,000
Yearly Subtotal 2,409,000
3/85 132,000
7/85 1,266,000
10/85 781,000
Yearly Subtotal 2,179,000
TOTAL 9,013,000

* Source of this hquid was groundwater and seepage collected by the
Intercepter Trench Pump House (ITPH) System

Source Rockwell International, 1986¢
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Table 2-9

' Application of Liquid from Pond 207-B Center*
to the West Spray Field
Month/Year Volume Applied (gallons)

4/82 2,971,000

5/82 4,869,000

6/82 3,307,000

7/82 3,179,000

8/82 2,130,000

9/82 2,334,000
10/82 3,371,000
11/82 3,018,000
12/82 434,000
Yearly Subtotal 25,613,000
1/83 556,000

2/83 1,193,000

3/83 760,000

5/83 822,000

6/83 1,135,000

7/83 2,140,000

8/83 1,426,000

9/83 1,277,000
10/83 1,859,000
11/83 1,691,000
12/83 2,493,000
. Yearly Subtotal 15,350,000
2/84 2,209,000

3/84 710,000

4/84 597,000

5/84 2,315,000

6/84 1,901,000

7/84 1,488,000
10/84 660,000
12/84 1,825,000
Yearly Subtotal 2,409,000
1/85 2,087,000

2/85 250,000

3/85 455,000

4/85 1,265,000

5/85 110,000

6/85 528,000
Yearly Subtotal 4,695,000
TOTAL 57,363,000

. Source of this iquid was treated sanitary effiluent from the Rocky Flats Plant Sanitary Wastewater

Treatment Plant (Building 995) Some imited transfers of contaminated groundwater/seepage from
Solar Pond 207B-North to 207B-Center may have occurred

Source Rockwell International, 1986¢
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placed to monitor water quality upgradient of the West Spray Field also exceeded
background nitrate as N concentrations during second quarter 1989 with values ranging
between 3 and 7 mg/L Figure 2-23 outlines the presence of nitrate/nitnte concentrations
at the West Spray Field Because nitrate i1s so mobile, the plume 1s believed to show the
maximum extent of contamination

Several sample analyses of aluminum, iron, and zinc concentrations occur above
background, but not consistently Results do indicate, however, that analyses from Waelis
5-82 and 49-86 regularly showed sodium, sulfate, and chionde concentrations above
background levels Table 2-10 1s a summary of the second quarter 1988 through fourth
quarter 1989 data showing detections above the background upper tolerance level. No
VOCs were found above the detection limit in samples collected in the second quarter
1989 Inspection of the other 1988 and 1989 data confirms that VOCs are not
contaminants at the West Spray Field

Bedrock Wells (QU11)

Wells placed to monitor bedrock groundwater quahty show that VOCs, radionuclides, and
inorganics were below background during second quarter 1989 To date, bedrock water
quality does not appear to have been impacted by activities at the West Spray Field.

In summary, hydrologic investigations at the West Spray Field show the application of
liqguids from the Solar Evaporation Ponds resulted in localized elevated levels of
nitrate/nitnte 1n alluvial groundwater only A imited number of other constituents occur
at, or slightly above, background Only nitrate/nitnte occurs at concentrations above the
proposed concentration limit for dnnking water of 10 mg/L and 1s imited to groundwater
within the alluvium
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Table 2-10

West Spray Field
Summary of 1988-1989 Data

Geologic Unit Background

Above Sitewide Background Upper Tolerance Level*

Analyte Maximum Value
Values (mg/L) (mg/L)
Metals
Aluminum Qrf 02 399
Barium Qrt 02 025
Kss(u) 02 022
Cadmium Qrf 0 005 0.018
Kss(u) 0 005 0 008
Chromwum Qrf 001 003
Kss(u) 001 0.02
Copper Qrf 0025 0 036
Qvf 0025 028
Iron Qrf 027 267
Kss(u) 018 0101
Magnesium Qrf 580 403
Kss(u) 50 12
Manganese Qrf 03 0.537
Kss(u) 0018 8112
Silver Qrf 001 005
Sodium Qrt 13 104
Strontium Qrf 001 110
Kss(u) 045 0516
Zinc Qrt 014 1 840
Qvf 0 021 0074
Inorganics
Nitrate/Nitrite Qrf 30 133
Qvf 069 2.7
Kss(u) 0 61 51
Chlonde Qrf 16 77 3
Qvf 40 51 40
Sulfate Qrf 51 20
Total Dissolved Solids Qrf 352 1040
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Table 2-10 (continued)

West Spray Field
Summary of 1988-1989 Data
Above Sitewide Background Upper Tolerance Level

Analyte Geologic Unit Background Maximum Value
Values (pCilL) (pCvL)
Dissolved Radiochemistry
Gross Alpha Qrf 12 543 26+/-8
Gross Beta Qrf 14 57 24+/-12
Uranium 233, 234 Qrf 1647 39+/-05
Uranium 235 Kss(u) 0135 0 16+/-0 09
Uranium 238 Qrt 0195 3 2+/-2.0
Strontium 89, 90 Qrt 0 552 2.36+/-1.8
Plutonium 239, 240 Qrf 0 009 0 12+/-0 07
Americium 241 Kss(u) 0019 011+/-0 10
Tritum Qrf(u) 309 149 380+/-100
Notes

Qrf = Rocky Flats Alluvium
Qvf = Valley Fill Alluvium
Kss(u) = Unweathered Sandstone

When no tolerance level, highest background value 1s shown

Source EG&G, 1990c
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2 33 Groundwater Quantity

A preliminary estimate of the quantity of groundwater in storage beneath the RFP was
calculated using available data Groundwater in storage at any time i1s vanable and Is
dependent upon the season of the year and the hydrologic unit of interest. Some alluvial
and valley fill units have exhibited vanations in water levels over a normal year; whereas,
some bedrock units have relatively constant water levels The following estimates of
groundwater in storage beneath the RFP are preliminary and subject to change as more
data become available The quantities of groundwater in storage generally represent an
average annual condition beneath the RFP

Groundwater Storage

The quantity of water in storage beneath the RFP is contained in the alluvial and valley
fill matenals and bedrock hydrologic units For purposes of the storage estimates in this
report, the alluvial and valley fill units are treated as a single hydrostratigraphic unit.
Additionally, 1t 1s assumed that the storage estimates of the bedrock hydrologic units
beneath the RFP are Iimited to the Arapahoe Formation and the Laramie-Fox Hills
hydrologic units These regionally important hydrostratigraphic units were descnbed
previously in Section 2 2

Table 2-11 summarizes the estimated water in storage beneath the RFP in alluvial and
valley fill, Arapahoe Formation, and the Laramie-Fox Hills hydrologic units. This table
also summanzes the assumptions related to areal extent, saturated thickness, and
porosity used to estimate the amount of water in storage for each of the three hydrologic
units

Saturated thickness of alluvial and valley fill matenals was estimated by subtracting the
elevation of the top of bedrock from the elevation of the water table in all of the alluvial
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Table 2-11

Estimated Groundwater Quantity Beneath Rocky Flats Plant

Average
Average  Saturated Water in  water in
Area Thickness Thickness Porosity " Storage Storage
Hydrostratigraphic Unit (ac) (f1) (ft) (%) (ac-ft) (gals x 10"
Alluvium and Valley Fill 6,470 2) 10% 30 19,400 63
Arapahoe Formation 4,970 354 35 30 52,200 170
Laramie-Fox Hills 6,350 200 120 30 228,600 745
TOTAL 300,200 978
— e
1) Assumed value based on data presented by Robson (1987)
2) Not estimated
3) Estimated from the difference between alluvial and valley fill groundwater elevation and
bedrock elevation throughout the RFP site
4) Thickness of all Arapahoe Formation sandstones and siltstones This does not include
. 8claystone which 1s assumed to have no significant recoverable water This reflects a

composite of thickness of sandstones which may contain recoverable water
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and valley fill wells The total thickness of the alluvial and valley fill matenals at the RFP
was not estimated An assumed porosity of 30 percent for the alluvium and valley fill and
an areal extent of 6,470 acres (ac), give a volume of water in storage in the alluvium and
valley fill at the RFP of about 19,400 acre-feet (ac-ft) or about 6,300 milhon gallons (gal)

The quantity of water beneath the RFP in the Arapahoe Formation was estimated using
maps prepared by the Colorado State Engineer (Van Slyke and others, 1988a). The
predominant water- yielding strata of the Arapahoe Formation are saturated sandstones
and siltstones The claystone/shale units have little water-yielding capability even though
large amounts of water may be stored within them The Colorado State Engineer maps do
not include the claystone/shale units as part of the thickness of the Arapahoe Formation in
the Denver Basin At the RFP, the individual Arapahoe sandstones range in thickness from
absent to about 30 ft An average composite saturated thickness of 35 ft was used for the
Arapahoe sandstones In addition, a porosity of 30 percent was also assumed for this
study The areal extent of 4,970 ac for the Arapahoe Formation hydrologic unit was
measured from aquifer imits taken from Van Slyke and others (1988a) The estimated total
water in storage in the Arapahoe Formation hydrologic unit beneath the RFP i1s about
52,200 ac-ft or about 17 bilhon gal

The quantity of water beneath the RFP in the Laramie-Fox Hills aquifer was also estimated
using maps prepared by the Colorado State Engineer (Van Slyke and others, 1988b). A
saturated thickness of 120 ft was estimated from the maps The areal extent of 6,350 acres
was measured from imits taken from Van Slyke and others (1988b). A porosity of 30
percent was assumed The estimated total water in storage in the Laramie-Fox Hilis aquifer
beneath the RFP 1s about 228,600 ac-ft or about 74 5 billon gal The total estimated water
in storage In the alluvial and valley fill, Arapahoe Formation and Laramie-Fox Hills aquifers
beneath the RFP is about 98 billion gal
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2 34 Interaction with Surface Water

The surface-water system of the RFP is interactive with the underlying groundwater system
Surface-water recharge to the alluvium, valley fill, and bedrock occurs as seepage from
streams, ditches, and ponds Groundwater i1s discharged from the Rocky Flats Alluvium
and the bedrock seeps wherever groundwater reaches the land surface The surface water
and groundwater monitonng programs (Rockwell International, 1989a and 1989¢) will
eventually quantify losing and gaining reaches of streams and ditches as well as areas of
pond seepage for a better understanding of surface-water/groundwater interactions.

Five streams flow through or are adjacent to the RFP site. North Walnut Creek, South
Walnut Creek, Woman Creek, Coal Creek, and Rock Creek These streams, except Coal
Creek, drain the RFP site area and are charactenzed as ephemeral (DOE, 1980) (Figure
2-24) North Walnut Creek and South Walnut Creek join to form Walnut Creek, which flows
into Great Western Reservoir Woman Creek onginates to the west of the RFP, drains the
south part of the RFP and flows eastward into Standley Lake The Rock Creek drainage
1s located in the north part of the RFP Coal Creek flows west and north of the RFP and
Is Jjoined by Rock Creek northeast of the RFP Coal Creek flows into Boulder Creek, then
St Vrain Creek, and eventually the South Platte River

Eight ditches convey water throughout the general RFP area South Boulder Diversion
Canal, Last Chance Ditch, Upper Church Ditch, McKay Ditch Bypass, Smart Ditch, Smart
2 Ditch, Mower Ditch, and the Kinnear Ditch (Figure 2-24) The Upper Church Ditch,
McKay Ditch Bypass, Kinnear Ditch, and Last Chance Ditch all divert water from Coal Creek
to the east, Smart Ditch diverts water from Rocky Flats Lake to the east, and the Smart 2
Ditch diverts water from the Smart Ditch to a Woman Creek tnbutary The Mower Ditch
diverts water from Woman Creek into Mower Reservoir The South Boulder Diversion
Canal bnings water from South Boulder Creek to Ralston Reservoir The South Bouider
Diversion Canal is located west of the RFP and i1s unlined in the vicinity of the RFP except
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for a cement-lined 100-meter aqueduct that crosses the Woman Creek drainage. Other
ditches are unlined and tend to lose water through seepage into the underlying subsurface
matenals in the area of the RFP

In addition to the ditches described above, other surface-water management controls also
are in operation at the RFP The West Interceptor Canal (Figure 2-24) diverts runoff from
the headwaters of North Walnut Creek via the McKay Ditch Bypass to Walnut Creek west
of Indiana Street The South Interceptor Canal coliects runoff from the southern parts of
the RFP before it reaches Woman Creek and diverts the collected water into Pond C-2.
This runoff includes surface water from OU1, OUS, and part of OU2 In addition to ditches
and canals, a series of detention ponds has been constructed to control the release of the
RFP discharges and to collect surface runoff (Figure 2-25). Ponds located along North
Walnut Creek are designated as ponds A-1 through A-4, and ponds located along South
Walnut Creek are designated as ponds B-1 through B-5 Ponds A-1, A-2, B-1, and B-2 are
reserved for spill control, Pond B-3 receives treated effluent from the STP, and the
remaining A- and B-series ponds receive runoff from the storm-sewer system of the RFP
Pond C-1 receives upstream flows from Woman Creek and Pond C-2 collects diverted flow
from the South Interceptor Canal A detention pond also is located at the Present Landfill,
however, water from this pond i1s not released as this 1s not a National Pollutant Discharge
Elimination System (NPDES) permitted point-source discharge point Water from this pond
IS spray irngated immediately to the north and south of the pond to enhance the
evaporation rate of water

Surface-Water Management Programs

The Surface-Water Management Program coordinates all activities and facilitates decision
making relative to surface-water issues Included within the program are the NPDES,
Federal Facilities Compliance Agreement (FFCA), and NEPA-related data-collection
programs These programs ensure compliance with the NPDES, FFCA, and NEPA
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requirements at designated discharge points, evaluate other onsite sources that may affect
NPDES and FFCA discharge point water-quality conditions, and provide water-quality data
from other onsite and offsite locations that would be in accordance with histoncal precedent
Specifically, these programs include sampling of the detention ponds pnor to and during
discharge events to charactenze water quality leaving the RFP site Samples also are
being collected on an "incidental” basis in response to storm events or accident-related
spills that could potentially affect surface-water quality atthe RFP The Draft Surface-Water
Management Plan (EG&G, 1991e) identifies current surface-water management issues
specific to the RFP

Community relations issues are directly addressed by the Surface-Water Management
Program Interaction is maintained with Federal and State governments, local governments,
specific interest groups, and the general public as listed below. Surface-water management
Issues are communicated on the RFP through the Rocky Flats employee communications
network The Surface-Water Community Relations Plan and the Surface-Water Quality
Video address the existing community relations program for surface-water programs. These
items are outlined in the 1990 Surface-Water Monitonng Plan (EG&G, 1990e)

Surface-water management addresses responsibilities for emergency response to surface-
water-quality issues The Spill Prevention/Contamination Control (SPCC) Plan s discussed
in the Surface-Water Management Plan (EG&G, 1991e) The surface-water program also
addresses problems with the STP  Implementation of new research ideas and conducting
continuous influent and effluent monitoring are current efforts in this area Catastrophic and
unplanned events are to be handled as outlined in the Surface-Water Management Plan.

Management of surface-water activities includes modifications to surface-water sampling
programs, zero discharge option investigations (ASI, 1991b), assessment of current
treatment and disposal practices, surface-water system upgrades; compliance programs;
and long-term activities planning (EG&G, 1990f) To support surface-water management,
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additional field data are gathered including hydrologic mass balance information and
sediment transport and sediment charactenzation data used for modeling studies
Monitoring of additional meteorological data is planned to facilitate immediate decision
making concerning rainfall and accumulated water in the ponds (ASI, 1991c).

Surface-water management includes STP operations Wastewater treatability studies, water
recycling projects, and plans for zero discharge are issues discussed in the Surface-Water
Management Plan (EG&G, 1991e) A large amount of effort has gone into the evaluation
of water storage and disposal options The extent of these options and their evaluations
also are covered in the Surface-Water Management Plan

Background Surface-Water Quality and Quantity

The purpose of tnvestigating the onsite background surface-water quality 1s to establish
baseline water-quality charactenstics for surface water unaffected by the RFP activities
These data can be useful in the identification of areas where surface water and
groundwater interact The baseline data are integral to evaluating the magnitude and
significance of contaminant releases The background program i1s descnbed in detail in the
Background Geochemical Charactenzation Report (Rockwell International, 1989d) and
results of the initial two rounds of sampling are presented in a draft report (DOE, 1990a).
The water samples were analyzed for the Contract Laboratory Program (CLP) Target
Analyte List (TAL) metals as well as cyamde, major anions, and isotope specific
radionuclides  The background surface waters can be descnbed as containing
predominantly calcium bicarbonate with relatively low TDS (mean TDS 178 of mg/l).
Prehminary data suggest that the RFP surface waters may become less concentrated in
sodium chlonde and more concentrated in calcium bicarbonate as they flow from west to
east (Rockwell International, 1989c)
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Based upon results of a regional analyses of mean annual watershed yields, the historical,
undeveloped, annual water yield of Walnut Creek i1s estimated at 34.5 acre-feet per year
(ac-ft/yr), and the histoncal, undeveloped, annual water yield of Woman Creek is estimated
at 32 1 ac-ft/yr (ASI, 1990)

RFP-Influenced Surface-Water Quality

Surface-water quality 1s monitored at the terminal ponds pnor to any releases from the RFP
site, however, surface-water quality has been impacted by the RFP operations at several
areas upstream of these ponds Some of these areas are monitored for aspects of quality
and quantity on an event basis using appropriate sampling equipment (AS|, 1991d).

Solar Evaporation Ponds (QU4)

The Solar Evaporation Ponds located within the PA at the northeast corner of the RFP have
histoncally contained elevated concentrations of nitrate/nitnte, dissolved radionuclides, and
several trace metals and major 1ons (DOE, 1990a) Seeps located north of the ponds
contain high nitrate/mtnte and uranium concentrations Most seepage currently i1s collected
by a surface-water intercept ditch system that i1s part of the interceptor trench system which
collects runoff and groundwater north and east of the ponds. The collected water i1s
currently pumped back to the Solar Evaporation Pond 207B North (EG&G, 1991a). The
Solar Evaporation Ponds are scheduled for closure as indicated in the IAG. They will be
emptied of all remaining liquids and sludges as soon as possible It 1s anticipated that
water in the ponds and from the interceptor trench system will then be treated by vapor
compression evaporators (EG&G, 1990g) The impact the Solar Evaporation Pond activities
has had on groundwater quality i1s being studied through IM/IRA and RFI/RI processes as
scheduled in the IAG
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Pad 903, Mounds, and East Trenches (QU2)

Seeps occur southeast of the 903 Pad in the lip area and contain above-detection
concentrations of VOCs including the following 1,1- dichioroethene (DCE); 1,2-DCE,
carbon tetrachlonde (CCl,), trichloroethene (TCE), and perchloroethene (PCE) (DOE,
1990b) Above-background concentrations of dissolved solids, major ions, selected trace
metals, and uranium, also have been noted in some of these seeps (EG&G, 1990e)
Groundwater monitonng wells 1n the area also contain detectable concentrations of some
VOCs The 903 Pad area was used as a storage site for radioactively-contaminated used
machine cutting oll and i1s probably the source of groundwater and surface-water
contamination in the area (EG&G, 1990e)

Northeast of the Mound Area, South Walnut Creek receives flow from a concrete culvert,
metal culvert, and seepage or buried pipe that contribute detectible VOC concentrations
Surface-water samples from these sites have high elevated concentrations of CCl,, PCE,
TCE, 1,1-DCE, 1,1-dichloroethane (DCA), and 1,2- (DCE), vinyl chlonde, acetone, bromo-
dichloromethane, and methylene chlonde, although the latter three compounds may be
denved from laboratory contamination (DOE, 1990b)

One seep located northeast of the East Trenches area also contains low levels of CCl, (<10

ug/L), which reflects contaminated groundwater reaching the surface (DOE, 1990b) A
project I1s being initiated to collect and treat water at the sites The details for collecting and

treating sources in OU2 are descnbed in the OU2 Intenm Remedial Action Plan (Dratft).

Woman Creek and Walnut Creek (QU5 and OU6)

The A-, B-, and C-series detention ponds and the Present Landfill pond potentially may be
impacting the groundwater system through infitratton and are being investigated
accordingly Preliminary water-balance calculations for Pond C-2 suggest it may leak,
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however, present data are incomplete The ongoing surface-water and groundwater
monitoning programs, together with results of the Zero-Offsite Water-Discharge Study (ASI,
1991b) and the event-related sampling at automated stations, will provide useful data on
the significance of pond recharge to the underlying groundwater system and the extent to
which groundwater quality is being impacted

The terminal detention ponds (Pond A-4 on North Wainut Creek, Pond B-5 on Wainut
Creek, and Pond C-2 on Woman Creek, Figure 2-25) are NPDES-regulated discharge
points and are monitored for specified water-quality charactenstics before discharge.
Currently, all water discharged from these terminal detention ponds Is treated by a
combined system of filters and granulated activated carbon (GAC) located at Pond A-4
before being released into Woman or Walnut Creek (ASI, 1991e). Excess water in terminal
ponds B-5 and C-2 i1s normally piped to Pond A-4 If Pond A-4 reaches capacity and
discharge i1s needed, 1t 1s conducted in a controlled manner only after detalled assessment
of water quality and consultation/notification of downstream cities, CDH, and DOE. Review
of sampling and analysis results determines whether treatment of the water is required
The City of Broomfield has constructed a diversion ditch (The Broomfield Diversion Ditch)
around Great Western Reservoir downstream from Ponds A-4 and B-5 This ditch
Intercepts Pond A-4 and B-5 discharges and routes them to Walnut Creek below the
Reservorr

As stated above, Pond C-2 discharge is normally routed to Pond A-4 Recently, this water
has been directly discharged to the Broomfield Diversion Ditch, but only after sampling,
analysis and consent of the appropnate parties This practice may continue in the future
dependent on water quality results, regulatory requirements, and consent of the
aforementioned parties The surface-water and groundwater monitonng programs are
investigating the contribution of groundwater to detention ponds and stream reaches and
the potential infiltration of diverted and detained water into the groundwater system.
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The purpose of the site-wide monthly surface-water sampling program is to obtain
information for evaluating the significance and impacts of potential contaminant releases
to surface waters In addition to collecting samples for geochemical analyses, monthly flow
measurements are made and used to calculate water balances, infiltration rates, and to
distinguish baseflow from runoff along selected stream reaches Seeps are monitored for
both flow and water-quality charactenstics The resuitant information will be used to better
charactenze groundwater flow and contamination plumes. The Surface-Water Management
Plan (EG&G, 1991e) descnbes the data-collection program in some detail. The program Is
currently being revised to update the program and include suspended sediment
charactenzation

Surface-Water Storage

The quantity of surface-water in storage at the RFP was estimated using available data
In general, surface water In storage at the RFP is part of two systems: (1) water supply,
wastewater disposal, and plant processes storage, or (2) surface-water pond storage. Both
of these systems, along with the estimated water in storage at the RFP, are discussed
below

Water in storage at any time 1s quite vanable and depends upon the use for which the
storage is designed Some potable water storage facilities are at or near their design
storage capacity at all imes Other surface-water storage facilities are empty nearly all the
time except when being used to temporarily store water. Therefore, the capacities of the
storage facilities can not be used as an indicator of water in storage at any particular time.
For estimating the actual surface water in storage, it was assumed that each facility was
at a percentage of its design capacity based upon histoncal observations of that facility
The following estimates of surface water in storage at the RFP are prelminary and subject
to change as more data become available The quantities of surface water in storage at
the RFP generally represent an average annual condition at the RFP.
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Water Supply, Wastewater Disposal, and Plant Processes Storage

The water supply, wastewater disposal, and plant-processes storage systems include raw
water storage for the water treatment plant (Building 124), treated potable water, process
water and wastewater, sanitary wastewater, and cooling towers The storage facilities
within this system were assumed to be 75 percent full for purposes of estimating the water
In storage

Table 2-12 summarnzes the estimated water in storage for the water-supply, wastewater-
disposal and plant-processes systems The STP has potential storage of about 410,000
gallons in both the Building 990 and Building 995 facilities. However, only about half, or
200,000 gallons, are in storage on a regular basis. The water treatment plant usually has
about 1,160,000 gallons of water in storage, assuming 1t 1s at about 75 percent of the
1,550,000 gallon capacity The raw water storage pond, with a capacity of 1,500,000
gallons, was assumed to be full on a regular basis The cooling towers and process waste
storage were assumed to be at capacity The total estimated water in storage in the water
supply, wastewater disposal, and plant processes systems i1s estimated to be about
3,116,000 gallons

Surface-Water Pond Storage

The water stored in surface-water ponds at the RFP i1s pnmanly in man-made storage
located in the Walnut Creek and Woman Creek basins. There are 12 ponds on the RFP
that store storm runoff water and effluent from the STP These man-made storage ponds
include the landfill pond, Ponds A-1 through A-4 in the North Walnut Creek basin, Ponds
B-1 through B-5 in the South Walnut Creek basin, and Ponds C-1 and C-2 in the Woman
Creek basin (Figure 2-25) Additional ponds in the southem portion of the RFP, formerly
used for imgation, no longer store water because they are breached
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. Table 2-12

Estimated Water in Storage Water Supply,
Wastewater Disposal and Plant Processes System

Storage Capacity Water in

(Gallons) Storage®

Subsystem (Gallons)
Sewage Treatment Plant 410,000 200,000
Water Treatment Plant 1,550,000 1,160,000
Raw Water Storage Pond 1,500,000 1,500,000
Cooling Towers 220,000 220,000
Process Waste 36,000 36,000

TOTALS 3,716,000 3,116,000 |

¢ Represents annual average condition
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Table 2-13 summarizes the approximate capacity of the 12 ponds and the estimated
average amount of water in storage in each pond at any time The approximate spiliway
crest capacity for each pond was obtained from as-built drawings of the facilities. For
comparison purposes, the spillway crest capacity reported by the U S Army Corps of
Engineers (COE) (1989) also 1s presented In some cases the COE estimates do not
agree with the as-built drawmings The estimated water In storage was calculated by
assuming that, in an average year, the ponds are about 40 percent full with respect to the
spillway crest capacity as shown in the second column of Table 2-13. Pond C-2, an off-
channel pond, was assumed to be only 25 percent of its spillway crest capacity. The total
estimated water in storage in the RFP ponds 1s about 39,060,000 gallons The total
estimated surface water in storage at the RFP 1s about 42 million gallons.
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Table 2-13

Estimated Water in Storage Surface-Water System

Approximate
Spillway Crest Spillway Crest Estimated Water
Pond Capacity Capacity” In Storage
Identification (Gallons) (Gallons) (Gallons)" I
Landfill 3,552,000 9,100,000 1,420,000 -
Pond A-1 1,600,000 1,600,000 640,000
Pond A-2 6,700,000 6,200,000 2,240,000
Pond A-3 14,110,000 14,000,000 5,600,000 |
Pond A-4 30,900,000 14,000,000% 12,400,000
Pond B-1 795,000 1,000,000 320,000
Pond B-2 1,930,000 2,400,000 770,000
Pond B-3 620,000 720,000 250,000
Pond B-4 600,000 590,000 240,000
Pond B-5 23,140,000 26,000,000 9,260,000
Pond C-1 750,000 1,900,000 300,000
Pond C-2 22,490,000 23,000,000 5,620,000
TOTALS 107,187,000 100,5_; 0,000 39,060,000 ||
1) Estimated average annual water in storage based upon approximate spiliway crest

capacity as given in column 2

2) As-built drawings show that this pond has a spillway capacity of |
30,600,000 gallons |

3)  COE (1989)

4) See locations on Figure 2-25
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3.0 REQUIREMENTS FOR GROUNDWATER PROTECTION AND MONITORING

3.1 Technical Requirements

The RFP groundwater monitoring program is largely defined by Federal and State
regulations and local requirements The overall goal of the groundwater program is to
protect human health and the environment. In order to meet the program’s intent, the
RFP 1s free to take all actions deemed necessary that are consistent with, and meet the
minimum requirements of the regulations and DOE orders imposed on the RFP  To meet
this goal, the program also should be capable of yielding useful and pertinent information
so that decisions regarding sound management of the RFP groundwater resources can
be made The technical requirements (some of which may be included or implied in
regulatory or order requirements) are

- Groundwater resources must be protected,
. - Geologic units at the RFP must be fully and appropnately identified;
- The influence of geologic units on groundwater flow must be identified,
J - The direction and velocity of groundwater flow must be identified,
- Background, or uncontaminated, groundwater must be charactenzed,

- The presence, nature, and extent of plumes of contaminated groundwater
must be identified,

- The presence and time-trend in groundwater contaminant movement must
be determined,

- The interrelationship between the RFP’s groundwater and surface-water
| resources must be qualitatively and quantitatively defined,

- The relationship between precipitation, infiltration, and groundwater must be
qualitatively and quantitatively defined,
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- The Interconnectedness of vanous water-beanng media must be
investigated, and

- Sources of groundwater contamination must be minimized

These are the basic requirements of the groundwater protection and monitoring program
at the RFP Many technical requirements can be met by the implementation of the
groundwater protection and monitonng program, however, fully addressing some of the
technical requirements under study will require additional time and funding

3.2 Regulatory Requirements

Various orders, regulations, and agreements are presented in this section to determine
their impacts on the groundwater protection and monitoring program

321 DOE Orders

Section Il of DOE Order 5400 1 pertains to environmental protection plans The
Groundwater Protection and Monitoring Program Plan (GPMPP), among the Special
Programs of the Order, requires the following seven pnmary elements to be addressed
In an adequate groundwater program for a DOE facility

1 Documentation of the groundwater regime with respect to quantity and
quality,

2 Design and implementation of a groundwater monitonng program to support
resource management and comply with applicable environmental laws and
regulations,

3 A management program for groundwater protection and remediation,

including SDWA, RCRA, and CERCLA actions,

4 A summary and identification of areas that may be contaminated with
hazardous substances,
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’ 5 Strategies for controlling sources of these contaminants;

. 6 A remedial action program that is part of the site CERCLA program required
by DOE Order 5400 4, and

7 Decontamination and decommissioning, and other remedial programs

contained in DOE directives

This document addresses Chapter lil, Section 4 a and Chapter IV, Section 9 of DOE
Order 54001 These sections of DOE Order 5400 1 outline the following specific
requirements of the GPMPP

- Description of existing or planned groundwater protection programs/plans,

- Identification of the organizational unit(s) that are responsible for
preparation, annual review, and tn-annual updates, and

- Schedule for program and plan development and identification of budgetary
resources required

. Additionally, DOE Order 54001 requires groundwater monitoring program to be
conducted onsite and in the vicinity of DOE facilities for the purposes of

- Obtatning data for charactenzing baseline conditions of groundwater quality
and quantity,

- Demonstrating compliance with and implementation of all applicable
regulations and DOE Orders,

- Providing data to enable the early detection of groundwater pollution or
contamination,

- Providing a reporting mechanism for suspected groundwater pollution or
contamination,

- Identifying existing and potential groundwater contamination sources and
maintaining surveillance through monitonng of these sources; and
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- Providing data upon which decisions can be made concerning land-disposal
practices and the management and protection of groundwater resources.

This plan documents and details the ongoing groundwater programs at the RFP that
serve to fulfil the groundwater requirements of DOE Order 5400 1  Site-specific
charactenistics have been analyzed to determine monitoning needs Where appropnate,
groundwater monitoring programs have been designed and implemented in accordance
with 6 CCR 1007-3264, Subpart F (40 CFR 264, Subpart F), or 6 CCR 1007-3, 265
Subpart F (40 CFR 265, Subpart F) Monitonng of radionuclides Is in accordance with
40 CFR 5400 Senes DOE Orders which set forth regulations for protection of the public
and the environment

Other DOE Orders pertaining to this document include DOE Orders 5400 2A, 5400.4,
5400 5, 5480 1, 5482 1, and 5484 1 These Orders provide groundwater monitonng and
management requirements specific to individual environmental policies Within Order
5400 4 Paragraph 7b, CERCLA Requirements - Policy, the DOE, along with the Federal,
State, and local entities are to execute feasibility studies and remedial actions as
prescribed in DOE 5400 2A Order 5400 5, Radiation Protection of the Public and the
Environment, Chapter I, Paragraph 3b, Discharges of Liquid Waste to Aquifers and
Phaseout of Soil Columns, states that soil and groundwater are not acceptable
receptacles for radioactive liquid waste streams Chapter I, Paragraph ¢, Management
of Soil Columns, Natural Drainage Systems, and Groundwater at Inactive Sites Previously
Contaminated with Radioactive Matenal decrees soil and groundwater that have been
contaminated by hquid discharges will be managed or decontaminated pursuant to DOE
Order 5480 14 [now 5400 4] Finally, Section IV, Paragraph b, Intenm Storage, states
that controls will be implemented to minimize the possibility that the concentrations of
radionuclides In the groundwater exceed applicable Federal, State, and local standards
at the time the propenty is released
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322 Resource Conservation and Recovery Act (RCRA)

In general, groundwater monitonng under RCRA is similar to that under CERCLA, in that
the pnmary objective of such a monitonng program Is to assess the impact of a facility’s
operations on the groundwater beneath it There may be facility-specific groundwater
monitoring requirements for a site under RCRA Intenm Status or while undergoing closure
or post-closure care In addition, facilities also are required to monitor the soil and
groundwater in the vicinity of underground storage tanks containing petroleum products

or hazardous matenals as defined under Subtitle I.

RCRA requires that a hazardous waste treatment, storage, and disposal facility be treated
as either an Intenm Status or a Fully Permitted facility Hazardous waste is treated and
stored at the RFP but i1s not disposed of onsite.

Intenm Status facilities are those that were substantially in existence in 1981 or earlier
for which a RCRA Part A Permit Application was filed in 1981 The RFP was granted
Intenm Status for most of its units in 1986 under the terms of the 1986 Compliance
Agreement All land-disposal units granted Intenm Status are to be retrofitted to meet
RCRA Regulations or be closed under Intenm Status by predetermined dates Intenm
Status facilities are regulated under 6 CCR 1007-3, Part 265 and 40 CFR Part 265. The
RFP currently has only intenm status units undergoing closure and site remediation that
require groundwater monitonng Once a facility receives either an operating permit as
a hazardous waste facility or a post-closure care permit, it i1s permitted under the
corrective action provisions of RCRA for the purpose of site cleanup actions similar to
those under CERCLA

RCRA groundwater monitonng requirements apply to owners and operators of surface
impoundments, landfills, waste piles, and land treatment facilites used to manage
hazardous waste These types of facilities are considered RCRA land disposal units for
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hazardous waste Groundwater monitonng at these units at RFP 1s required to comply
with the Intenm Status permit regulations at the current ttime. Monitonng 1s to be
conducted at operating units from November 19, 1981 (one year after the effective date
of the Intenm Status regulations) (6 CCR 1007-3, 265 90)(40 CFR 265.90)), during the
operating life of the facility, and throughout the post-closure care penod (6 CCR 1007-3
265 117(a)(1) (40 CRF 265-117(a)(1))) This monitonng, which includes groundwater
monitoring, must meet Post-Closure Care Requirements as defined by the RCRA
regulations However, If all contaminants are removed from a RCRA land-disposal site
at closure, the 30 years of post-closure monitonng and post-closure care may not be
required The intent of the groundwater monitoring program i1s to assess the impact of
the facility on the quality of groundwater in the uppermost aquifer underlying the facility
In order to protect human health and the environment (6 CCR 1007-3, 265 90 (40 CFR
265 90)) There are provisions In the regulations for exemption from the groundwater
monitoring requirements (40 CFR 26590(c)). These exemptions require the
owner/operator to provide a wntten demonstration that there 1s a low potential for
migration of hazardous waste from the unit and that there 1s no harm to human health
and the environment Such demonstrations are very difficult to prove

Certain land-disposal units are being phased out at the RFP These land disposal units
are the Solar Evaporation Ponds which qualify as RCRA surface impoundments (6 CCR
1007-3, 265 197(b)(40 CFR 265 197(b))), the Present Landfill, which inadvertently
accepted some RCRA-regulated wastes thereby qualifying as a RCRA landfill (6 CCR
1007-3, 260 10 (40 CFR 260 10)), and the West Spray Field, which was operated similar
to a RCRA land treatment facility (6 CCR 1007-3, 260 10 (40 CFR 260 10)) The use of
these units has or will cease and the sites will be investigated and remediated as required
by the IAG All three of the above units were In at least partial operation one year after
the effective date of the RCRA Intenm Status regulations (November 19, 1981) and are
therefore subject to the Intenm Status groundwater monitonng requirements. The RFP
IS In the process of establishing compliance with Intenm Status groundwater monitonng
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regulations (6 CCR 1007-3, 265 Subpart F (40 CFR 265 Subpart F)) and is progressing
toward meeting all technical specifications of the Fully Permitted groundwater monitonng
regulations (6 CCR 1007-3, 264 Subpart F (40 CFR 264 Subpart F)) at these units.

At the current time, the RFP Groundwater Protection Monitonng Program includes an
Intenm Status Groundwater Quality Assessment Program at the Solar Evaporation Ponds
and an Intenm Status Alternate Groundwater Monitoring System at the Present Landfill
and West Spray Field The specific requirements of this program and system are detailed
later in this section Most RCRA Intenm Status facilities begin with an Initial Groundwater
Monitoring Program at a site As long as groundwater contamination is not detected at
such a site, no other groundwater monitoring program s required Because the RFP
began RCRA groundwater monitonng at the majonty of its RCRA sites in 1986, the Initial
Groundwater Monitoring Program was not implemented at the RFP

The formerly-used Onginal Process Waste Lines (OPWL) are also considered a RCRA
unit, but this unit does not require specific groundwater monitonng at this time because
it has not been determined that this unit will be closed as a land-disposal unit Instead,
the OPWL are monitored by other monitonng wells throughout the RFP In the event that
contaminated soils associated with the OPWL cannot be removed or decontaminated,
the RFP 1s required to comply with closure and post-closure care requirements for a
landfill (6 CCR 1007-3, 265 197(b)(40 CFR 265 197(b))). The closure and post-closure
care requirements for a landfill include complying with all applicable groundwater
monitoring requirements (6 CCR 1007-3, 265 117(a)(1)(1) and (1) (40 CFR 265 117(a)(1)(1)
and (1)), and 6 CFR 1007-3, 265 310(b)(2)(40 CFR 265 310(b)(2)))

A number of documents concerning the status and proposed requirements of the
groundwater monitonng program have been submitted by the RFP operators to COH and
EPA These documents are Section E of the RCRA Part B Permit Application of
November 26, 1986, Section E of the RCRA Post-Closure Care Permit Application of
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November 26, 1986, the DOE Comprehensive Environmental Assessment and Response
Program (CEARP), Installation Genenc Monitonng Plan (IGMP), the DOE CEARP Site-
Specific Monitonng Plan (SSMP), the RCRA Post-Closure Care Permit Application of
October 7, 1988, the Groundwater Quality Assessment Plan of September 1989, the May
1990 Draft Addendum to the Groundwater Quality Assessment Plan of September 1989,
and the January 22, 1991 IAG for the RFP Additionally, monitoring well installations and
groundwater sampling related to site investigations are also descnbed in the
RCRA/CERCLA site Investigation work plans and reports for the specific sites In
September 1991, CDH transmitted comments to the RFP concerning the May 1990
Groundwater Assessment Plan Addendum These comments are currently being
addressed It was determined that inclusion of Section E in the November 26, 1986
RCRA Part B Permit Application was inappropnate since a RCRA Part B Permit
Application was not being requested for any hazardous waste land-disposal units. Later
submittals of the RFP RCRA Part B Permit Application did not include Section E, the
groundwater monitoning section After November 26, 1986, the applicable descnptions
and plans for groundwater monitoring at the RFP are found in the DOE CEARP
documents and the RCRA Post-Closure Care Permit Application, and the September
1989 and May 1990 RCRA groundwater documents

The other IHSSs at the RFP may be contaminated by hazardous waste or hazardous
constituents but are not subject to RCRA groundwater monitoning requirements, because
they were not in operation one year after the effective date of the RCRA Intenm Status
regulations They will be investigated and remediated as required in the IAG

Intenm Status Groundwater Monitoring Requirements

As previously mentioned, components of the RFP groundwater monitonng program must
comply with RCRA Intenm Status regulatons The regulations in 6 CCR 1007-3,
265 90(a) and (b) (40 CFR 265 90(a) and (b)) and 6 CCR 1007-3, 26591 (40 CFR
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265 91) represent the minimum requirements applicable to all facilities that require Intenm
Status groundwater monitoring

The groundwater monitonng program must be capable of determining the
faciity’s impact on the quality of groundwater in the uppermost aquifer
underlying the facility (6 CCR 1007-3, 265 90 (40 CFR 265 90)).

The groundwater monitonng system must be capable of yelding
groundwater samples for analysis (6 CCR 1007-3, 265 91(a)(40 CFR
265 91(a)))

The system must consist of at least one well hydraulically upgradient from
the limit of the waste management area The number and location of
upgradient wells must be sufficient to yeld groundwater samples
representative of background groundwater quality in the uppermost aquifer
near the facility, and must not be affected by the faciity (6 CCR 1007-3,
265 91(a)(1)(40 CFR 265 91(a)(1)))

The system must consist of at least three wells hydraulically downgradient
at the imit of the waste management area The number, location, and
depths must ensure that they immediately detect any statistically significant
amounts of hazardous waste or constituents that migrate from the facility
to the uppermost aquifer (6 CCR 1007-3, 26591(a)(2)(40 CFR
265 91(a)(2)))

Monitoring wells must be cased in a manner that maintains the integnty of
the monitoring wellbore hole This casing must be screened or perforated,
and packed with gravel or sand where necessary, to enable sample
collection at depths where appropnate aquifer flow zones exist The
annular space must be sealed to prevent contamination of the samples and
groundwater (6 CCR 1007-3, 265 91(c)(40 CFR 265 91(c)))

The elevation of the groundwater in each monitonng well must be
determined each time a sampie is obtained (6 CCR 1007-3, 265 92(a) (40
CRF 265 92(e)))
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Groundwater Quality Assessment Program

A Groundwater Qualty Assessment Program must comply with the regulatory
requirements of 6 CCR 1007-3, 265 93(40 CFR 265 93) If the groundwater analytical
data from a unit under an initial groundwater monitonng system indicate that facility
activittes may be affecting groundwater quality, then groundwater quality assessment
monitoring of the unit must begin  The groundwater quality assessment program requires
the facility to assess the concentrations and the rate and extent of migration of the
hazardous constituents that have adversely affected groundwater These determinations
must be made on a quarterly basis until final closure of the facility The first
determinations under the groundwater quality assessment program must be made as
soon as technically feasible Within fiteen days of that determination, a wntten report
must be submitted to the CDH Director assessing the groundwater quality. Additionally,
a report must be submitted to the CDH on an annual basis no later than March 1st
following each calendar year until final closure of the unit The report shall include the
results of the groundwater quality assessments

Alternate Groundwater Monitoring System

An Alternate Groundwater Monitoring System must comply with the regulatory
requirements of 6 CCR 1007-3, 265 90(d)(40 CFR 265 90(d)) The purpose of the
Alternate Groundwater Monitoring System is very similar to that of a Groundwater Quality
Assessment Program An Alternate Groundwater Monitonng System can be proposed
by the owner/operator when he assumes, or knows, that the results of analyses of
groundwater indicator parameters in accordance with 6 CCR 1007-3, 265 91 (40 CFR
265 91) and 6 CCR 1007-3, 265 92(40 CFR 265 92) would show statistically significant
Increases in indicator parameters or decreases In the case of pH Indicator parameters
include pH, specific conductance, total organic carbon, and total organic halogen.
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Requirements of the Alternate Groundwater Monitoning System are to determine the
concentrations of the hazardous constituents and the rate and extent of migration These
determinations must be made on a quarterly basis until final closure of the facility. The
first determinations under the alternate groundwater plan must be made as soon as
technically feasible Within fifteen days of that determination, a wntten report must be
submitted to the CDH Director and the EPA Regional Administrator who assess
groundwater qualty Additionally, a report must be submitted to the CDH on an annual
basis until final closure, and no later than March 1st following each calendar year The
report will include the results of the alternate groundwater assessments

Recordkeeping for Assessment and Alternate Monitoring Systems

The recordkeeping and reporting requirement for groundwater assessment and alternate
monitorning programs are specified in 6 CCR 1007-3, 265 94(b) (40 CFR 265 94(b)).
Recordkeeping and reporting requirements for the RFP alternate and assessment
monitoring programs are identified below

- The owner/operator must keep records of the analyses and evaluations
specified in the groundwater quality assessment program or alternate
monitoring program throughout the life of the facility and the post-closure
care penod (6 CCR 1007-3, 265 94(b)(1) (40 CFR 265.94(b)(1))).

- Quarterly determinations must be made of the rate and extent of migration
of hazardous waste or hazardous waste constituents The concentration of
hazardous waste or hazardous waste constituents must also be determined
as a part of the quarterly determinations (6 CCR 1007-3, 265 90(d)(4) (40
CFR 265 90(d)(4) and 6 CCR 1007-3, 265 93(d)(4) (40 CFR 265 93(d)(4))).

- Until final closure of the facility, the owner/operator must submit an annual
report containing the results of the groundwater quality assessment program
or alternative monitonng program This report must include, but is not
limited to, the calculated or measured rate of migration of hazardous waste
or hazardous waste constituents in the groundwater dunng the reporting
penod This information must be submitted no later than March 1st
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following each calendar year (6 CCR 1007-3, 265 94(b)(2) (40 CFR
265 94(b)(2)))

Fully Permitted/Post-Closure Care Requirements

So called fully-permitted groundwater monitoring requirements are detailed in 6 CCR
1007-3, 264 Subpart F (40 CFR 264 Subpart F) and will become applicable to the RFP
at some time In the future These regulations require that a Fully Permitted facility’s
monitoring system must consist of a sufficient number of wells, installed at appropnate
locations and depth  Designated wells must yield groundwater samples from the
uppermost aquifer underlying the facility that

- Represent the quality of background water that has not been affected by
leakage from a regulated unt,

- Represent the quality of groundwater passing the point of complance, and

- Allow for the detection of contamination when hazardous waste or
hazardous constituents have migrated from the waste management area to
the uppermost aquifer

According to the regulations, a Fully Permitted facility’s groundwater monitonng program
must, at all times, comply with the requirements of one of the following types of
groundwater monitonng programs Detection Monitonng Program, Compliance Monitonng
Program, or Corrective Action Program Fully Permitted facilities are also subject to the
Corrective Action Requirements for SWMUs

A number of elements are common to all of the above programs These common
elements are listed below

- The Point of Compliance for RCRA-regulated units i1s specified by CDH. It
Is a vertical surface located at the hydraulically downgradient limit of the
waste management area that extends down into the uppermost aquifer
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underlying the regulated units (6 CCR 1007-3, 264 95(a) (40 CFR
264 95(a))) The waste management area 1s the imit projected in the
honzontal plane of the area on which waste will be placed dunng the active
life of a regulated unit. The waste management area includes space taken
up by any liner, dike, or other barner designed to contain waste The waste
management area may be shown by an imaginary line circumscnbing
several regulated units

Monitonng wells must be cased in a manner that maintains the integnty of
the monitoring well borehole This casing must be screened or perforated,
and packed with gravel or sand where necessary, to enable collection of
groundwater samples The annular space must be sealed above the
sampling depth to prevent contamination of the samples and groundwater
(6 CCR 1007-3, 264 97(c) (40 CFR 264 97(c)))

The groundwater monitoring program must include consistent sampling and
analysis procedures designed to ensure monitoning results that provide a
rehable indication of groundwater quality below the waste management
area Ata minimum, the program must include procedures and techniques
for the following (6 CCR 1007-3, 264 97(d) (40 CFR 264 97(d)))

. sample collection,

. sample preservation and shipment,
. analytical procedures, and

. chain-of-custody control

The groundwater monitoring program must include sampling and analytical
methods appropnate for groundwater sampling and that accurately measure
hazardous constituents in groundwater samples (6 CCR 1007-3, 264.97(e)
(40 CFR 264 97(e)))

The groundwater monitonng program must include a determination of the
groundwater surface elevation each time the groundwater 1s sampled (6
CCR 1007-3, 264 97(f) (40 CFR 264 97(f)))

The RFP owner or operator must specify the statistical procedures used in
the evaluation of groundwater data for each hazardous constituent (6 CCR
1007-3, 264 97(g) (40 CFR 264 97(g)))

Groundwater data must be available at the facility for review and maintained
in the facility operating records (6 CCR 1007-3, 264 97(e) (40 CFR
264 97())))
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Details of the specific monitonng programs follow

Detection Monitoring Program

A detection monitoring program must comply with the requirements of 6 CCR 1007-3,
264 98 (40 CFR 264 98) A detection monitonng program is used when it is believed that
a regulated unit has not, and 1s not, impacting groundwater quality. The program must
be capable of determining whether a release from the unit has taken place at the point
of compliance The location of the point of compliance I1s specified in CDH regulations.
Should a release from the unit be detected, the faciity must institute a compliance
monitoring program The compliance monitonng program Is used to determine whether
the groundwater protection standard has been exceeded at the point of compliance.

Compliance Monitoring Program

A compliance monitonng program must comply with the requirements of 6 CCR 1007-3,
264 99 (40 CFR 264 99) The compltance monitonng program Is implemented after a
hazardous constituent has been detected in groundwater at the point of compliance. The
intent of the compliance monitoring program is to assess whether the regulated units are
in compliance with the groundwater protection standard The groundwater protection
standard is designed to ensure that hazardous constituents detected in groundwater of
the uppermost aguifer do not exceed the groundwater protection standard concentration
limits beyond the point of compliance during the compliance peniod (6 CCR 1007-3,
264 92 (40 CFR 264 92)) The following are the elements of a groundwater protection
standard

- A list of hazardous constituents which are identified in Appendix VIl of 6
CCR 1007-3 Part 261 (40 CFR Part 261)

- Concentration limits for hazardous constituents The concentration of a
hazardous constituent should.
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. Not exceed the background level of that constituent at the time the
imt is speciied (6 CCR 1007-3, 264 94(a)(1) (40 CFR
264 94(a)(1))), or

. Not exceed the levels given in Table 3-1 if the background level of
the constituent is below the value given in Table 3-1 (6 CCR 1007-3,
264 94(a)(2) (40 CFR 264 94(a)(2))), and

. Not exceed an alternate limit established by the Regional
Administrator (6 CCR 1007-3, 264 94(a)(3) (40 CFR 264 94(a)(3))).

- Concentration hmits for the regulated units at the RFP were specified in the
May 1990 Addendum to the Groundwater Assessment Plan of September
1989 The proposed concentration imits are presented in Table 3-2.

- An identification of the compliance point (6 CCR 1007-3, 264 99(a)(3) (40
CFR 264 99(a)(3)))

- An identification of the compliance penod (6 CCR 1007-3 264 99(a)(4) (40
CFR 264 99(a)(4)))

If it 1s found that the groundwater protection standard is exceeded at the point of
compliance or downgradient of the point of compliance, then corrective actions must be
taken, and a corrective action groundwater monitonng program must be implemented.

Corrective Action Program

A corrective action program must comply with the requirements of 6 CCR 1007-3 264 100
(40 CFR 264 100) The intent of the corrective action program is to prevent hazardous
constituents from exceeding their respective concentration imits at the compliance point
by removing the hazardous constituents or by treating them in situ. A corrective action
program also must be implemented in order to demonstrate the effectiveness of the
groundwater corrective actions The corrective action monitonng program must be at
least as effective as a compliance monitonng program in the determination of compliance
with the groundwater protection standard Upon completion of the statistical analysis, a
corrective action program will be outlined and submitted for approval.
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Table 3-1

Maximum Concentration of Constituents

for Groundwater Protection"

Constituent
Arsenic
Barium
Cadmium
Chromium
Lead
Mercury
Selenum
Silver

Endnn (1,2,3,4,10, 10-hexachloro-1,
7-epoxy-1,4,4a,5,6,7,8,9a-octahydro-1
4-endo, endo-5,5-dimethano naphthalene

Lindane (1,2,3,4,5,6-hexachloroclohexane,
gamma isomer)

Methoxychlor (1,1,1-Trichloro-2,2-bis
p-methoxyphenylethane)

Toxaphene (C,,H,,Cl, Technical chlorinated
camphene, 67-69 percent chlorine)

2,4-D (2,4-Dichlorophenoxyacetic acid)

2,4,5-TP Silvex (2,4,5-Trichlorophenoxy-
propionic acid)

1) Source 6 CCR 1007-3, 264 94(a)(2) Table 1
2) Miligrams per hiter
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selection of appropnate response alternatives (6 CCR 1007-3 Section 300.43 and 40 CFR
300 43)

Charactenzation of the site hydrogeology involves identifying geologic charactenstics,
hydraulic properties, and groundwater use Though some information may be obtained
from existing Iiterature, a full charactenzation usually requires the installation of a network
of monitoring wells and piezometers If contamination of an aquifer is a possibility, a
groundwater monitonng program should be implemented The placement of wells should
be in the direction of groundwater flow, in aquifers subject to contamination, and in places
where the wells would indicate an existing or future threat to receptor populations
Because of the uncertainties associated with subsurface migration, sampling should also
be done In the area upgradient of the contaminant source

Developing, Assessing, and Selecting Remediation Alternatives

Once the nature and extent of the contamination are charactenzed, the FS process
develops alternatives for remediation Combinations of technologies and the media
through which they would be applied are assembled into alternatives that address
contamination on a site-wide basis or for an identified operable unit. For groundwater
response actions, alternatives should address not only cleanup levels but also the time
frame within which the alternatives might be achieved Detalled information for
developing remedial alternatives for groundwater response actions may be found in
"Guidance on Remedial Actions for Contaminated Groundwater at Superfund Sites” (EPA
August 1988, OSWER Directive No 9283 1-2) The policies outhined in this document
focus on the restoration of contaminated groundwater ARARs to be considered in the
screening of remedial alternatives include, but may not be mited to*

1) Title XIV, Part C of the Safe Drninking Water Act, Underground Injection Control
(UIC) Program - Regulates underground injection of hazardous waste.
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Table 3-1

Maximum Concentration of Constituents
for Groundwater Protection”

Constituent
Arsenic
Banum
Cadmium
Chromium
Lead
Mercury
Selenium
Silver

Endnn (1,2,3,4,10, 10-hexachloro-1,
7-epoxy-1,4,4a,5,6,7,8,9a-octahydro-1
4-endo, endo-5,5-dimethano naphthalene

Lindane (1,2,3,4,5,6-hexachloroclohexane,
gamma isomer)

Methoxychlor (1,1,1-Trichloro-2,2-bis
p-methoxyphenylethane)

Toxaphene (C,,H,,Cl, Technical chlorinated
camphene, 67-69 percent chlorine)

2,4-D (2,4-Dichlorophenoxyacetic acid)

2,4,5-TP Silvex (2,4,5-Tnchlorophenoxy-
propionic acid)

1) Source 6 CCR 1007-3, 264 94(a)(2) Table 1
2) Milhgrams per hiter
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Table 3-2

Proposed Groundwater Concentration Limits

CONSTITUENT CONCENTRATION
Dissolved Metals (mg/L)
++Ag BKG*
Al 50
++As 0 05"
++Ba 10**
+Be BKG
Ca NS
++Cd 001*
+Co BKG
++Cr 0.05**
Cs BKG***
+Cu BKG
Fe 0.03**
++Hg 0 002
K NS
+Li BKG
Mg NS
Mn BKG*++
Mo 0 1++*
Na NS
+Ni BKG
++Pb 0 05**
+Sb BKG
++Se 001*™
Sr BKG***
+Ti BKG
+V BKG
+Zn BKG
Other Inorganics (mg/L)
Cl 250"+
SO, 250"+
NO, 10"+
TDS 400++*
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Table 3-2 (continued)

Proposed Groundwater Concentration Limits

CONSTITUENT CONCENTRATION

Dissolved Radionuclides (pCi/L)

L 2

ki

Gross Alpha 11"+

Gross Beta 19"+
Pu 239, 240 0.05""+
Am 241 0 05**+

Total Uranium 5"+
Sr 89, 90 78++"
Cs 137 NS

°H 500**+

Based on upper limit for background range
Pnmary Dninking Water Standarc

Although not 6 CCR 100 7-3 261 Appendix VIl constituents, health
based standards do not exist and therefore the proposed
concentration hmit for cesium and strontium 1s background

++ Unweathered sandstone groundwater has a background
concentration (upper imit of range) less than 0.05 mg/L, the CDH
groundwater standard Therefore, for this groundwater the CDH
standard is proposed

**+  Colorado Surface-Water Standard

++*  Colorado Groundwater Standard

+ 6 CCR 1007-3 261 Appendix VIII constituent

++ 6 CCR 1007-3 261 Appendix VIl constituent and SDWA metal

BKG Background

NS  No standard

Source 1990 Addendum to the Groundwater Assessment Plan of September 1989

(Hg was modified from this reference to reflect 6 CCR 1007-3 261 Appendix

Vi)
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Corrective Action for Solid Waste Management Units (SWMUs)

Corrective action for SWMUs must comply with the requirements of 6 CCR 1007-3,
264 101 (40 CFR 264 101) as required in the IAG In general, these requirements specify
that the RFP " must institute corrective action as necessary to protect human health and
the environment for all releases of hazardous wastes or constituents from any solid waste
management unit at the facility, regardless of the time at which waste was placed in such
units " The following are elements of the corrective action program for SWMUs

- Schedules for corrective action must be specified;
- Financial responsibility for corrective action must be assured, and

- Corrective actions must be implemented beyond the faciity boundanes
where necessary to protect human health and the environment.

323 Comprehensive Environmental Response, Compensation, and Liability Act
(CERCLA)

Clean-up standards applicable to Federal facilities are set forth in Section 121 of
CERCLA For sites on the National Prionties List (NPL), the requirements are relatively
clear All legally applicable or relevant and appropnate requirements (ARARs) of Federal
environmental laws, and those requirements contained in State environmental laws that
are more stnngent than Federal ARARs, must be applied to remedial actions at Federal
sites The ultimate selection of cleanup standards is discretionary and involves a
determination by Federal, State, and local regulations of what requirements are
appropnate for remediation of the site In other words, virtually any Federal or State law
dealing with groundwater, surface water, or dnnking water may be considered a
regulatory requirement under CERCLA
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Requirements Under the Investigatory Phase

Section 105 of CERCLA, as amended by Superfund Amendment and Reauthonzation Act
(SARA) Section 105, requires that the National OIl and Hazardous Substance Pollution
Contingency Plan (NCP) (6 CCR 1007-3, Part 300 (40 CFR Part 300)), developed under
the Clean Water Act (CWA), be revised to include procedures and standards for
responding to releases of ol and hazardous substances Subpart E of the NCP,
Hazardous Substance Response, establishes a seven-phase approach for determining
the appropnate extent of a response authonzed by CERCLA when any hazardous
substance i1s released into the environment, or there is a release of any pollutant or
contaminant that may present an imminent and substantial danger to the public heaith or
welfare

The investigatory phases of the NCP, the Preliminary Assessment/Site Investigation
(PA/SI), are pnmarily a data gathenng exercise and usually do not require groundwater
monitoring  If necessary to confirm the presence of contaminants, sampling may be
conducted, but a complete charactenzation of the nature and extent of the contamination
would not be done at this time If the PA/SI indicates that contaminants are present and
may potentially threaten human health or the environment, a Hazard Ranking System
(HRS) package is prepared Based on the site’s HRS score, the site 1s proposed for
inclusion on the National Prionties List (NPL) The Remedial Investigation/Feasibility
Study (RI/FS) 1s the first step toward site charactenzation and remedial alternative
selection

The RI involves an exhaustive charactenzation of the nature and extent of the
contamination  Even if there 1s no evidence of groundwater contamination, an
investigation of the site hydrogeology is required to provide information to assess the nsks
to human health and the environment and to support the development, evaluation, and
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2) Part C, of the SDWA, Section 1427(e), Sole Source Aquifer Demonstration
(SSAD) Program - Protects aquifers that are the sole or principal dnnking water
source for an area

3) Part C, of the SDWA, Section 1428, Groundwater Protection Program - Protects
wells and recharge areas supplying public dnnking water from subsurface
contamination

4) CERCLA Section 104(c)(6) - Defines remedial action to include the operation of

measures to restore contaminated groundwater or surface water for a penod of
up to 10 years after the commencement of operation of such measures.

Post-Closure Monitoring and Routine Venfication of Remediation

In general, any remedial activities other than clean closure require groundwater
monitoring to ensure that contaminants are not being released Any corrective action that
allows contaminants (RCRA or otherwise) to remain on-site requires groundwater
monitoring unless such monitoring is clearly not justified

Performance monitoring may also be required to venfy that remediation 1s being
performed as intended For instance, a system to pump, treat, and return groundwater
would require downgradient groundwater monitonng to venfy cleanup

324 Federal Faciity Compliance Agreement (FFCA)

The NPDES FFCA for the RFP was signed by DOE and EPA on March 25, 1991
Groundwater protection components of this agreement involve the STP sludge-drying
beds and an implementation plan to control unplanned releases pending review by EPA
The first component provides a groundwater monitonng plan for the areas around the
sludge-drying beds, however, modifications to the proposed plan include vadose-zone
monitonng and a more selective chemical-constituent list for monitonng The second
component involves activities to prevent unplanned contaminant releases These are part
of a corrective action plan developed as a result of an incident at the RFP involving a
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chromic-acid release through the STP These actions further improve controls over -
contaminant sources that potentially threaten groundwater resources Examples include
building-drain studies, review of secondary containment around tanks, and venfication that
no undocumented sanitary or storm-sewer connections exist

325 Clean Water Act (CWA)/National Pollutant Discharge Elimination System (NPDES)

The prnimary responsibility for compliance with NPDES requirements 1s assigned to the
Surface-Water Division of EG&G The CWA and NPDES permitting activities are
penpherally related to groundwater issues This 1s because surface water and
groundwater interreact and are interrelated Other relevant investigations resulting in part
from NPDES activities include proposed STP upgrades and NPDES-related detention-
pond matntenance procedures (such as dam hardening, removal of sediments, etc).
Components of some of these investigations could impact groundwater at the RFP by
affecting the quantity and rate of recharge to the uppermost aquifers The potential
impacts of contaminated groundwater on surface water must also be investigated in order
to adequately protect surface water from contamination These investigations are being
conducted under the IAG cleanup process

3.2.6 National Environmental Policy Act (NEPA)

NEPA declares a national environmental policy and promotes consideration of
environmental concerns for Federal agencies The implementation of documentation
requirements for NEPA at the RFP are guided by DOE Order 5440 1C, Secretary of
Energy Notice SEN-15-90 (02/05/90), and the Draft DOE NEPA Compliance Guide
(10/85)  Further, implementation of these external requirements 1s accomplished in
accordance with the RFP procedure EMM-0800-1, "Implementation of Documentation
Requirements for NEPA "
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These requirements will be referenced to determine the level of NEPA documentation
required to document the existing conditions at any particular IHSS or OU. Information
pertaining to the presence of contamination in the environment will be documented
through the NEPA policies

Alternative actions will also be discussed in the NEPA documentation process, thereby
ensunng sufficient information 1s available for decision making regarding the IHSS or OU

327 Agreement in Pnnciple (AIP)

The AIP signed by DOE and the State of Colorado on June 28, 1989 requires that DOE
provide the resources for independent sampling by the CDH It also allows for review of
and comment on the RFP monitonng programs by CDH Sampling involves surface water
and groundwater done both routinely and on specific occasions Split samples will be
taken of discharge water and pond water while routine samples will be taken of boundary
wells and city drinking waters Additionally, the AIP specifies activities which will promote
the understanding of the impact the RFP has had on the environment The following I1s
an outline of AIP requirements

Surface Water

- Routine sampling of dnnking water from Broomfield, Westminster, Thornton,
and Northglenn

- Routine sampling of Great Western Reservoir and Standley Lake
- Sampling of the RFP water pnor to any discharges
- Penodic biomonitonng of discharge water

- Sampling of all discharges
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Groundwater

CDH review of existing groundwater program and recommendations for
improvements

CDH/EPA’s and local communities’ continued review of groundwater data
CDH penodically sampling of boundary wells.

DOE expedition of CDH/EPA-recommended improvements to the
groundwater program dunng 1989

328 Inter-Agency Agreement (IAG)

The IAG was signed by the CDH, EPA, and DOE on January 22, 1991 It is an
agreement among the regulators that descnbes the site investigation and charactenzation

activities that will be performed at the RFP The document presents a unique blend of

RCRA and C
activities will

The general

ERCLA requirements Future groundwater monitonng and characterization
comply with requirements of the IAG

purposes of the IAG are to

Ensure environmental impacts associated with past and present activities
at the RFP will be thoroughly investigated and the appropnate response
action taken to protect public health, welfare, and the environment,

Facilitate cooperation of the parties involved in the operations of the RFP;
Establish a procedural framework and schedule for developing,
implementing, and monitoring appropnate response actions at the RFP in
accordance with CERCLA, RCRA, and CHWA

Provide a framework for permiting RCRA units and promote an effective
Investigation and cleanup of contamination, and

Ensure compliance with RCRA and CHWA
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The specific purposes of the IAG are to
. Identify IM/IRAS,

. Identify any treatment, storage, or disposal units that require permits and
closure,

. Establish requirements for the performance of a RI/RFI for each OU to
determine fully the nature and extent of the threat to public health or welfare
or the environment caused by the OU and to establish requirements for the
performance of a FS/CMS for each OU;

. Identify the nature, objective, and schedule of response actions to be taken;
. Implement the selected IM/IRAs and final remedial/correction actions,

. Assure compliance with Federal and State hazardous waste laws and
regulations,

. Descnbe the roles and responsibilities of the parties,

. Provide for continued operations and maintenance of the selected
remedial/corrective action(s), and

. Provide for interactive community involvement in the initiation, development,
and selection of remedial actions to be undertaken

Included in the IAG I1s a detailed Statement of Work (SOW) which sets forth the elements
of work required to be performed in response to all hazardous substance releases or
threats of releases which may cause harm to human health or the environment. An
outhine of the work to be performed dunng the investigatory and study phase (e g. RI/FS,
RFI/CMS) of the response process is presented The SOW includes general response
procedures which delineate the process of investigation, charactenzation, and remediation
of discrete locations of the RFP  This will enable the RFP to proceed toward the
objective of protecting public health, welfare, and the environment Detailed tables are
attached to the SOW which state required actions and schedules for the phases of
investigation of each OU
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329 Water Quality Control Commission Site-Specific Standards

On March 15, 1991, the Water Qualty Control Commission (WQCC) for Colorado
adopted site-specific groundwater quality standards for the RFP Notice of Final Adoption
for the WQCC Standards 1s included as Appendix D of this report. These regulations
became effective on Apni 30, 1991 These regulations apply to:

"All unconfined groundwater within the saturated zone of the unconsolidated
Quaternary aquifer, the Rocky Flats aquifer, the Arapahoe aquifer, and the
Laramie-Fox Hills aquifer,” at the RFP (WQCC, 1991)

The specific standards were identified on six tables, reproduced in Appendix D. The
groundwater classifications and standards applicable within the RFP were specified as:

1 Quaternary and Rocky Flats Aquifers

- Domestic Use-Quality
- Agncultural Use-Quality
- Surface Water Protection (WQCC, 1991)

2 Arapahoe and Laramie-Fox Hills Aquifers

- Domestic Use-Quality
- Agncultural Use-Quality (WQCC, 1991)

The standards identified in Tables 1 through 4 of Appendix D are applied state-wide to
the respective classifications of groundwater The RFP is the only area where these
classifications have yet been applied The water quality standards identified in Tables 5
and 6 of Appendix D are applicable to groundwater in the quaternary and Rocky Flats
Aquifers The radionuclide standards in Table 6 are applicable standards for all
groundwaters hydraulically connected to Woman or Walnut Creeks (WQCC, 1991). In
addition to the above site specific standards, the WQCC aiso adopted state-wide
groundwater standards on September 20, 1990 that were effective on October 30, 1990.
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These state-wide groundwater standards are-reproduced in Tables 7-9 in Appendix D.
The RFP 1s attempting to meet these WQCC site-specific and state-wide standards in all
waters to which they are applicable However, there remain unresoived issues as to
whether these site-specific and state-wide standards are legally enforceable and/or of
general applicability

3 2 10 External Recommendations

The groundwater monitonng program at the RFP is also influenced by a number of
external, Federal, and State regulatory requirements Specific external recommendations
include those suggested by the Governor's Rocky Flats Scientific Panel on Monitonng
Systems, and the RFP Environmental Monitonng Council. Separate from State and
Federal requirements, the RFP has agreed to follow recommendations set forth by these
groups The pnmary recommendations of these groups include expanded monitoning and
public involvement

Governor's Rocky Flats Scientific Panel on Monitoring Systems

The Governor's Rocky Flats Scientific Panel on Monitoring Systems was assigned by the
Governor of Colorado to serve as an advisory board to the Governor on scientific issues
relating to the RFP The panel reviewed and commented on DOE and CDH monitonng
programs at the RFP  Thirty-one recommendations were made for modifications to the
RFP monitoring programs Specific recommendations relevant to groundwater/surface
water monitoring at the RFP include the following

- Identify and document information objectives for the monitoning program
- Computenze data collection and analysis

- Implement a Quality Assurance/Quality Control (QA/QC) program.
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- Do additional background data collection and analysis

- Implement state-of-the-art technologies.

- Delete wells without complete documentation from the monitonng program
- Analyze the nearest domestic water use well downstream for plutonium.

- Implement use of a mobile sampling van.

Rocky Flats Environmental Monitoring Council

The Rocky Flats Environmental Monitonng Council was formed to represent the public
interest concerning Rocky Flats Their goal I1s to maintain the health and safety of the
surrounding communities and the environment Monthly meetings are held to exchange
information with the RFP environmental personnel Overall, the group puts itself in an
oversight role and places the following requests on the RFP environmental programs:

Provide full communication with the public regarding 1ssues
- Provide opportunities for meaningful public involvement in decision making

- Ensure that information dissemination, regulatory compliance, and oversight
IS credible

- Ensure full financial and other commitments to meet health and safety and
environmental goals, regardless of production needs or other factors.

3.3 Summary of Order Influence/Requirements on Groundwater Monitoring
The foregoing detailed review of the requirements applicable to the groundwater program

defines cntena with which the RFP groundwater program must comply Bnefly stated,
these requirements are summanzed as follows:
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General Requirements

Groundwater resources must be protected.

The geologic units at the RFP must be fully and appropnately charactenzed.
The influence of geologic units on groundwater flow must be identified.
The direction and velocity of groundwater flow must be identified.
Background, or uncontaminated, groundwater must be charactenzed.

The presence, nature, extent, and migration of contaminate plumes must be
identified

Water Interactions

The nterrelationship of groundwater and surface water should be
qualitatively and quantitatively defined.

The relationship between precipitation, infiltration, and groundwater should
be qualitatively and quantitatively defined.

The Interconnectedness of varous water-beanng media must be
investigated

Plume Charactenzation

Sources of groundwater contamination must be eliminated.

The early detection of groundwater pollution or contamination must be
ensured

Provide for quarterly analysis of groundwater data.

Provide for quarterly determination of the rate and extent of contaminant
migration
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- Provide for quarterly determination of the concentrations of hazardous waste
and hazardous waste constituents in groundwater.

- A minimum of annual reporting of groundwater data must be made and due
March 1st of each year for the preceding year.

- Data needed for site charactenzation and remediation should be generated

Other Requirements

- A plan for investigation of groundwater contamination at the STP sludge-
drying beds should be prepared and implemented.

- A plan for NPDES-related activities dealing with unplanned contaminant
releases should be prepared.

- Data needed in NEPA comphance activities to adequately evaluate the
environmental differences between the "No Action” alternative and other
remedial action alternatives should be compiled

. Program Reguirements

- Data collection and analysis should be computenzed

- QA/QC for the program should be improved

- Additional background analyses should be implemented.

- Wells with incomplete documentation should be deleted from the program.

- The nearest downstream wells should be sampled for appropnate
constituents

- Communication should be provided to the public about issues

None of the above identified requirements are contradictory to existing Federal or State
regulations All of the identified requirements have been addressed and are included in
either the GPMPP or some other ongoing program at the RFP
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4.0 DESCRIPTION OF THE GROUNDWATER PROTECTION AND
MONITORING PROGRAM PLAN

4.1 Program Organization

The EG&G, Rocky Fiats, Inc management organization for the GPMPP at the RFP Is
given in Figures 4-1 and 4-2 The DOE table of management organization for GPMPP
at the RFP 1s provided in Figure 4-3

4.2 Groundwater Protection Program

4 21 Definition of Protection

The definition of groundwater protection at the RFP is the prevention, monitoring, and
remediation of contaminated groundwater in the vicinity of the plant. The goals of the
Groundwater Protection Program are the protection of groundwater at the RFP from
overdevelopment, protection from new sources of contamination, and to generate data
that support the identification and remediation of existing contamination present In
groundwater In essence, protection will resuit in the preservation of the groundwater
resource at the RFP from loss or degradation Protection of groundwater resources is
considered to be desirable whether or not the groundwater 1s actively used as a resource.
In addition to these broader goals, all regulatory and technical requirements detailed in
the previous sections of this document must be considered and addressed as a part of
the Groundwater Protection Program In a larger sense, the requirements placed on the
Groundwater Protection Program by both the program goals and the reguiatory
requirements can be summed up by stating that knowledge of the physical and chemical
characteristics of the geologic media in which groundwater flows and the physical and
chemical nature of groundwater is needed in order to protect this resource
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These differences among components of the overall groundwater monitonng program are
known primanly to the vanous managers responsible at the RFP for certain monitonng
or remediation activities  In this manner, an overall (comprehensive) protection program
serves the needs of a number of broad program goals in addition to the specific
information needs of a number of project managers Groundwater and surface water
monitoring activities are a subset of this overall Groundwater Protection Program. A bnef
discussion of the broad goals and the portions of the Groundwater Protection Program
and the data needs for each portion of the Groundwater Protection Program that support
these goals are presented below This discussion is followed by a detailled discussion of
the groundwater monitoring program which is the pnimary system used i1n groundwater
protection and management

4 22 Protection from Overdevelopment

In general, the nghts to groundwater resources in Colorado are unrelated to ownership
of the land under which those groundwater resources are located However, for the
Denver Basin aquifers, which includes the lower aquifers at the RFP, the nght to
groundwater resources does derive from land ownership so long as the water i1s not
tributary to any surface water supplies The rationale for this distinction i1s the fact that
the withdrawal of water from these aquifers has little or no effect on surface streams or
tnbutary groundwater and that recharge to the aquifers 1s mimmal, making withdrawal of
the water equivalent to the extraction of a mineral Tnbutary groundwater 1s that
groundwater which contnibutes to flow in streams Nontnbutary groundwater I1s that
groundwater which is not tributary groundwater Withdrawal of more than a specified
amount of nontrnbutary groundwater underlying a piece of property is prohibited Tnbutary
groundwater may also be developed by landowners, but a water-rights augmentation plan
must be developed, approved, and implemented to prevent any injury of senior water
nghts Given the above considerations, any development of groundwater near the RFP
cannot legally affect the groundwater under the RFP boundanes. Nevertheless, should
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large-scale development of groundwater resources in the area be planned, the RFP
personnel will evaluate the immediate and potential impacts such development may have
on groundwater at the RFP and take appropnate action

The protection of the RFP groundwater from overdevelopment has been a relatively minor
consideration to date The pnmary data needs for protection of groundwater from
overdevelopment are monitoring of groundwater elevations and the results of
drawdown/pumping tests throughout the RFP groundwater monitoning network as detailed
in the RFP Standard Operating Procedures (SOPs) These data are routinely generated
as a part of the Groundwater Monitoning Program for those geologic media monitored.

4 2 3 Protection from New Sources of Contamination

Potential groundwater contamination could be from both known or unknown sources of
contamination All known new potential sources of the RFP groundwater contamination
will be monitored before, dunng, and immediately following the implementation of any
operations which could potentially impact groundwater quality This monitoring will be
planned and executed in order to determine the site-specific ambient groundwater
conditions The intent of such monitoring I1s to iImmediately detect any release of
contamination to groundwater Similarly, the design and implementation of any operation
which could potentially impact groundwater will be consistent with the Groundwater
Protection Program at the RFP

The occurrence of unknown new sources of the RFP groundwater contamination is
expected to be identified by the extensive groundwater monitorning network at the RFP
(Plate 1) This extensive monitoring network will help identify contamination from
unknown sources Groundwater i1s routinely sampled as detailed in the SOPs. Resultant
data are generated as a part of the Groundwater Monitonng Program for those aquifers
from that network monitored Evaluation of these data will identify unknown new sources
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of contamination by identification of elevated contaminant concentrations near the source
of contamination

4 2 4 Identffication and Remediation of Existing Contaminated Areas

Known areas of groundwater contamination (as detailed in Section 2 0 of this document)
and known areas of potential groundwater contamination (as identified in Section 1.3.1
of this document) are included in this RFP Groundwater Protection Plan for investigation
and potential remediation of the contaminated source The purpose of the remedial
actions 1s to prevent the further migration of contamination (thus protecting currently
uncontaminated areas) and to cleanup already-contaminated areas Those areas already
contaminated or potentially contaminated are included in designated Operable Units
(OUs) and are scheduled for investigation and potentially for remediation as detailed in
the IAG These areas are protected from further contamination and are monitored for
groundwater charactenstics in order to identify the extent of existing contamination and
the rate of contaminant migration and to develop the data necessary to adequately
formulate a plan for appropriate remedial actions The routine generation and analysis
of the data generated in these areas will identify data needs When data needs are
identified, appropnate action will be implemented to generate these data. Data to support
the goal of identification and remediation of existing contaminated areas are routinely
generated as detailed in the Groundwater Monitoring Program

4.3 Groundwater Monitoring Program

Groundwater monitonng is an essential function of groundwater protection The overall
objective is to identify and protect groundwater resources in the vicinity of the RFP from
further or potental damage The goal is to assess the qualty and quantity of
groundwater resources in the vicimty of the RFP in order to properly manage it
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The Groundwater Monitonng Program at the RFP currently consists of 259 wells and
piezometers, which are currently sampled regularly The program has been designed to
protect the groundwater and to measure the concentration of hazardous constituents and
determine the rate of movement, and to define the extent of any contaminant plumes in
the uppermost aquifer within the RFP boundarnies (Plate 1) The "uppermost aquifer” is
descnbed in Section 2 2, Hydrogeology, of this document. Three OUs, (the Solar
Evaporation Ponds (OU4), the Present Landfill (OU7), and the West Spray Freld (OU11))
at the RFP are subject to Intenm Status groundwater monitonng requirements under
RCRA The remainder of the RFP OUs are sampled to charactenze the groundwater
dunng RFI/RI activities or do not require a specific groundwater monitonng system, but
have been included in the RFP Groundwater Monitoring Program to supply hydrogeologic
and analytical data needed to charactenze other areas of the RFP The water-quality
vanables for analysis for monitoring wells in OUs are provided in the workplans for the
OUs The workplans are approved by the land regulatory agency

The well network undergoes constant evaluation to determine the most effective approach
to sampling groundwater at the RFP  This evaluation takes into account current
regulations and streamlines the program to meet those requirements in the most efficient
manner Water-quality vanables for analysis have been selected based upon EPA and
CDH requirements, technical needs, and the history of operations at the RFP (see Table
2-5)

The existing RCRA groundwater monitoring network in use at the RFP 1s compnised of
both Groundwater Quality Assessment and Alternate Groundwater Monitoning Systems
that are establishing compliance with the regulatory requirements of 6 CCR 1007-3,
265 93 (40 CFR 265 93) and 6 CCR 1007-3, 265 90(d) (40 CFR 265 90 (d)), respectively.
Included in the RFP groundwater monitoring program are

- A network of background wells;
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- A network of monitonng wells,

. - A monthly measurement of water elevations,
- A quarnterly samphng and analysis program,
- An assessment program,

- A program for reporting information to the appropnate regulatory and
community agencies on an annual basis,

- A well abandonment and replacement program,

- An annual evaluation program,

- A protection program, and

- A special projects program, e g, FY 91-92 charactenzation of groundwater

at the Wind Site to establish groundwater quality in accordance with WQCC
standards

The groundwater monitoring network at the RFP 1s compnsed the following of five
. categones of monitoring wells

. RCRA wells - Wells that monitor the shallow, unconfined aquifer and which
are used to

- Immediately detect any statistically significant amounts of hazardous
constituents that migrate into the shallow, unconfined aquifer;

- Determine the rate and extent of migration of hazardous waste
constituents in groundwater, and

- To charactenze groundwater for RFI/RI activities.

. CERCLA wells - Wells that are installed to charactenze the groundwater for
RFI/RI activities

. Boundary wells - The monitoring wells at the RFP boundanes used to
determine whether groundwater 1s leaving the RFP These wells are
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located downgradient of the RFP affected activities (i e., specified wells
along Indiana Street) (see Plant 1)

. Background wells - Wells that monitor the groundwater in areas upgradient
or cogradient of the RFP

. Charactenzation wells - Wells not included in any of the previous
classifications but which are needed to charactenze the groundwater (i.e.,

wells within a RCRA OU that monitor confined hydrostratigraphic units not
present by indicating hazardous waste contamination).

Detalled information on well categories and the groundwater monitoring network is In
Appendix C

431 Program Field Activities

Quarnterly Sampling and Analysis

Two hundred fifty-nine wells provide the basis of the presently operational groundwater-
sampling network (Appendix C) All wells that contain water each quarter are sampled.
A quarterly schedule of sampling and analysis of water quality in wells at the RFP has
been chosen In order to generate data representative of the various groundwater
conditions at the RFP and to ensure compliance with applicable groundwater regulations.
For example, RCRA regulations require quarterly groundwater monitonng The frequency
of sampling for wells used to charactenze groundwater for CERCLA investigations has
not been specified All wells are purged and sampled according to procedures detailed
in SOP GW 6 (EG&G, 1991f) The samples are analyzed for the Target Analyte List (TAL)
for VOCs, radiochemical constituents, and trace metals (Table 2-5) Wells not containing
water during any given quarter are measured again for water level the following quarter
If water 1s not detected after eight consecutive quarters, the well would not be considered
useful and it would become a candidate for abandonment
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A data-collection schedule has been proposed for the quarterly sampling network This
will ensure that samples for any particular well are collected as close as possible to
quarterly intervals The schedule is used as a guide (except as required by specific
regulations), and may be modified as needed to account for unplanned changes that
occur dunng the sampling quarter

EG&G Environmental Restoration SOP GW 6 Groundwater Sampling (EG&G, 1991f)
descnbes the procedures used for the collection of all groundwater samples.
Fundamental aspects of these procedures are as follows

- Sampling techniques should not introduce contamination to samples or wells

- All downwell equipment will be made of matenals considered to be inert.
Techniques for the use of this equipment will ensure a high level of sample
integnty and minimize the potential for cross contamination of samples or
contamination of any well with foreign matenals

- Water elevations will be taken in accordance with SOP GW 1 (EG&G, 19919).
- Sampled water should represent formation water

- All sampling devices are designed for the collection of representation samples that
reflect actual formation conditions Well productivity 1s equally important when
employing techniques for the use of sampling equipment Not all alluvial and
bedrock formations at the RFP produce enough water to sustain a constant well
water level while purging, some wells dewater dunng purging Recharge water
becomes aerated while cascading along the inner wall of the well casing, which
potentially alters the chemistry of the collected water Therefore, specific recharge
volumes and sampling times have been established that produce samples most
closely representing formation conditions

- All water collected after the purging crntena are met 1s considered to be
homogenous Replicates collected as split samples for regulatory agencies are
assumed to be identical to samples collected for EG&G To further ensure the
replicate samples are identical, sample containers are filled alternately for the
regulatory representative and the EG&G sample crew

- All sampling techniques are standardized to ensure reproducibility of results.
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- All field sample crews are trained in the techniques descnbed in the SOPs, and
standardized equipment is used dunng the sampling events This symmetry
between sampling crews eliminates sampling vanability. Samples collected dunng
any quarter can be compared to previous and subsequent quarters without
implications of field inconsistencies

- Anthropogenic contamination at any level should be identified

- Whenever there are imited sample volumes available for collection and the entire
analyte list cannot be analyzed, the sample analyses are pnontized in the following
manner and per EG&G Environmental Restoraton SOP GW 6 Groundwater
Sampling (EG&G, 1991f) as follows

Hazardous Substance List VOCs
Gross alpha and beta

Uranlum (233, 234, 235 and 238)
Inorganic ions (Chionde fluonde, sulfate, phosphate, and carbonate)
Nitrate/Nitnte, as Nitrogen
Orthophosphate

TAL Metals

Plutonium 2%%2%

Radium %% 28

Strontium 89%

Cesium ¥

Tntium

Amerncium 2*'

Cyanide

Radiation Screening

- The 1solation and sample collection of immiscible phases are pnmary concemns of
the RFP management, and the program sampling procedures to address these
concerns are described in SOP GW 6 Groundwater sampling

Quarterly Measurement of Groundwater Elevations

As part of the Groundwater Protection and Monitonng Program Plan, two hundred fifty-
nine wells are measured for water level during the first week of each quarter. These data
are collected within one week of each other so that the measurements are as temporally
related as possible This allows the preparation of the RFP-area wide water-elevation
maps that accurately portray conditions for that penod. This addresses both a regulatory
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requirement and a technical need to accurately know groundwater flow directions. For
Instance, three wells that are downgradient of a given site one quarter may not qualify as
downgradient in another quarter Such a situation could require installation of additional
wells to determine if contamination 1s migrating away from the site This task has been
designed to produce data that are as synoptic as possible using manual techniques.
Between two and five sample crews are mobilized to complete this task within five days.
All water levels are measured as descnbed in EG&G Environmental Restoration SOP
GW 1, Water Level Measurements in Wells and Piezometers (EG&G, 1991g). In addition,
well condition 1s assessed during this task and the information i1s used to coordinate
subsequent monitoring tasks Data have been collected in this manner since the first
quarter of calendar year 1990

Water level measurements collected prior to the first quarter of 1990 did not serve as a
specific water-level measurement task Groundwater levels were collected pnor to
purging dunng each sampling event but a complete set of water levels was not coliected
In a given week

Monthly Measurement of Groundwater Elevations

For all months when a quarterly water-level measurement task 1s not performed, a subset
of wells listed in Appendix C are measured for water level These monthly measurements
of water level are made in order to better understand both seasonal and year-to-year
groundwater elevation fluctuations at the RFP Some wells at the RFP only contain water
dunng certain penods of the year Monthly water-level data for these wells may provide
information useful in the evaluation of these fluctuations This addresses both a
regulatory requirement and a technical need to know groundwater flow directions and
fluctuations This task 1s performed over five days by one field crew Before being
finalized, results from each month’s measurements are compared to those taken dunng
the most recent previous water level monitonng Because groundwater sampling is
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performed concurrently with this task, the process of dewatenng wells that recover slowly
may affect the representativeness of the monthly water levels. Measurements that may
not reflect natural formation conditions are flagged with an appropnate qualifier

Well Maintenance

Well maintenance 1s an important aspect of in any groundwater monitonng program.
Wells must be maintained in order to ensure the usefulness of the well as well as to allow
the collection of samples representative of groundwater qualty.

Total well depth 1s recorded quarterly dunng the initial water-level measurement task.
The measured total depth 1s compared to "as-buiit" drawings and the amount of
accumulated sediment in the well 1s evaluated overtime Wells in which matenals smalier
than the well screen size has accumulated are scheduied for redevelopment. The
principal critenon needed for redevelopment is the accumulation of sediments above the
base of the screened casing interval Redevelopment 1s designed to eliminate
excessively turbid samples and therefore to produce better sample qualty. In addition,
wells with minimal sediment accumulation have more water-storage capacity This Is
important in all wells that bail dry and require multiple days for sample collection.
Redevelopment methods are based on an understanding that low-energy methods are
the most appropnate for the aquifers at the RFP that have relative low hydraulic
conductivity These methods are described in detall in EG&G SOP GW 2 (EG&G,
1991h)

Additional information concerning the integnty of the well is collected dunng each
quarterly water-level measurement task Well pads that are superficially cracked are
scheduled for repair Surface seals that are broken and show evidence that surface
runoff may have destroyed well integnty are not repaired Instead, they are considered
for abandonment The maintenance of mark points for elevation reference are also
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venfied These are the points at which water-level measurements are referenced and
should be easily identifiable in order to ensure accurate water-level measurements. If the
mark points do not exist or are difficult to locate, new mark points are etched into the
northern edge of the well casing Finally, the annulus between the well casing and the
protective structure 1s cleared of accumulated debns

Well Abandonment and Replacement

In certain cases, it will become clear that the usefulness of some groundwater monitonng
wells is exceeded by the potential iability associated with the existence of that well. Such
wells should be considered for abandonment/replacement Abandonment of a given well
will result in elimination of the well from the monitoring network in such a manner that the
well will not remain a conduit for groundwater or contaminant migration Clearly, all
possible actions are taken during well installation and subsequent use to minimize the
numbers of wells that need abandonment/replacement. However, well abandonment/
replacement is a necessary consideration in any groundwater monitonng program.

A complete review of all wells for viability and program usefulness has been performed
per specific recommendations made by the Governor's Rocky Flats Scientific Panel on
Monitoring Systems The review results in a list of wells to be considered for
abandonment Wells that fail to meet the following critena are placed on this list

The review of wells for viability in the program includes the following cntena

- All well records must be complete

- Wells must be constructed of matenals considered by industry standards to be
appropnate for monitoring wells.

- Well completion procedures are adequate to isolate a specific aquifer and to
eliminate the potential of cross contamination of other aquifers
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- Well completion procedures are adequate to eliminate the flow of surface water
Into the well along the casing

- Well integnty has not deteriorated over time
- Obstructions are not present that restrict access to the total length of the well.

- The well 1s capable of yielding enough water to be sampled at least once every 8
quarters

The review of wells for usefulness in the program includes the following cntena:

The well 1s integral to the current groundwater monitonng program
- The well 1s integral to other ongoing RFP programs

- The well 1s integral to future RFP programs

The well redevelopment task will be used as a quarterly review to assess well
degradation Wells that fail the viability and usefulness test at any time will be considered
for abandonment In addition, the RFP wells will be reviewed annually for identification
of those wells that do not meet the cnteria established by the Governor's Panel. These
wells will also be considered for abandonment

Spectal Projects Program

Groundwater resources at the Wind Site facility located in the northwestern buffer zone
are being charactenzed to evaluate if it has been contaminated In 1989, benzene was
detected In a tap water sample from the facility The objective of the charactenzation is
to determine If in fact the groundwater at the Wind Site 1s contaminated. If the water is
found to be contaminated, then it will be necessary to identify the groundwater flow rate
and direction as well as to identify the source and concentration of contamination.
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4 32 Standard Operating Procedures (SOPs)

The Enwvironmental Management Division Standard Operating Procedures (SOPs)
required to perform the groundwater monitoring tasks have been approved by CDH and
EPA Compliance with the requirements set forth in these SOPs should produce data
that I1s representative of groundwater quality, comparable from well to well, and
reproducible for any given well These are requirements of a groundwater protection
program both regulatonly and technically

4 33 Quality Assurance/Quality Control (QA/QC)

Spectfic QA procedures have been wntten to enforce compliance with the SOPs and have
been included in the Quality Assurance Project Plan (QAPP) which was transmitted to
EPA and CDH on June 1991 Certain Quality Control (QC) measures have been
incorporated in the SOPs This was done to ensure that data are collected properly and
that the measurements are accurate

The Rocky Flats Environmental Data Base System (RFEDS) is an Oracle-based relational
database developed by the EG&G Environmental Restoration Department to serve as a
controlled source of analytical and field data Data currently managed in RFEDS include
radiochemistry, volatile and semi-volatile organic compounds, pesticides, metals, and
Inorganic parameters for surface water, soils, and sediment monitonng samples. Field
parameter data (sample location, sample date, pH, Eh, conductivity, and temperature) are
included as well as groundwater level measurements, and chemical information (CAS
numbers, physical parameters, detection limits, levels of concern) Each sample
parameter in RFEDS contains a field for the validation code and four fields to validate
acceptable or rejected data Specific procedures for verfication of database information
denved from contracted sources or put directly into RFEDS have been developed and are
being implemented These procedures provide QA documentation that assures all
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available data have been incorporated and entered or uploaded properly into RFEDS.

Other procedures have been developed for database system secunty and software
change control

All laboratory work 1s done to Contract Laboratory Program (CLP) standards. The QA/QC
for any non-CLP and non-radiochemistry also parallels CLP protocol to include continuous
equipment calibrations and method blanks for every 1 in 10 samples. The CLP-type
analysis i1s outlined in Section 2 4 of the General Radiochemistry and Routine Analytical
Service Protocol (EG&G, 1990h) Ten percent of all data routinely undergo the validation
process

4 34 Technical Issues® Aquifers vs Hydrostratigraphic Units

The definition and general understanding of an aquifer is indistinct Freeze and Cherry
(1979) define an aquifer as "a saturated permeable geologic unit that can transmit
significant quantities of water under ordinary hydraulic gradients.” Fetter (1988) defines
an aquifer as "rock or sediment in a formation, group of formations, or part of a formation
which i1s saturated and sufficiently permeable to transmit economic quantities of water to
wells or spnngs " A hydrostratigraphic unit has been defined as a portion or group of
geologic formations with similar hydrologic charactenstics (Fetter, 1988). These units,
which include the Rocky Flats Alluvium and the subcropping Arapahoe Formation
sandstones, have hydraulic conductivities in the range of 10° cm/sec which equate these
hydrostratigraphic units with a very poor aquifer The confined unweathered
hydrostratigraphic units such as Arapahoe Sandstones Nos 3, 4, and 5 have hydraulic
conductivities of 10® cm/sec, which I1s so low that for practical purposes these
sandstones do not qualify as aquifers Hence, only the Rocky Flats Alluvium and the
subcropping Arapahoe sandstones that compnise the uppermost hydrostratigraphic unit
will be referred to as aquifers, whereas, the Arapahoe Sandstone Nos 3, 4, and 5 will be
referred to only as hydrostratigraphic units
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4 35 Data Analyses

Section 3 0 detailed a number of requirements of the existing Groundwater Protection and
Monitoring Program  These objectives basically fall into two categornes: 1) site
characternization and establishment of baseline background chemical concentrations; and
2) monitoring for chemical releases The following paragraphs descrbe the data analyses
planned for meeting these two fundamental objectives

Groundwater chemical analyses are received from the analytical laboratones, undergo
data validation, and are entered into the RFEDS database The subsequent analyses of
these data includes statistical analysis, hydrogeologic modeling, and nputs to
geochemical modeling The statistical analysis will be descnbed here in general terms
and modeling efforts are outlined in Section 4 3 6

A similar set of statistical procedures will be used to meet both of the above mentioned
fundamental objectives However, in the case of establishing background analyte
concentrations, the application of multivanate analysis of vanance (MANOVA) and
confidence intervals will be used Chemical occurrences and releases will be evaluated
through comparison of non-background data to outliers, analysis of vanance (ANOVA)
procedures, or tests of proportions

The data will imtially go through a cleanup phase This data-preparation phase will
Involve removing data marked as rejected during data validation and testing for outliers.
The treatment of outliers requires professional judgment on the part of the geostatistician,
because outliers may result from numerous causes Some outliers may be the result of
outnght errors in transcnption or the incorrect reading of an analytical instrument They
also may be real observations drawn from a skewed distnbution or they may indicate the
presence of unexpected contamination Attempts will be made to explain noted outliers
and to correct those that are the result of recoverable errors However, some outliers
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may be excluded from further analysis so as not to bias the computation of statistics such
as the mean and standard deviation Any outliers removed from the dataset will be
discussed in the report resuiting from the analysis. The handling of outliers in the
database and statistical methods used must follow those approved by EPA (Rockwaell
International, 1989a and EG&G, 1990b)

The proportion of non-detects is examined, and the non-detects are replaced with a value
of half the detection imit for statistical computational purposes Also, normal and
lognormal probability piots will be used to examine the data distnbutions.

Background populations will be determined through MANOVA (or ANOVA) analysis using
Statistical Analysis System (SAS) or equivalent statistical software. The basic ideas
underlying analysis-of-vanance techniques are to separate and identify the sources of the
vanance observed in a set of data and to test the hypothesis that a number of
populations (represented by samples) are statistically identical

After the background populations have been selected using ANOVA techniques,
background tolerance intervals will be computed The confidence intervals are expected
to be the principal means of identifying chemical anomalies which may tndicate
anthropogenic chemical contamination ANOVA or a test of proportions may also be used
to compare downgradient wells with background wells to determine chemical occurrences
when confidence intervals are not available

After suffictent data have been collected, the dataset will be examined for any noted
effects of seasonal vanability The rationale for studying seasonal vanability i1s that
seasonal changes in analyte concentrations may resuit in a false reading that exceeds
an upper tolerance mit
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4 36 Modeling

Computer modeling of groundwater flow and groundwater contaminant transport at the
RFP 1s a necessary tool for charactenzing the groundwater flow regime and determining
the fate of contaminants introduced to the groundwater system. The value of the
modeling approach I1s its ability to integrate site specific data with equations descnbing
the relevant physical and chemical processes to predict changes in groundwater flow and
qualty Inaddition to furthenng our understanding of the hydrogeologic system, modeling
directly supports (1) remedial action design by evaluating the effectiveness of methods
for containing and treating groundwater, (2) nsk assessment through estimation of
contaminant concentrations at potential receptor locations, and (3) the design of
monitonng networks by estimating the extent and configuration of the contaminant plume.

Purpose

Groundwater flow and contaminant transport modeling is being implemented at the RFP
to meet the following objectives

1) Integrate geologic and hydrogeologic charactenzation data into a conceptual
model of site-wide groundwater flow This process is inherently iterative

and provides a basis for an evaluation of the site-wide charactenzation
program In addition, the site-wide model will provide estimates of (a) the
seasonal groundwater pressure distnbution, (b) groundwater travel times
from areas of known contamination to specific discharge points or other
areas of concern, and () transient boundary conditions that can be applied
to smaller scale models

2) Predict the movement of contaminant plumes and evaluate the potential for

contaminant migration along exposure pathways Contaminant transport
modeling 1s necessary to estimate the rate and extent of contaminant

migration and concentration at biological receptor points Modeling will
directly support human health nsk assessment

3) Evaluate the effectiveness of remedial actions Groundwater flow and
contaminant transport modeling will be implemented dunng the feasibility
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and design phases of remedial actions that remove, contain, or otherwise
prevent the dispersal of contaminants

4) Assist in the design of the groundwater monitonng network. Calculation of
the rate and extent of contaminant plume movement will assist in optimizing
the spatial and temporal sampling densities of the monitonng network.

Modeling apphcations and evaluations will be conducted at vanous scales at the RFP.
The largest scale will involve a regional/site-wide model including recharge areas west
of the RFP (between Highway 93 and the foothills), discharge areas (such as seeps),
Great Western Reservoir, and Standley Lake The purpose of this model is to evaluate
the potential regional impact from the RFP and to provide transient groundwater boundary
conditions to specific OU models Other applications at smaller scales such as the 881
Hillside, the 903 Pad, Mound, and East Trenches, and the Solar Evaporation Ponds will
focus on local contaminant sources and discharge points

Groundwater flow will be modeled within those geologic units discussed in Section 2.1
The Rocky Flats Alluvium, colluvium, valley fill, weathered claystones, and subcropping
sandstones of the Arapahoe Formation and Laramie Formation are of pnmary concermn.
Sandstones confined by lower permeability competent and weathered claystones will also
be evaluated for potential hydraulic connectivity with overlying contaminated units
through the modeling and field charactenzation program The number of specific units
modeled will vary as a function of the model scale and purpose

A significant area of the surficial matenal at the RFP, though perhaps not a significant
volume, Is unsaturated dunng the dry summer and fall quarters It i1s necessary to
evaluate the need for unsaturated flow monitonng and modeling to evaluate transport in
the vadose zone The potential for vadose zone flow will be evaluated spectfically for
hillslope areas such as the 881 Hillside and Solar Evaporation Ponds where the potential
for vadose-zone contaminant transport exists
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Data_Requirements

Hydraulic properties of the hydrologic units denved from charactenzation investigations
will be utiized in the modeling process In addition, hydraulic conductivity data, specific
storage, and specific yield data will be available from four multiple well aquifer tests
scheduled for completion in 1991 Longitudinal dispersiviies will be available from
several in situ dispersivity tests scheduled for completion iIn 1992. The hydraulic
conductivity and effective porosity values will be available from an ongoing laboratory
analyses program

Hydrologic unit geometry and boundary conditions are available from the current
hydrogeologic charactenzation and mapping program. A subset of the quarterly water
level measurements discussed in Section 4 3 are measured within one week to provide
a single point-in-time representation of groundwater levels that will support model
calibration In addition, these data allow calculation of saturated thicknesses and
delineation of unsaturated alluvial areas Natural stresses on the hydrologic system such
as recharge from infiltration and discharge at seeps, streams, and from evapotranspiration
are currently being charactenzed

Measurement of unsaturated hydraulic conductivity and development of moisture retention
curves are part of a vadose zone characterization program scheduled for implementation
in 1991 This program will make use of In situ field measurement equipment (i.e.
tensiometers) and laboratory testing of core matenals in areas where unsaturated zone
characterzation 1s necessary

Geochemical Modeling

Geochemical modeling applications (as described below) will be performed using the RFP
groundwater and bore hole geochemical data. Geochemical modeling 1s useful for
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interpreting and quantifying the effects and relative importance of adsorption, ion
speciation, reduction/oxidation environment, ionic strength, temperature, and the
solubilities of solid phases on the concentrations of aqueous constituents in groundwater.
This modeling will be used to understand interactions between the groundwater chemistry
and authigenic phases which may be present in the porous medium (hydrostratigraphic
unit) Modeling 1s also useful for explaining any systematic evolution of groundwater
chemistry from recharge to discharge points

In recent years, geochemical modeling has increasingly overlapped with hydrological
modeling In the areas of chemical fate and transport A growing number of hybnd
(hydrogeochemical) models combine hydrological processes, evaluating processes, such
as the advection and dispersion of solutes, with the simulation of one or more
geochemical processes, such as adsorption or the degradation of organic chemicals
through hydrolysis

Both classical and hybnd geochemical models have unique advantages and will be used
to model groundwater resources underlying the RFP Geochemical models excel in their
ability to model a wide spectrum of water chemistry processes and inorganic chemical
systems Some of the hybnd models tend to be imited in their depth of modeling
chemical processes, but they excel at addressing the transport and attenuation of organic
compounds moving through an aquifer Hybnd models that may be used on the RFP
groundwater are SUTRA, RANDOM WALK, ODAST, and MOC Classical geochemical
models to be employed at the RFP may include PHREEQE, MINTEQA1, and EQ3/6 The
advantages of each of these models are discussed below

PHREEQE is a commonly used model developed by the U S Geological Survey (USGS)
that 1s easy to use and relatively versatile It performs equiibnum aqueous speciation
calculations and determines the state of saturation of a natural water with respect to
precipitation or dissolution of mineral phases PHREEQE can also perform mass transfer
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calculations, following one or more phase boundanes and calculate pH and Eh as
dependent vanables The program can simulate the reaction of water with a solid phase
the effect of mixing of two different waters or the titration of one water by a second one

MINTEQA1 1s a widely employed equilibrium metal speciation model supported by the
EPA Like PHREEQE, it 1s able to model a range of water chemistry problems, but it I1s
more flexible in its ability to model sorption  Six sorption models are built into the code.
The choice of sorption model 1s largely dependent on the availability of sorption data.

EQ3/6 is a complex family of codes developed at Lawrence Livermore Laboratory. The
EQ3/6 package consists of two main modeling codes, EQ3NR and EQS6, as well as
support programs such as MCRT EQS3NR is the basic equilibnum speciation model,
while EQ6 provides sophisticated mass transfer modeling, including kinetics. EQ6, for
example, can follow the chemical evolution of a packet of groundwater as it moves
downgradient These codes make use of the EQLIB software library and have a very
extensive data base that can be used to model typical groundwaters and those at high
water temperatures or with high salinities

The amount and usefulness of geochemical modeling i1s obviously imited by the quantity
and quality of the data In general, a geochemical model should have data for all major
dissolved constituents in groundwater, along with the trace elements of interest. Reliable
field-measured pH values can be critical to this type of modeling Geochemical models
are much less sensitive to parameters like water temperature

Knowledge of the oxidation-reduction (redox) state of the water i1s important for those
chemical systems with multiple oxidation states such as the wron, sulfur, chromum, and
uranium system Unfortunately, the redox state of a natural water 1s not easy to quantify.
In fact, most groundwater 1s probably not in redox equiibnum The concentrations, or
simply the presence or absence of redox-sensitive species like dissolved oxygen and
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hydrogen sulfide, can often be used to estimate the redox state of the water for modeling
purposes

In addition to water chemistry data, it 1s desirable to have information regarding the clay
mineralogy and the framework mineralogy of the hydrostratigraphic units. Especially
important is the presence or absence of authigenic solid phases and organic matter.
Authigenic phases tend to be closer to equilibnum with the prevailing water chemistry and
may be important in modeling adsorption and precipitation They also may provide an
indication of the prevailing redox environment The content of organic matter can be
important in estimating the effects of adsorption as well as the redox environment. The
effects of sorption will probably be modeled using partition coefficients because 1t is the
simplest approach with the most data available

Model Application

Groundwater flow and contaminant transport modeling at the RFP will consist of several
components As discussed previously, a site groundwater model is necessary to provide
hydrologic boundary conditions for smaller scale models and to evaluate site-wide flow
Analysis of available data for sitewide and regional scale modeling 1s underway Models
currently under consideration for regional and sitewide scale modeling include MODFLOW
(USGS), SWIFT (GeoTrans), SUTRA (USGS), and TARGET (Dames and Moore).

Site-wide model development will incorporate sensitivity analysis to determine model
parameters or boundary conditions that are responsible for a significant change in model
response (e, change in the groundwater head distnbution) Such an analysis Is
necessary to assist in evaluating the environmental monitonng network and determining
areas of the plant and surrounding areas that may require further geologic
charactenzation Unsaturated flow and transport codes under consideration include
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VADOSE (Analytic and Computational Research, Inc), SUTRA (USGS), and SWANFLOW
. (GeoTrans), and TARGET (Dames and Moore)

Models applied to specific OUs will be selected according to the following cntena:

1) The selected models must be able to adequately simulate site conditions.

2) The complexity of the model must satisfy the study objectives and available
data

3) The selected models must be venfied and reasonably well field tested.

4) The selected models must be documented, peer reviewed, and available.
Preference will be given to models that supply onginal source code and are
in the public domain

Models under consideration for modeling groundwater conditions at the RFP OUS5 include
but are not limited to, MOC (USGS), SWANFLOW (GeoTrans), SWIFT (Sandia National
Laboratory), GASOLINE (USGS), TARGET (Dames and Moore) and MT3D

. (Papadopulos) These codes vary in their dimensionality, type (finite element, finite
difference), and in the physical and chemical parameters modeled

44 Groundwater Protection From Future Contamination

The best method to protect the groundwater at the RFP 1s to eiminate potential for
contamination before it occurs Currently, proposed RFP monitoring and review activities
are being evaluated to ensure integnty of the groundwater system A review team has
been established to review all inventory and resumption procedures for environmental
concerns All construction activities (including those in the Protected Area) are scrutinized
to ensure that groundwater wiil not be compromised
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If the groundwater 1s contaminated or suspected of becoming contaminated, then an
active, well-designed monitoring program protects that groundwater resource that has not
been contaminated By monitoring the concentrations, rate of movement, and extent of
the contaminant plumes, 1t 1s possible to initiate remedial actions that will protect the clean
groundwater

A recent RFP example of groundwater protection occurred in response to the proposed
landfil area Dunng the siting study, monitonng wells were installed to evaluate
groundwater constituents and concentrations The proposed locations of the landfill were
predicated on the need for low water-table levels to limit potential groundwater
contamination by contact with the future landfill

In addition, a continual evaluation of the monitoring wells is needed to protect areas that
are classified as uncontaminated The Well Abandonment and Replacement Program is
designed to remove wells from the groundwater monitoring program that are damaged
or suspected of having cross flows that could contaminate clean intervals As stated
previously, all of the pre-1986 wells are scheduled to be abandoned beginning in FY 92,
because the construction for most of these wells is not known and there 1s a potential for
cross contamination in lower bedrock intervals

4.5 Groundwater Remediation Program

The specifics of the groundwater remediation program at the RFP will be largely defined
in the future The reasc : for this delay i1s that the majonty of sites at the RFP are not yet
adequately charactenzed to formulate the appropnate remedial actions. However, the
process of selecting which remedial alternatives are most suitable for a given site are
identified in the IAG The IAG defines the general process of site remediation, including
groundwater remediation, for any site at the RFP requinng it These general
requirements comply with all RCRC, CERCLA, and CHWA requirements. The cleanup
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process descnbed in the IAG requires a thorough investigation of a given OU in order to
assess the nature and extent of contamination at the facility. The results of these site-
charactenization activities are published in the RCRA RFI/Rl report An evaluation of the
suitable remedial action alternatives must then be performed This evaluation initially
considers many possible methods for remediation but narrows the possible alternatives
down to those that are most effective, long-lasting, and cost effective A preferred
remedial action 1s eventually selected This evaluation and its conclusions are published
in the Corrective Measures Study/Feasibility Study (CMS/FS) The CMS/FS I1s made
available to the public dunng a 60-day comment penod during which a public heanng will
also be held DOE then has to respond to all public comments in a Responsiveness
Summary If the Responsiveness Summary i1s adequate, it becomes part of the
Administrative Record, and the remedial action for the OU s selected taking into
consideration the public comments received Next, the Corrective Action Decision
(CAD)/Record of Decision (ROD) 1s prepared. This documents the decision making
regarding final remediation A detailed plan for implementing the remedial action s then
submitted and remedial action can proceed in addition to the above, an Intenm Measure
or Intenm Remedial Action (IM/IRA) can be performed at any time if site conditions
warrant this action IM/IRAs are implemented as short term responses to immediate
threats to human health and the environment due to the extensive time it typically takes
to determine final remedial actions The IM/IRA occurs before and must be consistent
with final remedial actions at the OU Final remedial actions ensure a more permanent
and broad solution to the environmental contamination identified

At present, three IM/IRAs in OUs 1, 2, and 4 are underway or planned at the RFP Only
one of these IM/IRAs directly addresses remediation of contaminated groundwater. The
IM/IRA for OU1 includes construction of both a French drain system to intercept
contaminated groundwater and a holding and treatment system for this contaminated
groundwater This type of IM/IRA is typical of the IM/IRAs and final remedial actions that
may be used at the RFP to address contaminated groundwater The IM/IRA documents
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\ for QU2 surface seeps address the issue of whether the water flowing at these surface
. seeps should be separately coilected for treatment This IM/IRA 1s currently being
reviewed and discussed with the regulatory personnel. The IM/IRA documents for
groundwater collected and stored OU4 also addresses the i1ssue of treatment of these
waters (collection of the groundwater 1s not addressed in the IM/IRA document). This

IM/IRA s also under review by the regulatory personnel
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5.0 EVALUATION OF EXISTING GROUNDWATER PROTECTION AND
MONITORING PROGRAM

This section of the report presents a companson of the existing groundwater monitonng
program at the RFP (Section 4 0) with the requirements of the groundwater monitonng
program as identified in Section 3 0 of this report. Areas of deficiency are identified and
are addressed in Section 6 0 of this report

5.1 Compliance Posture
511 Regulations

For the purposes of this section of the repon, the "regulations” are considered to include
the DOE Orders as well as the environmental regulations enforceable by CDH or EPA.

The Groundwater Protection and Monitoning Program presented in Section 4 0 of this

‘ report has been evaluated and every effort is being made to ensure it 1s in compliance
with the regulatory requirements discussed in Section 3 0 of this report The existing
groundwater monitoring program either has activities in progress to comply with or
address the following requirements

- Protecting groundwater resources from contamination (required by the DOE
Orders),

- Charactenzing and assessing the geologic units at the RFP and their impact
on groundwater flow and direction (required by the RCRA Intenm Status

regulations),

- Determining the direction and velocity of groundwater flow (required by the
RCRA Intenm Status regulations),

- Determining upgradient conditions of groundwater quality;
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- Determining baseline, or "background,” conditions of groundwater quality
and quantity (required by the DOE Orders, and partially by the RCRA
Intenm Status regulations),

- Ensuring the early detection of groundwater pollution or contamination
(required by the DOE Orders and the RCRA Intenm Status groundwater
monitoring requirements),

- Identifying presence, nature, and extent of plumes at the RFP (required by
the DOE Orders and the RCRA Intenm Status regulations);

- Determining, on a quarterly basis, the rate and extent of contaminant
migration (required by the RCRA Intenm Status alternate and assessment
monitoring programs),

- Determining, on a quarterly basis, the concentration of hazardous waste or
hazardous waste constituents in groundwater (required by the RCRA intenm
Status assessment and alternate monitonng programs);

- Providing quarterly analysis of the data (required by the RCRA Intenm
Status assessment and alternate monitonng programs),

- Providing annual reporting of the data (required by the RCRA Intenm Status
regulations),

- Assessing the interconnectedness of vanous water-beanng media (required
by the RCRA Intenm Status regulations);

- Generating data needed for site charactenzation and remediation (required
by DOE Orders and the CERCLA regulations), and

- Generating data needed for the NEPA compliance activities at the RFP

512 Agreements

The FFCA, AIP, and IAG, and their impacts on the groundwater monitonng program were
discussed in Section 3 0 of this report  The existing groundwater monitonng program has

the following activites i1n progress or completed to comply with the requirements
stipulated in the agreements
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513

Preparation and submittal for regulatory review a plan for investigation of
groundwater contamination at the STP sludge-drying beds (required by the
FFCA),

Preparation and implementation of a plan for NPDES-related activities
dealing with unplanned contaminant releases (required by the FFCA),

Incorporation of recommended improvements to the groundwater monitoring
program based upon CDH comments (required by the AIP), and

Compliance with RCRA and CERCLA regulations (required by the IAG).

External Requirements

Independent from State and Federal agreements, the RFP has agreed to follow

recommendations set forth by the Governor's Rocky Flats Scientific Panel on Monitonng

Systems and the Rocky Flats Environmental Monitoring Council  Already incorporated

into the groundwater monitonng program for the RFP are the following suggestions:

Computenze data collection and analysis (suggested by the Governor's
Rocky Flats Scientific Panel on Monitoring Systems).

Improve QA/QC for the program (suggested by the Governor's Rocky Flats
Scientific Panel on Monitoring Systems)

Implement additional background analyses (suggested by the Governor's
Rocky Flats Scientific Panel on Monitonng Systems).

Delete wells with incomplete documentation from the program (suggested
by the Governor's Rocky Flats Scientific Panel on Monitonng Systems).

Sample the nearest downstream domestic water well for plutonium
(suggested by the Governor's Rocky Flats Scientific Panel on Monitonng
Systems)

Communicate with the public about the RFP issues (suggested by the
Rocky Flats Environmental Monitonng Council).
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514 Reporting

Every effort 1s being made to ensure the RFP groundwater monitoring program Is in
compliance with applicable reporting requirements The groundwater monitonng program
at the RFP collects a tremendous amount of data each quarter, including physical
parameters and chemical analyses that are entered into the Rocky Fiats Environmental
Database System (RFEDS)

Selected data are analyzed and presented in vanous documents throughout the year.
The required regulatory documents are specified in the IAG and include the Annual RCRA
Groundwater Report, Annual Background Geochemical Report, and remedial activity
reports for the CERCLA OUs In addition to the above reports, a summary discussion
of the groundwater program and data 1s presented in the Annual Environmental
Monitoring Report for the RFP
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6.0 GROUNDWATER PROTECTION AND MONITORING PROGRAM PLAN
IMPROVEMENTS

As stated 1in Section 5 0 of this report, the groundwater monitonng program at the RFP
1s establishing compliance with the requirements of the vanous DOE Orders and Federal
and State regulatory requirements Consequently, relatively few groundwater monitonng
program improvements are required The improvements that are required are all
considered to be self-improvements

6.1 Self-Iimprovements

Data Tracking and Entry

Currently, procedures are being developed to effectively track data from point of
origination (field sample collection) through entry into the computenzed RFEDS
Presently, the time lag between sample collection until availability of analytical resuits
through RFEDS may be as much as six months The turnaround time needs to be
reduced to a maximum of 90 days Laboratory contracts require that all non-radionuclide
data be provided within 45 days and all radionuclide data within 60 days. The
laboratories, however, are currently not meeting these deadlines because they are
overwhelmed by the numbers of samples from the RFP Despite the current laboratory
restraints, 90 days 1s considered to be a reasonable length of time for data assessment
and incorporation into the quarterly report

Streamiining of Quarterly Analyses and Reports

The required documentation for the quarterly groundwater analysis report needs to be
identified and a common set of documenting and reporting guidelines established.
Streamlining of the report format and document preparation will aid in timely completion
of the data evaluation for identifying and addressing possible groundwater concerns.
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Routine Updating of Geology and Hydrogeology

As discussed previously, groundwater data are collected and analyzed quarterly As long
as all observed changes are consistent with the accepted geology and hydrogeology of
the site, an update of the interpretation of the geology and hydrogeology probably is not
required However, when the groundwater data reflect unanticipated changes in some
vanable, the conceptual models must be modified to account for these changes. These
updates are necessary to ensure that the groundwater monitonng program adequately
charactenzes the rate and extent of contaminant concentrations and is in compliance with
all requirements Additional monitonng wells or other investigations may be necessary
to adequately charactenze observed changes

Similarly, the interpretation of the geology and hydrogeology of the site should be
reviewed and updated as necessary new data become available from dnlling activities.
Again, 90 days 1s considered the maximum allowable delay from data generation to
initiation of updating the geologic and hydrogeologic charactenzations of the site

Elminating Duplicate Data

An additional improvement is to conduct an analytical evaluation of data sources in order
to minimize the chance of redundant data collection Monitonng of wells In close
proximity such that they are monitoring the same groundwater locale hydrologically and
produce no additional information, may be discontinued to avoid duplication No well will
be eliminated without lead regulatory agency approval of a change in a OU workplan. A
shortened analyte list can be established to monitor known contaminants to avoid
sampling for insignificant constituents at specific locales An orderly, well-planned
groundwater monitonng well network will result, which will enhance cost effectiveness and
data collection efficiency
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Self Audits

As regulatory requirements for a program change, or a program enters different phases,
It 1s easy for the program to fall out of compliance with the regulations or its onginal
intent Consequently, a self audit of the groundwater program should be held annually.
The self audit would include inspecting the groundwater monitonng system for comphance
to all regulatory requirements, proposed requirements, and guidance applicable to
groundwater monitonng Following this study, a detailed inspection and tour of all
groundwater monitonng activities looking for possible compliance issues or program
improvements should occur The findings would then be evaluated to determine whether
or not a need exists to iImplement changes and/or improvements to the existing program.

6.2 Nuclear Quality Assurance

The ANSI/ASME NQA-1 for Quality Assurance Program for Nuclear Facilities 1s the
outgrowth of the Amencan National Standards Institute (ANSI) assigning to the Amencan
Society of Mechanical Engineers (ASME) in 1975 the responsibility for the coordination,
development, and maintenance of the nuclear standards The ASME Committee on
Nuclear Quality Assurance first prepared ANSI/ASME NQA-1, "Qualty Assurance
Program Requirements for Nuclear Power Plants” for use in the nuclear power industry.
The Introduction, Basic Requirements, and Supplements of the ANSI/ASME NQA -1
report together are intended to meet and clanfy the cntena of Appendix B of 10 CFR 50,
Quality Assurance Cntena, for Nuclear Power Plants and Fuel Reprocessing Plants.

The purpose of the Program 1s to set forth requirements for the establishment and
execution of quality assurance programs for the siting, design, construction, operation,
and decommissioning of nuclear facilities. The requirements of the Standard apply to
activities which could affect the quality of structures, systems, and components of nuclear
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faciitties DOE Order 5700 6B states that in the nuclear area, ANSI/ASME NQA-1 1s the
. preferred standard for quality assurance

The DOE Rocky Flats Office has endorsed the use of NQA-1 through the Quality
Assurance Requirements for Rocky Flats Management and Operations Manual dated
February, 1990 This document endorses NQA-1 and identifies the specific requirements
of NQA-1 that will be implemented at the RFP

A Quality Assurance Program Description (QAPD) is under development that will govern
all activities under the purview of the EG&G Environmental Management Department.
This QAPD will include controls for the Groundwater Management Program These
controls will require the use of wntten approved procedures to control all activities
governing the sample planning, sample collection, chain of custody, analysis, data
venfication, and validation The senes of procedures will include both administrative and
technical procedures The procedures will include provisions for documenting all activities
affection qualty Specific administrative procedures will provide for a formal records
. management program to ensure appropnate retention, access, and general control of the

documentation These procedures are as follow

- Procedure Development Procedure

- Procurement Document Control Procedure

- QAA/QSS Development Procedure

- Control of Nonconforming ltems Procedure

- Personnel Qualification Procedure

- Readiness Review Procedure

- Audits Procedure

- Document Control Procedure

- Survelllance and Management Review Procedure

- Control of Correction Actions Personnel Procedure

- Records Management Procedure
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- Qualification of Audit Personnel Procedure
. - Control of Purchased ltems and Test Equipment Procedure
- Control of Measunng and Test Equipment Procedure
- Risk Assessment Procedure
- Indoctnnation and Training Procedure

. Groundwater Protection and
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7.0 DECONTAMINATION AND DECOMMISSIONING

The closing of the RFP i1s not anticipated pnor to the year 2010 Plans for the
decontamination and decommissioning of current RFP operations will be developed at the
appropnate time Current decontamination and decommissioning plans for active IHSS's
have been detaiied in the RCRA Part B Permit for the RFP Remediation of inactive
IHSSs 1s addressed in the IAG

Clean-up levels for contaminated groundwater will be based upon ARARs. Clean-up
levels for sails will take into consideration the concentration of contaminants that present
a nsk of less than 10%, based upon a nsk assessment for exposure to the contaminated
solls Contaminated groundwater present under a building may be remediated based
upon an analysis of the associated nsk

Remedial actions to address contamination identified under buildings will be determined
through negotiations with the agencies in authonty and through the CERCLA process
It 1s currently anticipated that all contamination will be completely removed or remediated
as a portion of decontamination and decommissioning the RFP  If this closure
performance standard cannot be achieved, hazardous or radioactive contamination that
remains In place at the RFP after the RFP closure will be monitored for a penod of no
less than 30 years Should any change be identified in that penod that would increase
nsk associated with the contaminated area or land use, appropriate action would be
taken
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8.0 IMPLEMENTATION

The groundwater monitonng program, as described in previous sections of this document,
1S currently funded to meet its overall objectives Some areas of need that would allow
the program to operate more smoothly and efficiently are noted in the following sections.

8.1 Activity Data Sheets/Schedules

The annual Activity Data Sheets (ADSs) (Table 8-1) have been incorporated in the ADS
System for the DOE Five-Year Plan (FYP) (Table 8-2) These ADSs detail budgets and
schedules for environmental and base program activities Groundwater monitonng
activities and reporting, as well as the well abandonment program, are funded under Base
Program ADS No 5023 (Groundwater Monitonng Program) The schedule for these
activities are

Well Abandonment and Replacement 10/91 - 10/92
Groundwater Collection and Analysis  10/91 - 10/97

Report Generation 10/91 - 10/97

Other site-wide activities that affect the groundwater monitonng program are funded
through other ADSs (i e, site-wide background charactenzation)

8.2 Funding/Budgeting
821 Capital

Capital funding will not be applicable to this program because the need for it 1s not
anticipated The cost of all groundwater monitonng activity needs should be easily
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Table 8-1
Annual Activity Data Sheet
Groundwater Protection Monitoring Program

1 FYP DATA SHEET # 5023

2 B&R CODES GB 03
3 RFP BS 84014
4 DJO # 986617
5 REGULATORY DRIVERS

RCRA, CERCLA Governor's Scientific Action Plan, Tiger Team Findings

6 TASK MANAGER W Busby/J Langman
7 FY92 MILESTONES
Welli Abandonment & Replacement 10/91-10/92
Groundwater Collection and Analysis Ongoing
Report Generation Ongoing
8 TASK DESCRIPTION

Activiies covered under this ADS include enhanced efforts to monitor contaminants In
groundwater and to characterize the hydrologic regime at the RFP

FY92 FUNDING BASIS
(000's Except FTE's) REQUIRED
FTE's 5

Direct Expense $

Groundwater Collection 2789
Groundwater Analysis 3731
Well Abandonment 1088
Assessment and Report Generation 571

wind Site Investigation 140
Stable Isotope 148
Heanngs & Standards 63

Escorts _73
Total 8603
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TABLE 8-2

Rocky Flats Office
Environmental Restoration & Waste Management Five- Year Plan
Activity Data Sheet

ADM OPS OFFICE ROCKY FLATS OFFICE DOE CONTACT F LOCKHART

PHONE NO FTS 320-7846

INSTALLATION Rocky Flats Plant AREA/SITE J PEPE
RELATED DATA SHEET NUMBER 5023

TITLE GROUNDWATER MONITORING PROGRAM

MEDIA WATER RELEASES

FUNDING SUMMARY FISCAL YEAR BUDGET AUTHORITY (IN THOUSANDS OF DOLLARS)

1992 1993* 1994* 1995° 1996*

FUNDING BUDGET REQ REQ REQ REQ REQ
WELL ABANDONMENT

Operating

Direct 1088 1197 1316 1316 1316
GROUNDWATER COLLECTION

Operating

Direct 2789 5144 5273 5273 5273
GROUNDWATER ANALYSIS

Operating

Direct 3731 7056 7056 7056 10333
ASSESSMENT AND
REPORT GENERATION 571 628 691 691 691
WIND SITE INVESTIGATION 140 N/A N/A N/A N/A
STABLE ISOTOPE 148 N/A N/A N/A N/A
HEARINGS & STANDARDS 63 69 76 76 76
ESCORTS 73 80 88 88 88
TOTAL 8603 14000 14500 14500 14500

* Includes wells that will be transferred to Plant and Support after one year of sampling as RFI/RI
charactenzation wells
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met from operating costs for the RFP Capital funding requests are made to DOE, which
in turn must receive approval of the requests from the U S Congress

822 Non-Capital Funding

Budgetary accounting for this program will be performed in an expense manner against
direct operating costs

8 23 Method to Request Funding

The method to request funding for this program begins with a submittal of the anticipated
budget by the RFP to DOE during the budget call prior to the beginning of the new fiscal
year (FY) The request for direct operating funds I1s sent to the Program Planning
Department for necessary adjustments that depend on the actual available monies, as
determined by Resource Management All monies are allocated to the RFP by DOE, who
assesses the necessary environmental activities that are to be funded at the RFP DOE
is allocated funding for the RFP and other DOE facilities by the U S Congress

8 2 4 Currently Anticipated Funding

The required funding basis dunng FY 92 for the Groundwater Protection and Monitonng
Program incorporates three milestones  Well Abandonment and Replacement,
Groundwater Collection and Analysis, and Report Generation The ADS for Groundwater
Monitoring Program provides labor and expense breakdowns.

825 Five-Year Plan

The Five-Year Plan for the RFP 1s a separate document The reader is referred to Rocky
Flats Plant FY 93 - FY 97 Five Year Plan (EG&G, 1991)) The plan encompasses waste
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management operations, inactive waste site cleanup, and corrective actions needed at
all DOE operating facilities that carry out programs for Defense Programs, Nuclear
Energy, and Energy Research The emphasis of the plan i1s to coordinate and
consolidate DOE waste and cleanup activities and provide a focus for DOE management
inthis area The Five-Year Plan satisfies the Long Range Environmental Protection Plan
required by DOE Order 5400 1

826 Newly Identified Concerns

The proposed Federal budget cuts could negatively impact environmental programs at
the RFP The US Congress could conceivably reduce the DOE budget proposal in an
attempt to lower the Federal budget deficit for FY 92 and future years Another concern
is the impact that budget cuts may have on current binding agreements. These impacts
could be inthe form of assessed fines and penalties for non-compliance, possible cnminal
indictments of the facility or DOE personnel, and the negative public response to
reduction in clean-up programs A DOE budget cutback would cause reductions in the
program scopes of work and in certain instances could cause the cancellation of
programs The Gramm-Rudman Amendment is an overnding concern because it
mandates across-the-board cutbacks to all Federal programs

Should new needs be identified for groundwater monitoring as a result of the routine data
analyses, the request for funding would be made as descnbed in Section 8 2.3 of this
report This funding request must compete with other funding requests for available
money In the case of inadequate funds to support all reasonable requests, upper
management of EG&G determines which requests to fund
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8 27 Shortfalls, Anticipated Problems

The turnaround time for receiving analytical data back from the laboratones continues to
create delays in interpretation and has affected the number of quarters of data that can
be included in the Annual RCRA Report

The FY 92 budget for groundwater monitoring appears just sufficient to meet all needs.
However, should any of the groundwater monitonng budget for FY 92 be reduced, such
as due to Federal budget cuts, the groundwater monitonng program would suffer in its
ability to achieve some of its many requirements and goals If this were to happen, cuts
in the program would have to be made to allow the greatest compliance with the DOE
orders and regulatory requirements For instance, one area of potential savings would
be to measure water levels in wells only quarterly rather than monthly In this case
valuable data that could help characterize the site would be lost but the RFP would not
be in violation of any DOE Order or regulation

8.3 Needs (Non-Monetary)

Inadequate field equipment and number of staff are ongoing problems One vehicle is
currently available for use by EG&G/EM staff and 1s insufficient for the number of
personnel Additional vehicles are presently required to adequately monitor the field
activities

On-site laboratones solely dedicated to groundwater sample analyses for the RFP may
effectively diminish the long delay in turnaround time for receiving analytical data from the
subcontracted laboratones The RFP labs would enable staff to evaluate the groundwater
data before being relayed to the EPA and the CDH.
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8.4 Community Interaction

To date, with the exception of the Annual RCRA Groundwater Monitonng Report and the
Annual Environmental Monitonng Report, the public has not been routinely informed of
groundwater monitonng activittes Groundwater monitoning data have been reported to
the public when remediation-related reports have been completed or when public
comment on a proposed plan or activity is solicited Presentations of groundwater
monitoring activitties have been made to public groups, such as the Rocky Flats
Environmental Monitonng Council, however, these contacts are not made on a routine
basis Groundwater data are not discussed at the monthly Environmental Information
Exchange Meetings The Draft Final of this document was submitted for public comment.
The 60-day public comment penod began June 20, 1991 (Figure 8.1). A technical
meeting was held for discussion of this plan on July 11, 1991 Comments received from
the public have been addressed and incorporated into this final document A complete
list of specific comments received and their resolutions 1s included in Appendix E.

An important part of the groundwater protection monitonng program i1s keeping the
community informed of new information Concentrations of vanous constituents may be
potentially controversial in the public mind if there i1s a perception of nsk to the
community The key to the successful management of a project with potentially
controversial environmental elements 1s recognition that no matter how well the technical
aspects of the monitonng program are executed and how low the nsks are, public
perception may be very different This public perception could place the RFP in a
position of performing reactionary community relations which may result in project delays
and can divert valuable time and energy solving non-problems By setting up a program
that pro-actively involves and informs the community, the RFP can improve its relationship
with the community and allow technical staff to focus on their work. Controversy Is not
wholly avoidable, and, when controversy does anse, the issues should be focused on the
facts Even when honest efforts are being made to make the facts available, delays in
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ROCKY FLATS PLANT
PUBLIC COMMENT PERIOD

Draft Final Groundwater Protection
and Monitoring Program Plan

The U S. Department of Energy Rocky Flats Office has developed a
Groundwater Protection and Monttoning Program Plan  The pnimary
objective of tius plan ts to asscss the impact of a acility or silc on the
groundwater beneath it The document summanzes the hydrogeoiogy of
the site mayor aquifers, movement of groundwater, poteatial sources of
groundwater pollution and uscs of groundwater at the site,

A 60-day commeat penod of the plan begins Thursday, June 20, 1991
and ends Tuesday, August 20, 1991 Copes of the Rocky Flats
Groundwater Protection and Monitonng Program Plan are available for
review at Lthe following reading rooms.

U S. Environmental Rocky Flats Environmental
Protection Agency Momitonng Council
Superfund Records Center 1536 Cole Boulcevard

999 18th Street, 5th floor Suite 150 Building 4
Denver Colorado 80202 2405 Denver West Olfice Park
303-293-1842 Golden Colorado 80401
U'S Department of Encrgy 303-232 1966 by appointment only
Public Reading Room Boulder Public Library
Front Range Community 1000 Canyon Bivd

College Library Boulder CO 80306

3645 West 112th Avenue 303-441 3100

Westnunster Coiorado 80030

303-469-4435

Colorado Department of Health

4210 East 11th Avenue

Room 351

Denver Colorado 80220

303-331-6733

Duning the comment penod the Rocky Flats Plant will hold a Public
Information Workshop on the Draft Final Groundwater Protection and
Monitoring Program Plan

THURSDAY, JULY 11, 1991
7P M. - 9P
WESTMINSTER CITY PARK RECREATION CENTER
10455 SHERIDAN BOULEVARD
WESTMINSTER, CO

Wnitten comments may be sent to GPMP Plan Comments Beth Bramnard
Pubiic Affairs Officer U S. Department of Energy, Rocky Flats Office PO
Box 928 Goiden, Colorado 804020928

US Department of Energy
Rocky Flats Office

GROUNDWATER PROTECTION
AND MONITORING PROGRAM PLAN

PUBLIC COMMENT PERIOD NOTICE
NEBS
Socky Fats Rlent, Goien, COIO00 v
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the flow of information may result in the perception that information 1s being concealed.
Planning timely responses and having a system for identification of controversial or
noteworthy findings resulting from the groundwater monitonng program are crucial for
keeping the community informed and maintaining public trust

For the above reasons, it is important for the personnel responsible for the groundwater
protection and monitoring program to relay information to the public in a timely manner.
This may involve tasks ranging from routine informational activities that update the
community on the general progress of the studies to very interactive activities such as
telephone notification and public meetings Community relations guidelines developed
for the groundwater program will assist managers in determining quickly what level of
response is appropnate when a potentially controversial situation is identified and what
resources are available in the event that a situation requires more than routine community
relations activities

The groundwater community relations program will involve four major activities associated
with effective community relations programs assessment, planning, implementation, and
training The approach to these four areas Is outlined below

Assessment The critical first step is to determine what the RFP groundwater issues
audiences are concerned about and what routine activities, such as bnefings and
presentations, will be required to keep them informed The intial assessment of
community Interest in the project as a whole can be determined from research and
evaluation of existing community relations documents From this research, routine
informational activities can be designed Along with determining what routine measures
will be appropnate, the RFP will develop a checklist that will help determine a threshold
for when a non-routine situation requires some level of community relations.
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If it 1s determined that non-routine community relations activities are required, the situation
should be evaluated against guidelines outlined in the checklist to determine what level
and types of community relations are appropnate The checklist may include questions
such as, "Will the public perceive this as ‘news’?", "Has an unusually high level of
contamination been identified?”, and "Is it near dnnking water supplies or residential
areas?” By weighing answers to such questions in a given situation against the
threshold cntena, it may be determined that a press release should be issued, a
presentation made to local officials, and/or a public meeting held Depending on the
nature of the information to be relayed, the audience may be large or small. The
checklist will help managers assess quickly the appropnate level of community relations
necessary

For each level of response, the appropnate audience will be identified with an
accompanying contact list to include agencies, individuals, and communities potentially
affected by the groundwater i1ssues at the RFP These audiences will be drawn from
Federal, State, and local government regulatory and elected officials, EG&G employees,
facility neighbors, media, environmental and other special interest groups, and other
community leaders

Planning To ensure the program accomplishes its objectives, a community relations
strategy specific to groundwater monitonng will be developed This strategy will provide
a framework from which program managers can determine what community relations
activities are appropnate to a vanety of situations For routine activities, such as penodic
progress reports and public meetings, planning involves determining how frequently to
schedule those activites For non-routine situations, where a problem is identified and
the appropnate level of response determined, a plan of action will be integrated with the
anticipated technical work needed at the site in order for the RFP personnel to respond
effectively The level of planning needed will vary according to community interest and
the nature of the situation The purpose of the strategy for both routine and non-routine
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activities is to ensure there 1s consensus about what community relations actions will be
taken, when they will occur, and who is responsible for their implementation.

Implementation The community relations needs of each situation may span a wide
range, from basic notification activities to direct interactions with the public and the media.
The latter would involve such activities as conducting a "mini-" community assessment,
disseminating fact sheets, bnefing local officials and monitonng groups, I1ssuing press
releases, and holding public meetings. It 1s difficult to predict what community relations
activities might be most appropnate 1in advance of developing the community relations
strategy and objectives for the groundwater protection monitonng program. While a full-
scale community relations effort may be unlikely for routine activities, the RFP will need
to be aware of what resources are available to it and how to access them within a
reasonable time frame In many cases, the need for expanded community relations will
surface quickly and implementation of those activities may necessitate outside resources.
The strategy should establish a framework for implementation that allows the RFP to gain
the level of support it requires on short notice It i1s important that program managers
know how to implement the appropnate community relations response and that they have
the resources to do so

While the technical experts conduct studies and address policy, technical, and legal
issues, It I1s essential to remain aware of, and responsive to, community sensitivities
regarding groundwater issues One person should be designated as the contact for the
program, who will respond when situations anse requinng the dissemination of information
or when routine requests for information armve This minimizes the possibility that
conflicting information will be disseminated as new information surfaces.

Training An important part of ensunng good communication with the public is training
technical staff in communication techniques An example of what such communication
may need to accomplish is outlined below
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Risk Communication

The challenge in communicating about nsk is in recognizing when one i1s communicating
about perceived versus actual nsks. Perceived nsks are those nsks that individuals or
groups believe exist when in fact, as measured by scientific methods, they do not.
Communicating about perceived nsks requires sensitivity and tact. Whether or not the
nsks exist, fear that they do Is real, and must be addressed. Technical staff working
closely on a project may not perceive new information on groundwater contamination in
the same light as the community If groundwater modeling pnor to dnlling a monitoring
well indicates that elevated levels of contamination will be found, the technical staff will
not be alarmed when high concentrations are published in a monitonng report. The
community may perceive these same levels of groundwater contamination quite
differently Upon reading the same report months after the discovery, the community
reaction may be quite strong Residents may believe the contamination presents
significant health threats and that DOE should have notified them sooner. The reaction
can be avoided or minimized if the technical staff keeps the community’s perceptions in
mind, both with respect to timeliness and the way information 1s presented to the public.

Likewise, communication about actual nsks carnes its own set of challenges. Technical
staff must be precise when descnbing actual nsks They must present information clearly
and without causing either undue alarm or nonchalance. Establishing guidelines for
community relations can avert many of these communication problems, however, it is also
important that the technical staff involved understand the pnnciples of nsk communication.
While the program or project manager may have the responsibiity of communicating
information to the public and the media, other technical staff will likely be required to give
presentations or expiain details To accommodate this, all technical staff who are likely
to present controversial information to the public will be trained in nsk communication.
Learning the techniques of nsk communication training can prepare the technical staff to
relay information to the public in a sensitive and accurate manner.
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APPENDIX A

GROUNDWATER PROTECTION AND MONITORING PROGRAM PLAN
ACRONYM LIST

AlP Agreement in Principal

ADS Activity Data Sheet

ANOVA analysis of vanance procedures

ANSI American National Standards Institute

ASME Amernican Society of Mechanical Engineers

ARARs Applicable or relevant and Appropnate requirements

CAA Clean Arr Act

CAD Corrective Action Decision

CAS Chemical Abstracts Service

CCR Colorado Code of Regulations

CDH Colorado Department of Health

CEARP Comprehensive Environmental Assessment and Response Program
CERCLA Comprehensive Environmental Response, Compensation and Liability Act
CFR Code of Federal Regulations

CHWA Colorado Hazardous Waste Act

CLP Contract Laboratory Program

CMS/FS Corrective Measure Study/Feasibility Study

COE Corps of Engineers

CWA Clean Water Act

CCL, Carbon tetrachionde

DOE Department of Energy

DCA Dichloroethane

EM Environmental Management

EPA Environmental Protection Agency

FFCA Federal Facility Comphance Agreement

FIFRA Federal Insecticide, Fungicide, and Rodenticide Act

FS Feasibility Study

FY fiscal year

FYP Five-Year Plan

Groundwater Protection and FINAL

Monitoning Program Plan A-1 November 27, 1991
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GROUNDWATER PROTECTION AND MONITORING PROGRAM PLAN

GAC
GPMPP

HRS

IAG
IGMP
IHSS
IM/IRA
IRAP
ITPH

my
MANOVA

NCP
NEIC
NEPA
NPDES
NOV
NPL

OPWL
ou

PA
PA/SI
PCE
PVC

QA/QC
QAPP
QAPD

ACRONYM LIST - Continued

granulated activated carbon
Groundwater Protection and Monitoring Program Plan

Hazard Ranking System

Inter-Agency Agreement

Installation Genenc Monitoring Plan
Individual Hazardous Substance Site
Intenm Measure/Intenm Remedial Action
Intenm Remedial Action Plan
Interceptor Trench Pump House

mullion years
multivariate analysis of variance

National Contingency Plan

National Enforcement Investigation Center
National Environmental Policy Act

National Pollutant Discharge Eimination System
Notice of Violation

National Priontes List

Onginal Process Waste Lines
Operable Unit

Protected Area

Preliminary Assessment/Site Investigation
Perchloroethene

polyvinyichlonde

Quality Assurance/Quality Control
Quality Assurance Project Plan
Quality Assurance Program Description

Groundwater Protection and
Monitonng Program Plan A-2

FINAL
November 27, 1991




GROUNDWATER PROTECTION AND MONITORING PROGRAM PLAN
ACRONYM LIST - Continued

RCRA Resource Conservation and Recovery Act

RFEDS Rocky Flats Environmental Database System

RFP Rocky Flats Plant

RI/FS Remedial Investigation/Feasibility Study

RFI/RI RCRA Facility Investigation/Remedial investigation
ROD Record of Decision

SARA Superfund Amendment and Reauthonzation Act
SAS Statistical Analysis System

SCH Schedule

SDWA Safe Dnnking Water Act

SEN Secretary of Energy

SOP Standard Operating Procedures

SPCC Spill Prevention/Contamination Control

SSAD Sole Source Aguifer Demonstration

SSMP Site-Specific Monitoning Plan

STP Sanitary Treatment Plant

SWMU Solid Waste Management Unit

TAL Target Analyte List

TCE Trichloroethene

TCL Target Compounds List

TDS Total Dissolved Solids

TSCA Toxic Substance Control Act

TSS total suspended solids

USGS U S Geological Survey

VOCs volatile organic compounds

WARP Well Abandonment and Replacement Program
wQCC Water Qualty Control Commission

Groundwater Protection and FINAL
Monitonng Program Plan A-3 November 27, 1991




GROUNDWATER PROTECTION AND MONITORING PROGRAM PLAN
. ACRONYM LIST - Continued

Units of Measurement

ac acre
ac-ft acre feet
cm/sec centimeters/second
ft foot, feet
ftiyr feetlyear
gal galions
pCi/L picoCunes per liter
ug/L miligrams per liter
ug/L micrograms per liter
@
. Groundwater Protection and FINAL

Monitonng Program Plan A-4 November 27, 1991
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APPENDIX C
MONITORING WELL NETWORK

The current groundwater monitonng well network at RFP 1s compnsed of 371 wells within
the plant boundanes These wells were installed between 1960 and 1990 for the
investigation of groundwater and hydrogeology Table C-1 through C-5 identify the wells
in the groundwater monitonng program constructed in specific years. Each well in the
program is identified by the well type and whether it 1s sampled quarterly and measured
monthly for water table elevation Wells are assigned to one of five types determined by

therr function in the program The five types are as follows:

RCRA Wells - Wells that monitor the uppermost aquifer and which are
capable of 1) immediately detecting any statistically significant amounts of
hazardous waste or hazardous waste constituents that migrate into the
uppermost aquifer and 2) determining the rate and extent of migration of
hazardous waste or hazardous waste constituents in the groundwater.
RCRA wells are constructed in a manner consistent with the requirements
of 6 CCR 1007-3 Section 265.91 There are 89 wells in the program
designated as RCRA welis

CERCLA Wells - Wells that are used for the charactenzation of RFI/RI
activiies as stated in 40 CFR Section 430(d). CERCLA groundwater
monitoring 1s performed in a manner consistent with 40 CFR Section
300 430(e) Ninety-one CERCLA wells are in the program.

Boundary Wells - The last monitonng wells located downgradient of RFP-
affected areas There are three bedrock wells and five alluvial wells
classified as boundary wells

Background Wells - Wells that monitor the groundwater in areas
upgradient or cogradient of RFP and that are unaffected by RFP operations.
Twenty-eight alluvial weils and 23 bedrock wells are background wells.

Charactenization Wells - The remaining 94 wells in the groundwater
monitoring program used to charactenze the groundwater. For example,
wells within a RCRA-regulated unit that monitor a hydrostratigraphic unit
which 1s not the uppermost aquifer are characterization wells.

Groundwater Protection and FINAL
Momitonng Program Plan C-1 November 27, 1991



APPENDIX C

® Table C-1

Pre-1986 Wells

Well Well Sampled Monthly Location
Number Type Quarterly Water Elevations Identifier*
WSO01 J12
WS02 L12
WS03 K11
i 160 M11
260 RCRA * M11
360 M10
460 RCRA * M10
560 M10
660 L10
166 H9
. 266 M11
366 N10
168 M9
268 M8
368 M8
468 M9
171 CERCLA * N8
271 CERCLA ! M8
371 N11
471 N7
571 P11
671 L11
174 CERCLA * N9
374 CERCLA * 09
474 N9
@ oo o2 o



Table C-1 - Continued

Pre-1986 Wells

Well Well Sampled Monthly Location '
Number Type Quarterly Water Elevations Identifier*
574
674
774 P9
874 P9
974 CERCLA * L8
1074 CERCLA * L7
1374 H7
1474 H7
1574 P7
1674 CERCLA * P7
1774 P11
1874 P11
. 2174 J8
2274 CERCLA * 09
181 R13
281 Q13
381 P11
481 J7
581 J7
681 J10
781 Character ! J10
881 Character * G9
981 Character * G9
1081 RCRA ' D8
182 M7
282 M7
382 CERCLA * H10
. Sn?r::tl:)‘:lv:\:?r:gr?:nd ;:nand C-3 November 275:2“93:



Table C-1 - Continued

Pre-1986 Wells

* Coordinates on Plate 1

Well Well Sampled Monthly Location
Number Type Quarterly Water Elevations Identifier*
482 G9

582 RCRA * F9
682 RCRA * F9
782 RCRA * D8

Total Pre-1986 Wells: 56

Note Pre-1986 RCRA wells may not meet the requirements for well-construction,
but are useful in the RCRA monitoring program

. Groundwater Protection and

Monitonng Program Plan
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Table C-2

. 1986 Wells
Well ] Well ] Sampled Monthly Location
Number Type Quarterly Water Elev Identifier*
186 Boundary * * U4
286 Boundary ! * Us
386 Boundary * * u10
486 Boundary * * U13
586 CERCLA ! Q13
686 Character * N13
786 RCRA * K12
886 Character * K12
986 Character * Ji12
1086 RCRA * * J12
1186 CERCLA ® R13
1286 CERCLA * 012
. 1386 RCRA v * N11
1486 Character * M11
1586 RCRA * M11
1686 Character v M11
1786 RCRA * * M11
1886 RCRA * * M11
1986 Character v * K10
2086 RCRA * * L11
2186 Character * J10
2286 RCRA v L10
2386 Character v L10
2486 RCRA * * L10
2586 Character * L10
2686 RCRA . * L10
2786 Character * M10
@ oo cs e
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Table C-2 - Continued

1986 Welis
Well Well Sampled
Number Type Quartert Water Elev Identfier*

2886 RCRA M10
2986 RCRA v * M10
3086 RCRA * L11
3186 Character v L11
3286 Character * L11
3386 Character * L9
3486 CERCLA ' N10
3586 CERCLA * N10
3686 CERCLA * N10
3786 CERCLA * P11
3886 CERCLA ' Ri12
3986 Boundary v R11
4086 CERCLA ' P9
4186 CERCLA * * P9
4286 CERCLA * * Q9
4386 CERCLA * * M9
4486 Character ' * J9
4586 CERCLA ' * G10
4686 Character * F10
4786 Character * * F10
4886 Character . F8
4986 RCRA * F8
5086 RCRA * ° E7
5186 RCRA * * D8
5286 Character ' D8
5386 CERCLA i Fé
5486 Character v . F5

Groundwater Protection and
Monitonng Program Plan
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Table C-2 - Continued

1986 Wells
Well Well T Sampled Monthly Location
Number Type Quartedy Water Elev Identhier*
5586 Background " * F5
5686 CERCLA * H7
5786 CERCLA * I7
5886 CERCLA * K7
5986 CERCLA * v L7
5986R CERCLA L7
6186 Character * * K9
6286 CERCLA v M8
6386 CERCLA ¥ ¥ M8
6486 CERCLA * M7
6586 CERCLA v o7
6686 CERCLA " * S6
6786 Boundary * R8
6886 CERCLA * K7
6986 CERCLA v L7
7086 CERCLA ¥ i7
Total 1986 Wells: 70
* Coordinates on Plate 1
Groundwater Protection and FINAL

Monitonng Program Pfan
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Table C-3

. 1987 Wells

New Well Well Sampled Monthly Location
Number Type Quarterly Water Elev Identifier
187 CERCLA * K8
287 CERCLA * v K7
387 CERCLA * K7
487 CERCLA * * L7
587 CERCLA ¥ L8
687 CERCLA * M8
887 CERCLA * L7
987 CERCLA * M9
1087 CERCLA * * M8
1187 CERCLA * N8
1287 CERCLA ¥ N8
1487 CERCLA * N8
. 1587 CERCLA * v N9
1687 CERCLA * N9
1787 CERCLA * v N9
1887 CERCLA * N9
1987 CERCLA * N9
2087 CERCLA * N9
2187 CERCLA * M9
2287 CERCLA * M9
2387 CERCLA * M9
2487 CERCLA * * N9
2587 CERCLA * N9
2687 CERCLA . * 09
2787 CERCLA v * P9
2887 CERCLA * P9
2987 CERCLA * o8
3087 CERCLA * o8
@ e S




Table C-3 - Continued

1987 Wells
New Well Well Sampled Monthly Location
Number Type Quarterly Water Elev Identifier
3187 CERCLA ¥ * P9
3287 CERCLA * * P9
3387 CERCLA * * 09
3487 CERCLA * 09
3587 CERCLA * * 09
3687 CERCLA v v 09
3787 RCRA * * M10
3887 RCRA * M10
3987 Character * M11
4087 RCRA * ! L13
4187 Character * L13
4287 CERCLA * * M13
4387 CERCLA * * L8
4487 CERCLA * * M8
4587 CERCLA * M8
4787 CERCLA * * L7
4887 CERCLA * L7
4987 CERCLA * M7
5087 CERCLA * M8
5187 CERCLA * K8
5287 CERCLA * L8
5387 CERCLA * K7
5487 CERCLA - v L7
5587 CERCLA * v L7
5687 RCRA v v L10
5887 RCRA . J12
5987 RCRA Ji12
Groundwater Protection and FINAL
Monitoning Program Plan C-9 November 27, 1991



Table C-3 - Continued

. 1987 Wells

New Well Well Sampled Monthly Location

Number Type Quarterly Water Elev Identifier
6087 RCRA * K12
6187 RCRA * K12
6287 RCRA * K12
6387 RCRA * * K12
6487 RCRA * * K12
6587 RCRA v K12
6687 RCRA v K12
6787 RCRA * * K13
6887 RCRA v K13
7087 RCRA * * L12
7187 RCRA * L13
. 7287 RCRA * K12

Total 1987 Wells: 67

. Groundwater Protection and FINAL
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Table C-4

1989 Wells
New Well Old Waell Well Sampled Monthly Location
Number Number Type Quarterly Water Elevs;-‘ Identdier*
089 189P Character F4
189 189A Background 3 F4
289 289 Background * G4
389 389 Background * F3
489 489 Background * G3
589 589 Background * * K14
689 689 Background * L15
789 789 Background * M15
889 889 Background v * Mi16
1089 989 Background . * 015
1189 1089 Background v N17
1289 1189 Background * * K17
1489 1289 Background * M17
1589 1389 Background * N17
1889 1489 Background * M7
1989 1589 Background * 15
2089 1689 Background * K6
2189 1789BR Background * 16
2289 1889 Background ¢ * G13
2389 1989 Background * H13
2489 2089 Background * * K17
2589 2189 Background * M18
2689 2289 Background ¢ F7
2789 2389 Background * N4
2889 2489 Background * Q5
2989 2589 Background * * S5
3089 2689 Background * . U2
3189 2789BR Background * v K14
Groundwater Protection and FINAL

Monitonng Program Plan
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Table C-4 - Continued

. 1989 Wells
New Well Old Well Well Sampled Monthly Locatnon—

Number Number Type Quarterly Water Elev Identifier*
3289 2889BR Background * L15
3489 2989BR Background * M15
3589 3089BR Background * M16
3689 3189BR Background N16
3789 3289BR Background * M15
3889 3389BR Background * * M16
3989 3489BR Background * N16
4089 3589BR Background ' 014
4189 3689BR Background * P15
4289 3789BR Background - N4
4589 3789P Character N4
4689 3889BR Background N14

. 4789 3989BR Background v M7
4889 4089BR Background * Qs
4989 4189BR Background ' Q5
5189 4289BR Background * J6
5289 4389BR Background v J6
5389 44898BR Background ! N4
5489 4589BR Background * F5
5589 4689 Background * N17
5689 4789 Background ! G3
5789 4889 Background * 16
5889 4989BR Background * 16
5989 5089 Background * 16
6089 LF 0189 RCRA v ' J12
6189 LF 0289BR RCRA * K12
6289 LF 0389BR RCRA * K12
6389 LF 0489 RCRA * K12

. Groundwater Protection and FINAL

Monitoring Program Plan

C-12

November 27, 1991



Table C-4 - Continued

1989 Wells
New Well Oid Well Well Sampled Monthly Location
Number Number Type Quarterly Water Elev Identier* |
6489 LF 0589 RCRA ! K12
6589 LF 06898BR RCRA ¥ L12
6689 LF 0889BR RCRA * L12
6789 LF 0989BR RCRA * L12
6889 LF 1089BR RCRA * L12
6989 LF 1189BR RCRA * L13
7089 LF 1289BR RCRA ' L13
7189 LF 1389BR Character ¥ L13
7289 LF 1489BR RCRA ¥ L13
7389 SEP01898BR Character * L10
7489 SEP 0289 RCRA * * L10
7589 SEP0389BR RCRA * L10
7689 SEP0489 RCRA ! M10
7789 SEP0589BR RCRA * M10
7889 SEP 0689 RCRA * M10
7989 SEP0789BR RCRA * M10
8089 SEP 0889 RCRA * * M11
8189 SEPQ989BR RCRA * M11
8289 SEP10898BR RCRA * N11
8389 SEP 1189 RCRA * M11
8489 SEP1289BR RCRA * M11
8589 SEP 1389 RCRA * M11
8689 SEP1489BR RCRA * M11
8789 SEP 1589 RCRA " ¥ L11
8889 SEP1689BR Character * M11
8989 SEP1789BR RCRA * L11
9089 SEP1889BR RCRA ! L10
9189 SE1989BR RCRA ' L10
Groundwater Protection and FINAL
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Table C-4 - Continued

1989 Wells
New Well Old Well Well Sampled Monthly Location
Number Number Type Quarterly Water Elev Identifier*
9289 SEP 2089 RCRA ! ° L10
9389 SEP2189BR Character * L10
9489 SEP2289BR RCRA * L10
9589 SEP2389BR RCRA * M11
9689 SEP 2489BR RCRA ! M10
9789 SEP 2589 RCRA ¥ M10
9889 SEP 2689BR RCRA * L11
9989 SEP 2889 RCRA * * L11
10089 SEP 2989BR RCRA * L11
10189 SEP 3089BR RCRA * L10
10289 SEP3189BR RCRA * M10
10389 SEP 3289BR RCRA * M11
10489 SEP 3389 RCRA * * M11
10589 SF 0189 RCRA v E7
10689 SF 0289 RCRA * * F8
10789 SF 0389 RCRA * * G8
10889 SF 0489 RCRA * G9
10989 SF 0589 RCRA * * F9
11189 SF 0689 RCRA * ! E9
11289 SF 0789 RCRA * D8
11389 SF 0889 RCRA * ! E8
13489 PZ 0589 Character * K8
13589 PZ 0789 Character * K8
13689 PZ 1089 Character * K9
13789 PZ 1389 Character N10
13889 PZ 1489 Character * N10
13989 PZ 1489a Character N10
14089 PZ 2389 Character . K9
Groundwater Protection and FINAL
Monitonng Program Plan C-14 November 27, 1991



Table C-4 - Continued

1989 Wells
New Well Old Well Well Sampled Monthly Location
Number Number Type Quarterly Water Elev Identifier* l
14189 PZ 2489 Character * J9
14289 PZ 3189 Character * K8
14389 PZ 3589 Character ¥ 110
14489 PZ 3689 Character * 110
14589 PZ 3789 Character * 110
14689 PZ 4289 Character * K9
14789 PZ 4389 Character * J9
14889 PZ 4489 Character * J9
14989 PZ 4589 Character * 19
15089 PZ 4689 Character * 19
15489 PZ 4989 Character ¥ J9
15589 PZ 5089 Character * J9
15689 PZ 5189 Character * K9
15789 PZ 5289 Character * K9
15889 PZ 5389 Character ' H9
15989 PZ 5489 Character * 19
16089 PZ 5589 Character * H8
16189 PZ 5689 Character * I8
16289 PZ 5789 Character v 18
16389 PZ 5889 Character * H8
16489 PZ 5989 Character ° 18
16589 PZ 6089 Character * I8
16689 PZ 6189 Character * 18
16789 PZ 6289 Character * J8
16889 PZ 6389 Character ! J8
16989 5189BR Character 18
17189 5389BR BNDRY ' us
17289 5489BR BNDRY . U10
Groundwater Protection and FINAL
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Table C-4 - Continued

1989 Wells
New Well Old Well Well Sampled Monthly Location
Number Number Type Quarterly Water Elev ldentmer:____=
17489 56898BR Character N9
17589 5789BR Character 09
17689 5889BR Character N9
17789 6089BR Character 09
17989 OP 0289 Character * * L8
18089 OP 0389 Character v L9
18289 OP 0189 Character ! J8
18389 PZ 2789 Character * M10
18789 6489 CERCLA * * N9
19189 PZ 1889 Character L11
19389 PZ 3889 Character * 110
19489 PZ 1589 Character M10
19589 PZ 1289 Character M10
19689 PZ 0489 Character * J8
19889 6889 Character Q5
19989 6989 Character N9
20089 7089 Character * K8
20189 7189 CERCLA N9
20489 7489 CERCLA 09
20589 7589 CERCLA L7
Total 1989 Wells: 160
* Coordinates on Plate 1
Groundwater Protection and FINAL
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Table C-5

. 1990 Wells

New Well Oid Well Well Sampled Monthly Location
Number Number Type Quarterly Water Elev Identifier*
190 TH 10W Character H11
290 TH 2W Character G12
390 TH 1W Character Fi1
490 TH 5W Character G11
590 TH 21W Character G5
690 TH 27W Character H5
790 TH 24W Character G4
890 TH 26W Character G4
990 TH 30W Character H4
1090 TH 19W Character J14
1190 TH 17W Character J13
1290 TH 13W Character 12
1390 TH 11W Character H12
. 1490 TH 8AW Character G10
3390 CERCLA M8
3490 CERCLA M8
3590 CERCLA M8
3690 CERCLA M8
Total 1990 Wells: 18

* Coordinates on Plate 1

Groundwater Protection and FINAL
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APPENDIX D
WATER QUALITY CONTROL COMMISSION STANDARDS




STATE OF COLORADO

R

WATER QUALITY CONTROL COMMISSION

‘-
-~ -

)

< - C
4270 East 11th Avenue (e - -~ 'm {;ﬁgc'
Denver Colorado 80220 [/ D)
Phone (303) 331-4525 \-:Q"-/:.,-
S omen .. e T NN ===

i2876

NOTICE OF FINAL ADOPTION -

PURSUANT to the provisions of Section 24-4-103(S5) and 24-4-103(11), C.R.S.:

NOTICE IS HEEREBY GIVEN that the Colorado Water Quality Control Commission,
after public hear:ng on February 4 and 5, 1991, and complying with the
provisions of 24-4-103(3), 25-8-401(1), and 25-8-402(l), C.R.S., acopted on
March S, 1991, pursuant to 25-8-202(1), (a), (b)‘ and (2); 25-8-203 and
25-8-204; C.R.S., and section 2.1.3 of the Procedural Rules, a regulation
titled:

"Classifications and Water Quality Standards for Ground Watezx” 3.12.0

Providing for water guality classifications and standards for gzround water an
the vicinity of Rocky Flats.

Alsc, pursuant to 24-4-103(8)(b), C.R.S., thais regulat:on was supmitted to the
Attorney General for review and was found to be within the auzhor.ty of the
Water Quality Control Commission to promulgate, and fusther that there are ne
apparent constitutional defic:encires 1n 1ts form or substance. Fuzthermore,
in adopting this regulation the Commission adopted a general Statement of
Basis, Specific Statutory Authority, and Purpose in compliance with
24-4-103(4), C.R.S.

This regulaticn will be submitted to the 0ffice of Legislative Legal Services
within twenty (20) days after the cate of the Attozrney General’'s Opainion,
pursuant to 24-4-103(8)(d), C.R.S5., and to the Secretary of State in time for
Apz:l, 1991 publicaticn in the Colorado Register pursuant to 24-4-103(5), and
(11)(d), C.R.S., and will become effective April 30, 19¢1l.

A ccpy of said regulation 13 attached and made a part of th.s noticer*.
=~ LA
Dated thus [;2 day of March, 1991, at Denver, Colorado.

*A copy of this regulation WATZIR QUALITY CONTROL COMMISSION
15 available at a charge of

$2.00, pursuant to 24-4-103(9),
C.R.S. -

ad

Marla L. Biberstine, Sta‘f Assistant

3807m/0246m




3.12.2

3.12.3

3.12.4

3.12.5

CLASSITIC2TIONS AND WATER QUALITY STANDARDS FTOR _GROUNRD

WETIR

These regulations are promulgated mmrsuant <o Sect:ion 25-8-202,
25-8-203 and 25-8-204 of the Colorado Water Qual.ty Conctrol Act, and
accorcing to the provaisions of "The Basic Stancards for Ground Water
3.11.0 (5 CCR 1002-8)," as specif:cally provided for wn Sectaion
3.12.4 and 3.11.5.

PURPOSE

The purpose of these regulations 1s to apply the framework for gzound
water classif:ications and water qguality standarcs, as set forth un
*The Basic Standards for Ground Water 3.11.0 (S CCR 1002-3)" to
speczf:c ground waters rn the state.

INTRODUCTION

These regulat:ons establ:sh the use classifications and water quality
tandards for ground water 1n specific areas of the state.

DEFINITIONS
(RESERVED)

CLASSIFICATIONS AND WATER QUALITY STANDARDS FOR UNCONFINZD GROUND
WATER SYSTEMS

(RESERVED)

CASSITICATIONS AND WATER QUALITY STANDARDS TOR CONFINED GROUND WATZR

SYST=MS
(RESERVED)
SITE-SPECITIC GROUND WATER CLASSIFICATIONS AND WATER QUALITY STANDARDS
(1) ROCKY FLATS AREA, JZTFERSON AND BOULDIR COUNTIZS
(a) Svec:fred Area: All unconfined ground waters within the
saturated zone of the unconsolidated Quaternary agquailer,
the Rocky Flats acuifer, the Arapahoe aguirfer, ancd the

Laramie~Fox Hills aquifer, within the area shown on Figurce
1.




(<)

()

Class:f cat:on: The classif:cation o the cground
waters within the specii:ed area .s:

Quaternary and Rocky Flats Aquifers:
Domestic Use-Qual.:

Agrarcultural Use-Qual:yty

Surface Water Protection

Arapahoe and Laramie~Fox Hulls aquifers:
Domestic Use Qual: .ty

Agzraicultural Use-Quality

Water Qual_%tv Standards:

(©)

(x32)

(2v)

The water qual:ty standards rncluded in Tabies 1-4 of
*"The Bas:c Standards for Ground Watezr: 3.11.0 (S CCR
1002-8)" (repranted on the following pages for
informational purposes) are assaigned to all ground
waters desczibed in 3.12.7(1)(a).

In addit:on, the water cuality standards :n Tables S
and 6 are assigned to ground water wn the guaternacy
and Rocky Flats Acurfers. The radionuclige standards
in Table 6§ for Segment 4 and Segment 5, Woman Creek,
shall apply ¢o those ground waters that ave
hydraulically connected to Woman Creek; similacly,
those radicnuclides Zor Segment 4 and Segment 35,
Walnaues Crxeek, shall apply to those gzound waters
hydraulically connected to Walnut Creex.

An agency mplementing the standards in Taoles 1
through 6 may, 1f 1t has authority, set a complrance
tancard diiferent from the listed standard and equal
to the background level of a constituent wnere
backgzround level 1s aetermined pursuant to the
implementing agency’s author:ty to exceed that
ctandazrd.

Where a toxic substance for whaich no numerxcal
standard has been established i1s found in a getectable
amount, notification shall be given as socon as
possible to the operator of the Rocky Flats Plant; the
United States Department of Znergy; the United States
Envizonmental Protection Agency; and the Water Qual:ty
Con=xol Dxivision, which will consult as necessacy w~itn
other components of the Coloraac Depaztment of

Heal:th. Those ent:it:ies will meet and attempt to ~eacn
a consensus concersning the appropriate numer:scal
oroteczion level Ifor that susstance. 15 consensus .S
achweved, the Division shall estanl:sh thaz number as
a numerscal protect=:ion level. Where consensus cannot
be ceached, the Division will detesmine the
aporovriLate numerical orotecTticn level




In sett_ng a numer:xcal protect:ion Level, the entitf:es
listed above w.ll consicder the existing and any
reasonably probable future benef:cial uses of ground
water that need to be protected .n the vicinily of the
discharge, and establ:sh the appropriate corresponding
numerical protection levels for speciZ:ic contaminants,
based on those benef:c:ial uses, as outlined .n section
3.11.5(b) of "The Basic Standaras ifor Ground Water."
The ent.ties will take i1nto account reasocnaply
available .nformation.

A determination made by these entities or the Division
in accordance with the proceaure described apove will
not be deemed to constitute a grounc water quality
standard and will not be applicable cutsice the
spec.fied area for this hear:ng.

If numerical protection levels are established by
agreemert of the entities, they will jocxintly petst:xon
the Commission for rulemaking to set a standard at the
numerxcal protecticn level. If the Division
establishes a numer:cal protection level without
agreement of all ent:ties, tne Divis:ion shall ask the
Commissicn t9 set a standard consistent wath the
numerxcal protection level.

If any interested person disacrees with a
determination maae by the Daivision in accozdance witl
the procedure described above, 1t may petition the
Commisgsion to adodt a site-speciiic stancard different
£rom the numerical protect:ion level. Any
Qetermination made by the Commission qurwng the
hear>ng process would then become binding on the
Division, the Department of Znergy, and the operator
of the Rocky Flats Plant. At the regquest of the
Department oI Energy or the operator of the Rocky
Flats Plant or an interested person, the Commission
will consiger such a hearing to be magatory and de

novo.
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Biological

Inorganac

contam:wnants

Total Colrforms

Arsenic
Bar:um
Cadmium
Chremaum
Cyanide [Free]
Fluor:de
Lead
Mercury
itrate
Nit=zste
Selenium

Silver

Radiologicalbd

Organac

Alpha cters

TABLE 1

Human EBealth Stancdards

(As)d
(Ba)d
(cd)d
(cz)y¢
(CN)
(F)¢
{Pb)d
(Hg)¢
(No3 )¢
(N0, )@
(se)?
(Ag)¢

Groas Alpha Pazticle Activaty

(excluding Radon and Uranium)

Beta and Photon Emitters®

Chlorophenol

Phenol

Standarcg

X* 1 org/100 ml

0.05
1.0
"0.010
0.05
0.20
4.0
0.05
0.002
10.0
1.0
0.01
0.05

is5

0.001
0.001

mg/l
mg/l
mg/l
mg/l
mg/1l
mg/l
mg/l
mg/l
mg/l as N
mg/l as N
mg/1
mg/l

pCi/l

mrem/year

mg/l
mg/1l



Seceondary Drinking Water

contam:nan<cs

TABLE 2

Chlorice (c1)d
Coler
Copperz (Cu)¢
Corresavity
Foaming Agents 0.5
Iron (Fe)d
Mancanese (Hn)d
Odor
PH
Sulfate (S0, )d
Zinc (zn)d
TABLE 3

Agricultural Standards

Contaminants

Aluminum (a1)df
Arsenac (As)d
Beryllium (Be)d

Bozon (B)49
Cadmium (cayd
Ch=omium (czyd
Cobalt (co)d
Copper (cu)d
Fluoride (Fyd

Iron (Fe)d
Lead (Pb)d?
Lichium (La)¢h
Manganese (Mn)d
Mercury (Bg)d*t
Nackel (ni)d
Nitz:te (No, -N)¢f
Nitzite & Nitrate (NO,+NOs-N)9f
Selenzum (se)?
Vanadium (vyd

Zinc (2n)¢

pH

Standaxds

Level
250 mg/l
15 color units
1l mg/l
NoncozrTosive
mg/l
0.3 mg/l
0.08 mg/1l
3 threshold ocacr
numbhers
6.5 - 8.5
250 mg/l
S mg/l

Level

s.0 mg/1
0.1 mg/l
0.1 mg/1
0.75 mg/l
0.01 mg/l
0.1 mg/l
Q.05 mg/L
0.2 mg/l
2.0 mg/l
5.0 mg/1l
0.1 mg/l
2.5 mg/l
0.2 mg/l
0.01 mg/l
0.20 mg/l

10 mg/l as N
100 mg/l as N
0.02 mg/l
0.1 mg/l
2.0 mg/l
6.5 - 8.5



TABLE S

TDS Water Quality Standards

~ 500

Background TDS Value (mg/l) Maximum Allowable TDS Concentrations
400 mg/. or 1.25 t:mes the background
level, whichever .s least restrictive

- 10,000 1.25 times the backgzound value

10,001 or greater No limait

K Means less than. When the Membrane Filtexr Technicue 1.s
used for analysis, the average of all samples taken within a
vear must be less than 1 organism per 100 mill:iters of

sample. When the Filter Tube Method .s used for analys:is, the
limat 13 less than 2.2 org/l00 mi.

If the identity and concentra:tion of each radionucl:ide in a
mixsure are known, the limiting value would be derived as
follows: Determine, for eacn radiocnuclide »n the mixture, the
ratio between the quanti:ty present in the mixture and the
limit specified. The sum of sucn ratios for all rad:ionucl:ides
in <he mixture shall not exceed "1 (i.e. unmaty). A ~
radionuclide may be considered as not present in a mixture :f
the ratio of the concentra=:on to the l:mit does not exceed
1/10 and the sum of such ratios for all radicnuclides
considered as not present .n the mixTture does not exceed 1/4.

ND Means none detected using an approved analyt:rcal method
with the lowest detection lim:t for the parameter.

Measured as dissolved concentrat:on. The sample water shall
be filtered through a 0.45 miczon membrane filter priox to
presezvation. The total cencentration (not filtered) may be
requrred on a case-~by-case basis i1f deemed necessary to
characterize the pollution caused by the activity.

If two or more rad:onucl:des are present, the sum of theirr
annual dose equivalent to the total boay or to any organ shall
not exceed 4 mrem per vear. Except for Trifium and Strontium
90 the concentration of man-made radionuclides causing 4 mrem
total body or organ dose equivalents shall be calculated on
the basis of a 2 liter per day drinking water intake usang the
168~houz data listed in "Maximum Perm:ssible Body Burden and
Max:mum Permissible Concentration of Radionuclides w2 Awr or
Water for Occupatiocnal Exposure,” NBS Handbook €%, as amenced,
August 1963, US Department of Commerce.




Table 5

ADDITIONAL ORGANIC CHEMICAL STANDARDS (1)

Parameter

Acrylonitr:le
Aldra
Atraz.ne
Benzidine
Chlordane
Chloroform
Chlorocethyl Ether (BIS)
DDT
Dichlorocbenzidine
Dieldrin
Dioxain (2,3,7,80TCDD)
Halomethanes
Heptachlor
Hexachlorocethane
Hexachlorobenzene
Hexacnlorobutadiene
BEexachlozocyclohexane,
Alpha
Bexachlorocyclohexane,
Beta
Hexachlorocyclohexane,
Gamma (Laindane
Hexachlerocyclohexane,
Technical
Nitrosod:butylamine N
Nitrosodiethylamine N
Nitrosodimethylamine N
Nitrosodiphenylamine N
Nitrosopyzroclaidine N
BCss
Polynuclear Aromatic
Eydrocarbons
Simazine
Tetrachloroethane
1,%,2.2
Tetrachlorvethylene
Trichloroethane 1,1,2
Trichlozrophenecl 2,4,6

EPA

Method

(ug/L)
Chronac
tandard
625
s08

608 (2)/507(3)
625
508
502.2
625
508
625
508
613
502.2
508
525
525
525
505

505
505
505/608

607
607
607
607
625
508
610

608(1)/507(2)
502.2

$02.2
502.2
502.2

Detectzion-Levels

Gas Chromatocravhv (GC)

0.058
0.0000784
3.0
0.00012
0.00046
0.19
0'.0000037
0.000024
0.01
0.000071
0.000000013
0.19
0.00028
1.9
0.00072
0.45
0.0092

0.0163

0.0186

0.0123

0.0064
0.0008
0.0014
4.9
0.016
0.000079
0.0028

O )+ = O OO0
[
- O O0O0Kr oor

(1) In the absence of spec:fic, numeric standaras for non-naturally ocsuIring
rgan:cs, the narrative standard "no toxicsS in tOX1C amounts" (Section
3.1.12(1)(d)) shall be interpreted and applied .n accoroance with the provisions

of seczion 3.12.7(1l){c)(xv).

{(2) Extrac=ion Method
(2) analvetircal Method




Table 6
SITT SPECIFIC RADIONUCLIDE STANDARDS”™
(n Pircocur.es/L.ter)

A. Ambient based site-specific standards for ground waters wn the Quaternary anc 3¢ca
Acuifers hydraulically connected to the surface streams snown:

Segment 4 Segment 4
Secment S Segment S .
Woman Walnut
Creek Creek
Gross alpha 7 11
Gross Beta S 13
Plutonium .05 .05
Americium .0S .08
Tratium 500 500
Uranium S +10

*Statewice Standards also apply for radicnuclides not l.sted above.

3552m/0155m/9£




Statement of Sasis, Specific Statutorv Autherity, ard Purspose
(1951 Rocky Flats Hearing)

The provisions of C.R.S. 25-8-202(1)(a), (b), and (2); 25-8-203,
and 25-8-204 provide the specific statutory authorzity for adoption
of these regulatory provisions. The Commission also has adopred,
in ccmpliance with C.R.S. 24-4-103(4), the Zfollowing szatement of
Basis and Purpose. -

BASIS AND PURPOSE.
Jurisdic=:ional Tssues

EG&G and DOE jointly raised 2 issues which cuestioned the
Commassaion’s jurasdactional authority to promulgate the ground
water standards and classifications in this proceeding. These
parties argued that the Commission has né authority to regulate
the Rocky Flats £facility as there has been no waiver of sovereicn
rmmunity for the application of ground water standards and
classifications at feaeral facalities. EG&G and DOE asserted that
the waiver of sovereicn immunity found in the federal Clean Waters
Act did not provide clear and unambiguous authority for states <o
regulate ground water at federal fac.l:.ties because the provisions
of the Act were not intended to apply to ground water. Secondly,
EG&G and DOE argued that the Commission has no authority o
regulate the discharge of radionuclides, 1n particular plutonium,
as the Atomic EZnergy Act preempts such regqulation.

rrefs were submitted on these issues by interested parties, and,
after cavreful consideration, the Commission has determined that it
has jurisdiction to promulgate the zegulation pursuant to its
authority unacer the Coloraao Water Qual:.ty Control Act. The
Commrssion‘s decision 1s based, :n paxt, on the knowledge that
candaras and classifications are not self-rmplementing, but are
used, as appropriate, by the Division and other agencies through
theirr own water pollution control programs. The promulgation of
tandazrds and classifications alone does not confer any author:wty
to requlate any particular discharger, and 1t 1s not the
Commission’s intention to attempt through this rulemaking to
override any preemption of the Atomic Enezrgy Act. Thas decision
18 consistent with the Commission’s promulgation wn 1990 of
surface water quality stancards and classiiications for Walnut
Creek and Woman Creek.

Class:f>.czatyons

The basis for classifying specific ground waters of the state :c
set forth 1n the Basic Standards for Ground Water Section

32.11.10. Classification of the grounc waters at the Rocky Flats
siate was requested by the City of Westminstex. The intent of this
clagssaification 1s to protect specifirec grounc water Sr-om
uncontrolled degracation and theseoy Drotect existing and future
uses of that waterz.




The class>fications of Domestic Use~Qual.ty and Surface Water
Quality Protec:tion are appropriate for the Rocky Flats alluvium
and Quaternary deposi:ts which discharge .nto classified suzface
water segments. Classified segments of Walaut and Woman Creeks
contribute to drinking water for 180,000 resiaents of Broomiie:cc,
Westminster, Thornton and Northglenn through Great Western
Regervoir and Standley Lake. These secments also have.
Recreaticnal Class 2, Aguataic Life Class 2 and Agricultural
classiZications through the "Classificacions and Numer:ic Standarzd
South Platte River Basin, Laramie River Basin, Republ.can River
Basin, Smoky Eill R:ver Basin” 3.8.0.

Numner:cal Standards

The water quality standards in Tables 1-4 of the Basic Standards
for Ground Water are appropriately assigned to all acu:rfers .n the
speczf.ed area because these standaras are set to fully protec:
the classified uses and because ambient guality .s generally
better than these standazds. It 1S not necessary Lo establ:ish
stancaras for pollutants not currently found in the list of
tatewide standarcs for organic chemicals since cucrent
information indicates that techniques for remediation of the sit
to the level of established standaruos will also reduce these
contaminants without standards to acceptable levels.

£ 1s appropriate to apply the surface water quality standards Zor
Woman Crzeek and port:ons of Walnut Creek (Segment 4, 3ig Dry
Creek) to the shallow acuirfers at Rocky Flats because they
contzabute water to those streams which the Commission recently
protected with more stringent standards.

The Commission has ceciaed not to set standards ecual to
background levels at this hearing. The character:ization of
backgzound 1n the vicinity of the Rocky Flats Plant i1s an ongoing
process, and the Commission believes that the agencies charged
with implementing the remedial action at the plant under RCRA and
CERCIA =-— the Colorado Eazardous Materials and Waste Management
Davision and the United States Environmental Protection agency -—-
may have an opportunity to determine backcround levels as past of
the overall remedial action at Rocky Flats. The implementing
agenc:ies may also have authority to set complirance stancards on a
constituent-specific basis for constituents where background
levels exceed the standaras, or the Commission may set stanaards
at background when sufficient evidence 1s available to :t.

Simila=ly, 1£ the Water Qual.ity Control Division has regulatory
Jurisdaction over an actavity at the Rocky Flats Plant, the
Division may consider background levels when eniorcrng permit
conditions, 1f consistent wirth Division enforcement author:ty and
policy then in effec:.




Plutor:um Standazd

There was considerable debate in this hearing regarcing the
appropriate basis for and numerical level of a plutonium standarao
for ground water in the vicinity of Rocky Flats. A standard of
0.05 picocuries per liter has been adopted, based on the exxsting
surface water standard for Walnut and Woman Creeks. Thi:s surface
water standard was based on existing ambient levels of pluton:um
measured in these two streams, and therefore serves as a
nondegradation standard that should prevent any increase in
contamination. The site-specific plutonium ground water standard
now adopted supercedes the statewide standard of 15 picocuries per
liter, for ground water within th:s specdified area.

It was also argued in this hearing that the Commission should
adopt a health-based standard Zfor plutonium, and that the
appropr:rate health-based level 13 lower than 0.05 picocuries per
liter. Based on the evidence submitted, the Commission has
determined that 1t would be premature to set a different,
health~based standard for plutonium at this time. Although some
preliminary analys:s has been done based ocm a 1 X 10°% risk
level, further internal and external peer review of the
preliminary calculations needs to occur in order to detezrmine an
approoriate long-term, health-based standacxd.

Because the Basis Standards for Ground Water provide, at section
3.11.7 £, that the Commission will not consider changes in ground
water standards more than once in any twelve month period, the
Commission plans to hold a2 new rulemaking to reassess an
appropriate plutonium standard in February, 1992. The Commigsion
anticipates that the hearing will adcress radionuclide standards
generally, for surface water and ground watex, statewide and un
the vicinity of Rocky Flats.

Spvecified Area

The specified area adopted by the Comm:ission generally tr-acks the
boundaries of the federal resesvation on whach the Rocky Flats
Plant .3 located. All of the parties to this hear:ing inaicated
that they agreed with or were not opposed to this specrfied area.

—



Po:ints of Compl:ance

The Commission has cecided not to set any points of compl:iance for
the water guality classif:cations and standards being adopted wn
this proceeding. A point of compl:iance would be established by
whatever agency or agenc:ies may have regulatory authority to
implement these classifications and standards in the future. The
Commission 1s not attempting wn this proceeding to prejudge or
second guess what agency or agencies that may be. If these
classifications and standards are :mplemented by the Water Qual.ty
Contrel Division in accordance with 1ts author:ty, points of
compliance shall be established i1n accordance with i1ts authoraty.
In such circumstances, the Commission believes that points of
compliance developed by the Division should at a minimum assure
compliance with surface water clagsifications and stanaards
established for the affected segments.

Although 1t appears from the evidence that potential exists forz
preventing Walnut and Woman Creek water f£rom reaching the drinking
water supplies in Standley Reservoir and Great Western Reservoyrx,
the Commission’s preceding direction to the Division concerning
gzound water points of compliance .s rrently appropriate. Untal
and unless the drinkong water supplies are physically xsolated,
those reservoirs should be protected by strict standards. As the
Commission simrlarly stated in the Statement of Basis and Purpose
for the surface water standards in Woman and Walnut Creek, i1f in
the future the cities’ water supplies are adequately isolated, the
Commission can receonsider at that time the appropriateness of both
surface and gzound water classifications and standarcs and its
direction to the Division concerning points of compliance.

PARTIES TO THE
RULEMAKING EEARING
FEBRUARY 4, 1991

1. Department of Energy

2. EG&G Rocky Flacts

3. City of Broomfield

4. City of Arvada

S. Jefferson Center Metropolitanm Dastrict No. 1
6. City of Westminster




Table 7
STATE-WIDE STANDARDS

GROUNDWATER RADIOACTIVE MATERIALS

Parameter Picocuries Per Iater
Cesaium 134 80
Plutonium 3% 23% ang 249 15
Radium ??¢ and 2?* 5
Strontium ¥ 8
Thorium ¥ and 2% 60

Tritium 20,000




GROUNDWATER

Table 8

STATE-WIDE STANDARDS

CARCINOGENIC ORGANIC CHEMICALS ‘¥

Detecticn Levels

Parameter CAS No. Standard (1) (ugs L)
ug/l) GC GC/Ms

Aldrin 309-00-2 0.002(I) 0.1

Benzene 71-43-2 ] S

Benzidine 92-87-5 0.0002(I) 50

Carbon Tetrachloride 56=23-5 5 S

Chlordane §7=74-9 0.03(I) 0.1

Chlorocethyl Ether 111-44-4 0.03(I) 10
(BIS=-2)

DDT 50-29-3 0.1(I) 0.1

Dichloroethane 1,2 107-06-2 ] S

Dichloropropane 1,2 78-87-5 0.56(L)

Dieldrin 60-57-1 0.002(I) 0.1

Dioxin 1746-01-6 2.2 X 10 -7(L) 0.01¢3)
(2,3,7,8-TCDD) 3¢5)

Diphenylhydrazine 1,2 122~-66=7 0.05(I) 20

Ethylene Dibromide 106-93-4 0.0004(L) 10

Heptachlor 76-44-8 0.008(L) .

Heptachlor Epoxide 1024~57-3 0.004(L) 0.1

Hexachlorobenzene 118-74-1 0.02(L) 10

Hexachlorocyclohexane 5$8-89-9 4 0.10

{(Lindane)

o b e i M ok




Table 8 - Continued
STATE-WIDE STANDARDS

GROUNDWATER CARCINOGENIC ORGANIC CHEMICALS ‘¥

Detection Levels

Parameter CAS No. Standard (1) (ug/1)
(ug/1) GC GC/MS

Polychlorinated 1336-36-3 0.005(I) 0.5

Biphenyls (PCBs)
Toxaphene 8001-35-2 -] 1.0
Trichloroethylene 79-01-6 S 5
Trichlorophenol 2,4,6 88-06~2 2.0(I) 10
Trihalomethanes 100 5
(total)
vinyl Chloride 75-01-4 2 2

(1)
(2)

(3)
(4)
(5)

(I)
(L)

GC

GC/MS
CAS

Standards are based on the MCL for drinking water unless
otherwise noted.

Total trihalomethanes are considered the sum of the concentrations
of bromodichloromethane (CAS NO. 75-27-4), dibromochloromethane
(CAS NO. 124-48-1), tribromomethane (bromoform, CAS NO. 75-25-2)
and trichloromethane (chloroform, CAS NO. 67-66-3).

For permit issuance and compliance purposes use Test Methods for
Evaluating Solid Wastes, Vol. 1B, EPA, November 1986, Method 8280.
Organic chemicals not on this partial list are covered under
section 3.11.5 (C) (1).

For routine surveillance and screening using EPA Method 625

Based on 10° 6 Cancer risk from EPA Integrated Risk Information System.
Based on EPA life time drinking water health advisory.

Gas Chromatography (Pesticides EPA-Method 508/608)
Gas Chromatography / Mass Spectrometry (Methods 624 and 625)

No. Chemical Abstracts Service i1dentification number.




Table 9

STATE-WIDE STANDARDS

GROUNDWATER NON-CARCINOGENIC ORGANIC CHEMICALS ¥

Parameter

Detection Levels

CAS No. Standard (ug/1)
(ug/1l) GC GC/MS

Aldicarb 116-06-3 10 (L) 10 (2)(1)
Carbofuran 1563-66~2 36 (L) 10
Chlorcbenzene 108-90-~7 300 (L) 10
Dichlorobenzene 1,2 95-50-1 620 (L) 10
Dichlorobenzene 1,3 541-73-1 620 (L) 10
Dichlorobenzene 1,4 106-46~7 75 (M) 10
Dichlorcethylene 1,1 75=-35-4 7 (M) 5
Dichloroethylene 156-59-2 70 (L) 5

1,2-Cis
Dichloroethylene 156-60~5 70 (L) 5

1,2-Trans
Dichlorophenol 2,4 120-83-2 21 (L) 10
Dichlorophenoxyacetic 94-75-7 100 (M) 0.1

Acid (2,4-D)
Endrin 72-20-8 0.2 (M) 0.1
Ethylbenzene 100-41-4 680 (L) 5
Ethylene Glycol 107-21-1 7,000 (L) 5,000 (1)
Hexachlorobutadiene 87-68-3 14 (I) 10
Hexachlorocyclopentadiene 77-47-4 49 (I) 10
Isophorone 78=-59-1 1,050 (I) 10
Methoxychlor 72-43-5 100 (M) 0.1
Nitrobenzene 98-95-3 3.5 (I) 10
Pentachlorobenzene 608-93-5 6 (I) 10




Table 9 - Continued
STATE-WIDE STANDARDS

GROUNDWATER NON-CARCINOGENIC ORGANIC CHEMICALS ¥

Detection Levels

Parameter CAS No. Standard (ug/1)
(ug/1) GC GC/MS
Pentachlorophenol 87-86-5 200 (L) 50
Tetrachlorobenzene 95-94-3 2 (I) 10
1,2,4,5
Tetrachlorocethvlene 127-18-4 10 (L) 5
Toluene 108-88-3 2,420 (L) ]
Trichloroethane 1,1,1 71-55-6 200 (M) 5
Trichlorocethane 1,1,2 79-00-5 28 (I) S
Trichlorophenel 2,4,5 95=-95=5 700 (I) 10
Trichlorophenoxypropionic 93-72-1 10 (M) 0.05

Acid (2,4,5-TP)

(1) PQL 1s based on Colorado Department of Health Laboratory’s best
professional judgment

(2) HPLC High Pressure Liquid Chromatography PQL (EPA Method 531.1)

(3) Organic chemicals not on this partial list are covered under
section 3.11.5 (C) (1l).

(M) Based on MCL for drinking water.

(L) Based on EPA life time drinking water health advisory.

(I) Based on reference dose from EPA Integrated Risk Information
System (IRIS).

GC Gas Chromatography (Pesticides EPA-Method 508/608)

(Herbicides AWWA-Method 509 EPA-Method 515.1)
GC/MS Gas Chromatography / Mass Spectrometry (Methods 624 and 625)

CAS No. Chemical Abstracts Service identification number.
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APPENDIX E

ROCKY FLATS CLEANUP COMMISSION

REVIEW/COMMENT RESOLUTION FORM
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